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1. Introduction

This document proposes the Annex 5.D (informative): Terminal capabilities for 1.28Mcps TDD option in TR25.945.

Rationale: 

For the Annex 5.D (informative): Terminal capabilities related to TR25.945, this section shall be aligned with TS25.306 now, which includes the related chapters discussing both 3.84Mcps TDD Option and 1.28 Mcps TDD Option UE Radio Access Capabilities. Therefore it is proposed to change some word descriptions in TR25.945.

2. Conclusion

It is proposed to add the following text in TR 25.945
---------------------------------- Changes to TR25.945 begin -------------------------------------

Annex 5.D (informative): Terminal capabilities (TDD)

This section provides the UE capabilities related to TR25.945. 

Notes:

This section shall be aligned with Ts25.306 UE Radio Access Capabilities regarding TDD RF parameters. These RF UE Radio Access capabilities represent options in the UE, that require signalling to the network. 

Table D.1 provides the list of UE radio access capability parameters and possible values for TR25.945

Table D.1: RF UE Radio Access Capabilities
UE radio access capability parameter
Value range

TDD RF parameters
UE power class

(TR25.945 section 5.2.2.1) 
2, 3

NOTE: 
Only power classes 2 and 3 are part of R99




Radio frequency bands

(TR25.945 section 5.1.2) 
 a), b), c), a+b), a+c), a+b+c)


Chip rate capability

(25.945)
1.28Mcps

---------------------------------- Changes to TR25.945 end-------------------------------------
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