Page 1



 3GPP TSG-RAN WG4 Meeting #16 
Tdoc R4-010468
Vienna, Austria, 19-23 February 2001

CR-Form-v3

CHANGE REQUEST



(

25.133
CR
CR-Num
(

rev
-
(

Current version:
3.4.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE
x
Radio Access Network

Core Network




Title:
(

Cell re-selection in Cell-FACH state




Source:
(

RRM drafting group




Work item code:
(



Date: (

2001-02-15







Category:
(

F

Release: (

R99


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

To complete the requirements for cell reselection in 25.133




Summary of change:
(

The requirements define how a UE shall measure for preparing for cell reselection in Cell-FACH mode.




Consequences if 
(

not approved:
It will not be defined how a UE shall behave in Cell-FACH mode.




Clauses affected:
(

5.5




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
5.5
Cell Re-selection in Cell_FACH

5.5.1 Introduction

When a Cell Re-selection process is triggered according to 25.331, the UE shall evaluate the cell re-selection criteria specified in TS 25.304, based on radio measurements, and if a better cell is found that cell is selected.

5.5.2 Requirements


The Cell reselection delays specified below are applicable when the RRC parameter Treselection is set to 0. Otherwise the Cell reselection delay  is increased Treselection s. 


The measurements CPICH Ec/Io and CPICH RSCP shall be used for cell reselection in Cell-FACH state to another FDD cell, P-CCPCH RSCP shall be used for re-selection to a TDD cell and GSM carrier RSSI shall be used for cell re-selection to a GSM cell. The accuracies of the measurements used for a cell-reselection in an AWGN  environment shall comply with the requirements in chapter 9.
5.5.2.1
Cell re-selection delay

The cell re-selection delay is defined as the time between the occurence of an event which will trigger Cell Reselection process and the moment in time when the UE starts sending the RRC CELL UPDATE message to the UTRAN.

5.5.2.1.1
Intra frequency cell reselection 
The cell re-selection delay in Cell_FACH state to a cell on same frequency shall be less than 
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Specified in 8.4.2.2.1. 

TSI 
= The maximum repetition period of all relevant system information blocks that needs to be received by the UE to camp on a cell.

This requirement assumes radio conditions to be sufficient, so reading of system information can be done without errors.


5.5.2.1.2
Inter-frequency cell reselection
The cell re-selection delay in Cell_FACH state to a FDD cell on a different frequency shall be less than 
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Specified in 8.4.2.3.1.

TSI 
= The maximum repetition frequency of all relevant system information blocks that needs to be received by the UE to camp on a cell.

This requirement assumes radio conditions to be sufficient, so that reading of system information can be done without errors.



5.5.2.1.2 FDD-TDD cell reselection

The cell re-selection delay in Cell_FACH state in FDD to a TDD cell shall be less than 
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Specified in 8.4.2.4.1.

TSI 
= The maximum repetition frequency of all relevant system information blocks that needs to be received by the UE to camp o a cell. 

This requirement assumes radio conditions to be sufficient, so that reading of system information can be done without errors.

5.5.2.1.3 UTRAN-GSM Cell Reselection

The cell re-selection delay in Cell_FACH state to a GSM cell shall be less than 
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is specified in 8.4.2.5.2.1
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   where 

Ncarriers 
is the number of GSM carriers in the Inter-RAT cell info list

NGSM carrier RSSI 
is specified in 8.4.2.5.1, table 8.a

TSI 
= The maximum repetition frequency of all relevant system information blocks that needs to be received by the UE to camp on a cell.
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