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8.1.2.4
FDD measurements
The requirements in this section apply only to UE supporting both TDD and FDD mode.

In the CELL_DCH state when FDD inter frequency measurements are scheduled the UE shall continuously measure detected inter frequency FDD cells and search for new inter frequency cells indicated in the measurement control information. 

The UE shall be capable of measuring the  requested measurement quantity of at least 32 cells on a maximum of 3 frequencies.

8.1.2.4.1
Identification of a new cell

The UE shall be able to identify a new detectable cell belonging to the monitored set within 
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when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -17 dB and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected.
8.1.2.4.2
Measurement period

When FDD inter frequency measurements are scheduled, the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9 with measurement period given by
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TMeasurement_Period FDD inter 
=
480 ms. The period used for calculating the measurement period Tmeasurement_FDD inter for inter frequency CPICH measurements.

TFDD inter:
This is the minimum time as full slots that is available for inter frequency measurements, during the period TMeasurement_Period FDD inter with an arbitrarily chosen timing. The minimum time depends on the channel allocation and is calculated by assuming 2*0.5 ms for implementation margin (for the description of the idle intervals see Annex A of 25.225). It is assumed for the requirement that the slot allocation allows measurement windows in the idle periods to be of minimum duration necessary to perform the measurements.

Tbasic_identify_FDD,inter 
= 
800 ms. This is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD cell is defined.

Tbasic_measurement_FDD inter = 
50 ms. This is the time period used in the equation for defining the measurement period for inter frequency CPICH measurements.

NFreq

Number of FDD frequencies indicated in the inter frequency measurement control information.

8.1.2.4.3
Periodic Reporting

Reported measurements in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.4.4
Event Triggered Reporting

Reported measurements in event triggered measurement reports shall meet the requirements in section 9.


The UE shall not send event triggered measurement reports as long as the reporting criteria are not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertanty is twice the TTI of the uplink DCCH.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify FDD inter defined in Section 8.1.2.4.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_FDD inter and then enters the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period FDD Inter provided the  timing to that cell has not changed more than +/-32 chips while transmission gap has not been available and the L3 filter has not been used.
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