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This document shows all the changes to the REL5 specification for the BS (TS25.104v5.x.x) to support operation in Band I, Band II and Band III.

In the discussion column, 

· Green is used for changes already presented and agreed or non-controversial changes

· Yellow is used for changes introduced in that document for the first time but for which the requirements are derived from others specifications.

· Red is used for changes where RAN4 need to find an agreement on the requirement.

	Section
	Title
	Change
	Discussion

	4.3
	Regional requirements
	Table is updated according to the changes included in the Tdoc
	May needs update to reflect further changes

	5.2
	Frequency bands
	Definition of Bands I, II and III. 
	Aligned with 25.101 specification

	5.3
	Tx-Rx frequency separation
	A new table for frequency separation
	

	5.4.2
	Channel raster
	New text to mention the 12 additional channels for Band II
	

	5.4.3
	Channel Number
	New table for the 12 additional channels for band II
	

	5.4.4
	New section
	The new section lists UARFCN to be supported for each frequency band
	

	6.6.2.1
	Spectrum mask
	New column for band II to meet FCC Part 24 requirement
	New column to be reviewed and agreed.

	6.6.3.1.2
	Spurious emissions (category B)
	The table is expanded to define requirements for band I, II and III
	Agreed in R4-010477

	6.6.3.2
	Protection of BS receiver
	The table is expanded to define requirements for band I, II and III
	Agreed in R4-010477

	6.6.3.4
	Co-existence with DCS1800
	A row is added to define requirements for UTRA in band III
	New row to be reviewed and agreed.

	6.6.3.6
	Co-existence with services in adjacent frequency band
	The table is expanded to define requirements for band I, II and III
	Agreed in R4-010477

	6.6.3.8
	Co-existence with UTRA in Band I
	New section to define requirements for UTRA BS Tx in band III to protect UTRA UE or BS receivers operation in band I
	Agreed in R4-010477

	6.6.3.9
	Co-existence with UTRA in Band III
	New section to define requirements for UTRA BS Tx in band I to protect UTRA UE or BS receivers operation in band III
	Agreed in R4-010477

	6.6.3.10
	Co-existence with PCS1900
	New section to define requirements for UTRA BS Tx in band II to protect PCS1900 UE or BS receivers.
	New tables to be reviewed and agreed.

	7.5.1
	Blocking characteristics
	The existing table is expanded to define requirements for band I, II and III.

New table is added to define narrowband blocking requirements.
	Agreement on the level of interferer for narrowband blocking needed

	7.5.2
	Co-location with GSM900, DCS1800, PCS1900 and/or UTRA
	New tables are added to define blocking requirement in case of co-location:

UTRA band I with UTRA band III

UTRA band I and III with GSM900

UTRA band I and III with DCS1800

UTRA band I with UTRA band III (and vice-versa)

UTRA band II with PCS1900
	New tables to be reviewed and agreed.

	7.6
	Intermodulation characteristics
	A new table is added to define narrowband intermodulation characteristics
	Agreement on the level of interferer needed

	7.7
	Spurious emissions
	A new table is added to define the requirements specific to each band
	Agreed in R4-010477


