Page 1



3GPP TSG-RAN Working Group 4 (Radio) Meeting #20 
R4-011552
New Jersey, USA, 12th – 16th November 2001

	CR-Form-v4

	CHANGE REQUEST

	

	(

	TS25.133
	CR
	
	(

rev
	-
	(

Current version:
	5.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	
	Radio Access Network
	x
	Core Network
	

	

	Title:
(

	Clarification of test parameters for measurement performance requirements

	
	

	Source:
(

	Lucent Technologies

	
	

	Work item code:
(

	
	
	Date: (

	13 November 2001

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(
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	  1)   Add a  statement at the beginning of clause A.9 that the accuracy requirements are applicable for AWGN propagation conditions.
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A.9
Measurement Performance Requirements

Unless explicitly stated:

-
Accuracy requirements are applicable for AWGN radio propagation conditions.

-
Reported measurements shall be within defined range in 90 % of the cases.





-
Power control is active.

A.9.1
Measurement Performance for UE

Unless explicitly stated:

-
Measurement channel is 12.2 kbps as defined in TS 25.101 annex A, sub-clause A.3.1. This measurement channel is used both in active cell and cells to be measured.

-
Physical channels used as defined in TS 25.101 annex C.

-
Cell 1 is the active cell.

-
Single task reporting.

A.9.2
Measurement Performance for UTRAN

Unless explicitly stated:

-
Measurement channel is 12.2 kbps as defined in TS 25.101 annex A, sub-clause A.2.1.
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