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Table 6.5: DPCH Spreading Code, Toffset and Power for Test Model 3
Code
Toffset
Level settings

(dB) (16 codes)
Level settings dB) (32 codes)

64
86
-14
-16

69
134
-14
-16

74
52
-14
-16

78
45
-14
-16

83
143
-14
-16

89
112
-14
-16

93
59
-14
-16

96
23
-14
-16

100
1
-14
-16

105
88
-14
-16

109
30
-14
-16

111
18
-14
-16

115
30
-14
-16

118
61
-14
-16

122
128
-14
-16

125
143
-14
-16

67
83

-16

71
25

-16

76
103

-16

81
97

-16

86
56

-16

90
104

-16

95
51

-16

98
26

-16

103
137

-16

108
65

-16

110
37

-16

112
125

-16

117
149

-16

119
123

-16

123
83

-16

126
5

-16

NOTE:
The figures for code power are nominal and have tolerance of ±1 dB.

6.1.1.4
Test Model 4

This model shall be used for tests on:

-
EVM measurement.
Table 6.6: Test Model 4 Active Channels
Type


Number of Channels
Fraction of

Power (%)
Level setting (dB)
Channelization Code
Timing offset

PCCPCH+SCH
1
50 to 1.6
-3 to -18
1
0

Primary CPICH1
1
10
-10
0
0

Note 1: The CPICH channel is optional.

6.1.1.5
DPCH Structure of the Downlink Test Models

For the above test models the following structure is adopted for the DPCH. The DPDCH and DPCCH have the same power level. The timeslot structure should be as described by TS 25.211-slot format 10 and 6 that are reproduced in table 6.7.

Table 6.7: DPCH structure of the downlink test models

Slot Format
Channel Bit 
Channel Symbol
SF
Bits/Frame
Bits/ Slot
DPDCH Bits/Slot
DPCCH Bits/Slot

#I
Rate (kbps)
Rate (ksps)

DPDCH
DPCCH
TOT

NData1
Ndata2
NTFCI
NTPC
Npilot

10
60
30
128
450
150
600
40
6
24
0
2
8

6
30
15
256
150
150
300
20
2
8
0
2
8

The test DPCH has frame structure so that the pilot bits are defined over 15 timeslots according to the relevant columns of TS 25.211, which are reproduced in table 6.8.

Table 6.8: Frame structure of DPCH


Npilot = 8

Symbol #
0
1
2
3

Slot #0

1

2

3

4

5

6

7

8

9

10

11

12

13

14
11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
10

10

01

00

01

10

00

00

10

11

01

11

00

11

11

The TPC bits alternate 00 / 11 starting with 00 in timeslot 0.

The aggregate 15 x 30 = 450 DPDCH bits per frame are filled with a PN9 sequence generated using the primitive trinomial 
[image: image1.wmf]94
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. In case there are less data bits/frame needed then the first bits of the aggregate shall be selected. To ensure non-correlation of the PN9 sequences, each DPDCH shall use its channelization code as the seed for the PN sequence at the start of each frame, according to its timing offset.

The sequence shall be generated in a nine-stage shift register whose 5th and 9th stage outputs are added in a modulo‑two addition stage, and the result is fed back to the input of the first stage. The generator shall be seeded so that the sequence begins with the channelization code starting from the LSB, and followed by 2 consecutive ONEs for SF=128 and 1 consecutive ONE for SF=256.
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Figure 6.2

6.1.1.6
Common channel Structure of the Downlink Test Models

6.1.1.6.1
P-CCPCH

The aggregate 15 x 18 = 270 P-CCPCH bits per frame are filled with a PN9 sequence generated using the primitive trinomial 
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. Channelization code of the P-CCPCH is used as the seed for the PN sequence at the start of each frame.

The generator shall be seeded so that the sequence begins with the 8 bit channelization code starting from the LSB, and followed by a ONE.

6.1.1.6.2
PICH

PICH carries 18 Paging Indicators (PI) sent in the following sequence from left to right [1 0 1 1 0 0 0 1 0 1 1 0 0 0 1 0 1 0]. This defines the 288 first bits of the PICH. No power is transmitted for the 12 remaining unused bits.

6.1.1.6.3
Primary scrambling code and SCH

The scrambling code should be 0.

Where multiple repetitions of the Test Model signals are being used to simulate a multi-carrier signal the scrambling code for the lower frequency is 0. Carriers added at successively higher frequencies use codes 1, 2,... and their frame structures  are time offset by 1/5, 2/5... of a time slot duration.

The scrambling code defines the SSC sequence of the secondary SCH. In their active part, primary and secondary SCH share equally the power level defined for "PCCPCH+SCH".

6.1.1.6.4
S-CCPCH containing PCH


The aggregate 15 x 20 = 300 S-CCPCH bits per frame are used. Data bits are filled with a PN9 sequence generated using the primitive trinomial 
[image: image5.wmf]94
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. In case there are less data bits/frame needed then the first bits of the aggregate shall be selected. Channelization code of the S-CCPCH is used as the seed for the PN sequence at the start of each frame. For test purposes, any one of the four possible slot formats 0,1, 2 and 3 can be supported. The support for all four slot formats is not needed.
The generator shall be seeded so that the sequence begins with the 8 bit channelization code starting from the LSB, and followed by a ONE. The test on S-CCPCH has a frame structure so that the pilot bits are defined over 15 timeslots to the relevant columns of TS 25.211. The TFCI bits are filled with ONEs whenever needed.


























































































































































































































































































�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

_1012237483.doc


LSB







MSB












_1006157622.unknown

