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Initially four CRs for each Release were intended to be proposed for approval. However, after a suggestion to further discuss this before proposal for approval is provided, I decided to put all four CRs following this introductory document as material for discussion rather than for approval, so they represent how the final documents 25101; 25104; 25133 and 25141 would be if the proposed changes are accepted.

Two definitions and the corresponding abbreviations are provided in these proposal:

Total power and Total power spectral density.

There have been several E-mails related to power measurements and definitions of several parameters following the last meeting at New Jersey.

After internal discussions at Tektronix we want to propose some definitions, that we expect will be satisfactory to all parties.

The abbreviations affected are those of Io, Ioc, Ior and Îor. All the Rel99, Rel-4 and Rel-5 are affected.

In our opinion the current definition of these magnitudes is a bit ambiguous.

The comments made here for Ior are applicable to all of the other three magnitudes.

For the purposes of discussion only Ec, Ec/Ior and Ior are used but the conclusions involved are also applicable to [image: image1.wmf]c
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,  however these magnitudes remain unchanged in this proposal

.

Ec is clearly and unambiguously defined as Average energy per PN chip. This meant the total energy needed for the transmission of a chip.

Should it be multiplied by the chip-rate (number of chips in a second), then (chip-rate times Ec) would represent the mean power, that is, the rate at which the energy is delivered. But this is not the case in the definition.

Ec/Ior is clearly a measure of efficiency, so it should provide an abstract number (without units), that is, both terms have to be in the same units. It would be possible to define the efficiency as a power ratio but it is customary to define the efficiency in terms of an energy ratio, as in this case. More precisely it is customary to define the efficiency as the energy per chip to the bandwidth needed for the transmission of a chip, so it is possible to use a second form of energy measurements represented by the power spectral density (1 Hz is 1/1 s, so power divided by  1Hz is the same as power times 1 second, that is: energy).

So, Ior must be provided in terms of power spectral density.

Io is currently defined as “The total received power spectral density…”, and we guess that it is intending to cope for the mean power spectral density along the channel bandwidth. In order of being precise with the language used, the term “power spectral density” is conceptually a function of frequency that takes particular values at different frequencies along the useful bandwidth of the channel even if no channel distortion is present, while the “total received power” term implies the definite integral of the power spectral density along such bandwidth but this is not explicitly indicated in the definition so it creates some confusion among different readers.

Our interpretation is that all four definitions for Ior , etc. meant power spectral density normalised to the nominal bandwidth of the channel (the chip rate) which represents energy units. This is congruent, as indicated above, with several other definitions of Energy in this document like Ec (Energy per chip) and others for which the ratio of two energies is calculated as in Ec/Ior which is a clear indication that the efficiency is calculated as an energy ratio not a power ratio. Of course it could have been represented as an energy/power ratio if the total time of integration of the power to get the total energy (in so many chips) would have been specified, but this is not the case. So in order not to change all the definitions involving Energy per Chip, and, in order to keep the standard use of efficiency in terms of Energy to power spectral density and not change it only for the purposes of these documents, our opinion is to clearly state the Ior, and the others, defined as power spectral density, that is energy, expressed in terms of the occupied bandwidth.

Taking in account that a specification has to be precise and clear in its wording to avoid uncertainties and different conceptions for each reader we propose the following definition:
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The total transmit power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of the downlink at the Node B antenna connector.
With these proposed words added the definition might be clear enough to eliminate uncertainties. The specifics about what is the defined channel bandwidth is left for each measurement definition, although it will typically be (1+alpha) times the chip-rate.

If more precision is desired for the definition, then it is possible to add the words, “namely (1+alpha) of the chip rate for each carrier”, as:
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The total transmit power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, namely (1+alpha) of the chip rate for each carrier, of the downlink at the Node B antenna connector.

However we do not see the need to add this detail at this level of the abbreviations list but we can accept if it is included.

There is another reason indeed for requesting the approval of the proposed change.

Although from a theoretical point of view it is true that, any definition that represents a magnitude precisely can be considered as valid as any other, it is convenient to realise that for practical purposes any definition of a parameter should be done as close as possible to the interface point where such parameter has entity. All four parameters discussed here have existence at one or the other end of the air interface, so it is good engineering practice to define them in physical units that are relevant at such interface point.

That is why, in our opinion, the definition for these four magnitudes at the air interface should be done in terms of power spectral density rather than power calculated down stream after demodulation and dispreading of the signal. We support, however, the “decision point” measurements for other parameters, but not for these ones.

This definition as power spectral density has the advantage that it leads naturally to the idea of using any of the diverse types of measurement instruments that have been used traditionally as well as new ones that may be based in decision point measurements with the corresponding correction factors implemented by the manufacturer of the instrument.

The discussion here is not such as the “old analogue” devices versus the “new digital techniques”, it is interesting to point out here that any electrical signal, that is being measured, is analogue in its very nature, what is digital is the information carried by the analogue electrical signal, and such digital information is recovered only after demodulation, at the decision point, where the analogue signal level is sampled and compared to a threshold to decide whether the received bit (or collection of chips meeting a code criteria) has a logical value of “one” or “zero”.

While all new measurement devices designed specifically for WCDMA measurements will need to have capacity for decision point measurements as EVM, code power, etc. still the definition proposed here for Ior and the others, allows the use of legacy instruments like spectrum analysers and power meters as well as the new specific test receivers at the air interface.

Should this proposal be accepted, the four indicated magnitudes would be rewritten as follows:
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The total received power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, including signal and interference, as measured at the UE antenna connector. 
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The power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of a band limited white noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector.


[image: image11.wmf]or

I


The total transmit power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of the downlink at the Node B antenna connector. 
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The received power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of the downlink as measured at the UE antenna connector.

Note that when measurements are done using a Spectrum Analyser, the spectral density is measured with a filter of a given resolution bandwidth and then normalised to 1 Hz by the instrument (or to a user specified bandwidth), but in any case the measurement is done with a given resolution and the measurement result represents the mean power spectral density for the equivalent bandwidth of the filter to the noise. A good engineering practice supported by the experience indicates that the resolution bandwidth of the measuring instrument should be, at least, of the order of ten times narrower than the width of the power spectral lobe being measured, although some times a narrower bandwidth than ten times is needed. This takes in account the fact that the signals may be very un-flat as recognised elsewhere.

The details about how each manufacturer should design the instrument to make precise power spectral density measurements, how these should be normalised to provide realistic measurement results as well as what resolution bandwidth or what filter shape is to be used for such instrument, must be left to the internal decisions of each manufacturer and rely on the fact that the specification sheet provided with each instrument is true for this as well as for any other type of measurement made with such instrument, like frequencies, powers, etc.

It may be of use here to be aware that noise or noise-like signals are measured by spectrum analysers or receivers by averaging sequences of samples taken in the frequency domain as well as in the time domain and depending on which method is selected by the manufacturer different correction factors have to be taken in account, some of the best known by the users are the 1.05 dB for Rayleigh distribution after narrow-band envelope detectors versus Gaussian distribution of the noise, or the 1.45 dB correction for the logarithmic amplifier of the instrument (both correction factors are customary lumped together as a single 2.5 dB correction), or the square noise-equivalent bandwidth correction of the measured resolution filter bandwidth or the nominal resolution bandwidth specified at –3 dB or –6dB, or the correction for proximity to the instrument noise floor, etc.

Each correction factor is introduced by the manufacturers depending under what type of measurement is being done and under where in the instrument the samples are taken. These factors and how to apply them are out of the scope of these specifications.
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following definitions apply:
Total power: This is a number, in power units, that represents the integration of the power spectral density in a given bandwidth. For a nominal channel it is calculated by integration of the measured spectral density function along the useful width of the channel, nominally (1+alpha) times the chip-rate.
Total power spectral density: This is a number, in power spectral density units (energy), that represents the normalisation of the total power in a given bandwidth to the given bandwidth. For a nominal channel it is calculated by integration of the measured power spectral density function along the useful width of the channel, nominally (1+alpha) times the chip-rate and divided by the chip-rate. So it represents the total power spectral density in a channel, no matter how is it distributed, normalised as power spectral density in the channel as if it would be flat inside of the nominal channel.
Maximum Output Power: This s a measure of the maximum power the UE can transmit (i.e. the actual broadband power as would be measured assuming no measurement error).
Nominal Maximum Output Power: This is the nominal power defined by the UE power class.

Average power: The thermal power as measured through a root raised cosine filter with roll-off = 0.22 and a bandwidth equal to the chip rate of the radio access mode. The period of measurement shall be one power control group (timeslot) unless otherwise stated.

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACLR
Adjacent Channel Leakage power Ratio
ACS
Adjacent Channel Selectivity
AICH
Acquisition Indication Channel

BER
Bit Error Ratio

BLER
Block Error Ratio

CW
Continuous Wave (un-modulated signal)
DCH
Dedicated Channel, which is mapped into Dedicated Physical Channel. 
DL
Down Link (forward link)
DTX
Discontinuous Transmission
DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel
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Average energy per PN chip for DPCH.
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The ratio of the transmit energy per PN chip of the DPCH to the total transmit power spectral density at the Node B antenna connector.

DPDCH
Dedicated Physical Data Channel

EIRP
Effective Isotropic Radiated Power
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Average energy per PN chip.
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The ratio of the average transmit energy per PN chip for different fields or physical channels to the total transmit power spectral density.

FACH
Forward Access Channel

FDD
Frequency Division Duplex
FDR
False transmit format Detection Ratio. A false Transport Format detection occurs when the receiver detects a different TF to that which was transmitted, and the decoded transport block(s) for this incorrect TF passes the CRC check(s).

Fuw
Frequency of unwanted signal. This is specified in bracket in terms of an absolute frequency(s) or a  frequency offset from the assigned channel frequency.

Information Data Rate

Rate of the user information, which must be transmitted over the Air Interface. For example, output rate of the voice codec.
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The total received power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, including signal and interference, as measured at the UE antenna connector.
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The power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of a band limited white noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector.
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The total transmit power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of the down link at the Node B antenna connector.
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The received power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of the down link as measured at the UE antenna connector.

MER
Message Error Ratio
Node B
A logical node responsible for radio transmission / reception in one or more cells to/from the User Equipment. Terminates the Iub interface towards the RNC
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Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink link.
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Average energy per PN chip for the OCNS.
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The ratio of the average transmit energy per PN chip for the OCNS to the total transmit power spectral density.

P-CCPCH
Primary Common Control Physical Channel
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Paging Channel
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The ratio of the received P-CCPCH energy per chip to the total received power spectral density at the UE antenna connector.
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The ratio of the average transmit energy per PN chip for the P-CCPCH to the total transmit power spectral density.

P-CPICH
Primary Common Pilot Channel

PICH
Paging Indicator Channel

PPM
Parts Per Million
RACH
Random Access Channel

SCH
Synchronization Channel consisting of Primary and Secondary synchronization channels
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Secondary Common Control Physical Channel.
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Average energy per PN chip for S-CCPCH.

SIR
Signal to Interference ratio
SSDT
Site Selection Diversity Transmission

STTD
Space Time Transmit Diversity

TDD
Time Division Duplexing

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator

TPC
Transmit Power Control

TSTD
Time Switched Transmit Diversity

UE
User Equipment
UL
Up Link (reverse link)

UTRA
UMTS Terrestrial Radio Access

6
Transmitter characteristics

6.1
General

Unless detailed the transmitter characteristic are specified at the antenna connector of the UE. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed. Transmitter characteristics for UE(s) with multiple antennas/antenna connectors are FFS.

The UE antenna performance has a significant impact on system performance, and minimum requirements on the antenna efficiency are therefore intended to be included in future versions of the present document. It is recognised that different requirements and test methods are likely to be required for the different types of UE. 
All the parameters in clause 6 are defined using the UL reference measurement channel (12.2 kbps) specified in subclause  A.2.1 and unless stated with the UL power control ON
6.2
Transmit power

6.2.1
UE maximum output power

The following Power Classes define the nominal maximum output power. The nominal maximum output power of the UE is measured as per the definition of total power in 3.1.

Table 6.1: UE Power Classes

	Power Class
	Nominal maximum output power
	Tolerance

	1
	+33 dBm
	+1/-3 dB

	2
	+27 dBm
	+1/-3 dB

	3
	+24 dBm
	+1/-3 dB

	4
	+21 dBm
	± 2 dB


NOTE:
The tolerance allowed for the nominal maximum output power applies even for the multi-code transmission mode.
6.6
Output RF spectrum emissions

6.6.1
Occupied bandwidth

Occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum, centered on the assigned channel frequency. The occupied channel bandwidth shall be less than 5 MHz based on a chip rate of 3.84 Mcps.
6.6.2
Out of band emission

Out of band emissions are unwanted emissions immediately outside the  nominal channel resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask  and Adjacent Channel Leakage power Ratio.

6.6.2.1
Spectrum emission mask

The spectrum emission mask of the UE applies to frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency. The minimum requirement for out of channel emission is specified relative (dBc) to the UE output power measured as per the definition of total power in 3.1. The additional minimum requirement for operation in Band b represents absolute power in dBm.
6.6.2.1.1
Minimum requirement

The power of any UE emission shall not exceed the levels specified in Table 6.10

	Table 6.10: Spectrum Emission Mask Requirement

Δf* in MHz
	Minimum requirement 
	Additional Minimum requirement for operation in Band b
	Measurement bandwidth

	2.5 - 3.5 
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	-15 dBm
	30 kHz **

	3.5 - 7.5 
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	-13 dBm
	1 MHz ***

	7.5 - 8.5 
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	-13 dBm
	1 MHz ***

	8.5 - 12.5 MHz
	-49 dBc
	-13 dBm
	1 MHz ***

	 *       (f is the separation between the carrier frequency and the centre of the measuring filter.

	**      The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

	***    The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz. As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement  bandwidth, the result should be integrated over the measurement bandwidth.

	The lower limit shall be –50 dBm/3.84 MHz or which ever is higher.


6.6.2.2
Adjacent Channel Leakage power Ratio (ACLR)

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the total power centered on the assigned channel frequency to the total power centered on an adjacent channel frequency. In both cases the  total power is measured as per the definition of total power in 3.1..

6.6.2.2.1
Minimum requirement

If the adjacent channel power is greater than –50dBm then the ACLR shall be higher than the value specified in Table 6.11.

Table 6.11: UE ACLR

	Power Class
	Adjacent channel frequency relative to assigned channel frequency
	ACLR limit

	3
	+ 5 MHz or – 5 MHz
	33 dB

	3
	+ 10 MHz or – 10 MHz
	43 dB

	4
	+ 5 MHz or – 5 MHz
	33 dB

	4
	+ 10 MHz or –10 MHz 
	43 dB


NOTE 1:
The requirement shall still be met in the presence of switching transients.

NOTE 2:
The ACLR requirements reflect what can be achieved with present state of the art technology.

NOTE 3:
Requirement on the UE shall be reconsidered when the state of the art technology progresses.

6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329-8[2].

6.6.3.1
Minimum requirement

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.

Table 6.12: General spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm


Table 6.13: Additional spurious emissions requirements

	Paired band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	For operation in frequency bands as defined in subclause 5.2(a)
	1893.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	
	925 MHz  f 935 MHz
	100 kHz
	-67 dBm *

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	*:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement


6.7
Transmit intermodulation

The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.

6.7.1
Minimum requirement

User Equipment(s) transmitting in close vicinity of each other can produce intermodulation products, which can fall into the UE, or Node B receive band as an unwanted interfering signal. The UE intermodulation attenuation is defined by the ratio of the output power of the wanted signal to the output power of the intermodulation product when an interfering CW signal is added at a level below the wanted signal. Both the wanted signal power and the IM product power are measured as per the definition of total power in 3.1..

The requirement of transmitting intermodulation for a carrier spacing of 5 MHz is prescribed in Table 6.14.

Table 6.14: Transmit Intermodulation

	Interference Signal Frequency Offset
	5MHz
	10MHz

	Interference CW Signal Level
	-40dBc

	Intermodulation Product 
	-31dBc 
	-41dBc 


8.2.3
Demodulation of Dedicated Channel (DCH)

The receive characteristic of the Dedicated Channel (DCH) in the static environment is determined by the Block Error Ratio (BLER). BLER is specified for each individual data rate of the DCH. DCH is mapped into the Dedicated Physical Channel (DPCH).

8.2.3.1
Minimum requirement

 For the parameters specified in Table 8.5 the average downlink [image: image32.wmf]or
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 power spectral density ratio shall be below the specified value for the BLER shown in Table 8.6. These requirements are applicable for TFCS size 16.

Table 8.5: DCH parameters in static propagation conditions

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dB
	-1
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2
	64
	144
	384


Table 8.6: DCH requirements in static propagation conditions

	Test Number
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	BLER

	1
	-16.6 dB 
	10-2  

	2
	-13.1 dB 
	10-1 

	
	-12.8 dB 
	10-2 

	3
	-9.9 dB
	10-1 

	
	-9.8 dB
	10-2 

	4
	-5.6 dB
	10-1 

	
	-5.5 dB
	10-2 


8.3
Demodulation of DCH in multi-path fading propagation conditions

8.3.1
Single Link Performance

The receive characteristics of the Dedicated Channel (DCH) in different multi-path fading environments are determined by the Block Error Ratio (BLER) values. BLER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into in Dedicated Physical Channel (DPCH).
8.3.1.1
Minimum requirement

 For the parameters specified in Table 8.7, 8.9 , 8.11, 8.13 and 8.14A the average downlink [image: image36.wmf]or
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 power spectral density ratio shall be below the specified value for the BLER shown in Table 8.8, 8.10, 8.12, 8.14 and 8.14B. These requirements are applicable for TFCS size 16.
8.4
Demodulation of DCH in moving propagation conditions

8.4.1
Single link performance

The receive single link performance of the Dedicated Channel (DCH) in dynamic moving propagation conditions are determined by the Block Error Ratio (BLER) values. BLER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into Dedicated Physical Channel (DPCH).
8.4.1.1
Minimum requirement

For the parameters specified in Table 8.15 the average downlink [image: image37.wmf]or
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 power spectral density ratio shall be below the specified value for the BLER shown in Table 8.16.
Table 8.15: DCH parameters in moving propagation conditions 

	Parameter
	Unit
	Test 1
	Test 2

	Phase reference
	
	P-CPICH
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	dB
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2
	64


Table 8.16: DCH requirements in moving propagation conditions

	Test Number
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	BLER

	1
	-14.5 dB
	10-2

	2
	-10.9 dB
	10-2


8.5
Demodulation of DCH in birth-death propagation conditions

8.5.1
Single link performance

The receive single link performance of the Dedicated Channel (DCH) in dynamic birth-death propagation conditions are determined by the Block Error Ratio (BLER) values. BER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into Dedicated Physical Channel (DPCH).
8.5.1.1
Minimum requirement

For the parameters specified in Table 8.17 the average downlink [image: image41.wmf]or
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 power spectral density ratio shall be below the specified value for the BLER shown in Table 8.18.
Table 8.17: DCH parameters in birth-death propagation conditions

	Parameter
	Unit
	Test 1
	Test 2

	Phase reference
	
	P-CPICH
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	dB
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2
	64


Table 8.18: DCH requirements in birth-death propagation conditions

	Test Number
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	BLER

	1
	-12.6 dB
	10-2

	2
	-8.7 dB
	10-2


8.6
Demodulation of DCH in downlink Transmit diversity modes

8.6.1
Demodulation of DCH in open-loop transmit diversity mode

The receive characteristic of the Dedicated Channel (DCH) in open loop transmit diversity mode is determined by the Block Error Ratio (BLER). DCH is mapped into in Dedicated Physical Channel (DPCH).

8.6.1.1
Minimum requirement

For the parameters specified in Table 8.19 the average downlink [image: image45.wmf]or
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 power spectral density ratio shall be below the specified value for the BLER shown in Table 8.20.
Table 8.19: Test parameters for DCH reception in an open loop transmit diversity scheme
(Propagation condition: Case 1)

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dB
	9
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	dBm/3.84 MHz
	-60

	Information data rate
	kbps
	12.2


Table 8.20: Test requirements for DCH reception in open loop transmit diversity scheme

	Test Number
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(antenna 1/2)
	BLER

	1
	-16.8 dB
	10-2


8.6.2
Demodulation of DCH in closed loop transmit diversity mode

The receive characteristic of the dedicated channel (DCH) in closed loop transmit diversity mode is determined by the Block Error Ratio (BLER). DCH is mapped into in Dedicated Physical Channel (DPCH).

8.6.2.1
Minimum requirement

For the parameters specified in Table 8.21 the average downlink [image: image49.wmf]or
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 power spectral density ratio shall be below the specified value for the BLER shown in Table 8.22.
Table 8.21: Test Parameters for DCH Reception in closed loop transmit diversity mode
(Propagation condition: Case 1)

	Parameter
	Unit
	Test 1

(Mode 1)
	Test 2

(Mode 2)
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	dB
	9
	9

	[image: image51.wmf]oc

I


	dBm/3.84 MHz
	-60
	-60

	Information data rate
	kbps
	12.2
	12.2

	Feedback error rate
	%
	4
	4


Table 8.22: Test requirements for DCH reception in closed loop transmit diversity mode

	Test Number
	[image: image52.wmf]or
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(see note)
	BLER

	1
	-18.0 dB
	10-2

	2
	-18.3 dB
	10-2

	NOTE:
This is the total power from both antennas. Power sharing between antennas are feedback  mode dependent as specified in TS25.214.


8.6.3
Demodulation of DCH in Site Selection Diversity Transmission Power Control mode

The bit error characteristics of UE receiver is determined in Site Selection Diversity Transmission power control (SSDT) mode. Two Node B emulators are required for this performance test. The delay profiles of signals received from different Node Bs are assumed to be the same but time shifted by 10 chip periods (2604 ns).

8.6.3.1
Minimum requirements

The downlink physical channels and their relative power to Ior are the same as those specified in clause C.3.2 irrespective of Node Bs and the test cases. DPCH_Ec/Ior value applies whenever DPDCH in the cell is transmitted. In Test 1 and Test 3, the received powers at UE from two Node Bs are the same, while 3dB offset is given to one that comes from one of Node Bs for Test 2 and Test 4 as specified in Table 8.23. 
For the parameters specified in Table 8.23 the average downlink [image: image53.wmf]or
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 power spectral density ratio shall be below the specified value for the BLER shown in Table 8.24.
Table 8.23: DCH parameters in multi-path propagation conditions during SSDT mode
(Propagation condition: Case 1)

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	-3
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2
	12.2
	12.2
	12.2

	Cell ID code word error ratio in uplink
	%
	1
	1
	1
	1

	Number of FBI bits assigned to "S" Field
	
	1
	1
	2
	2

	Code word Set
	
	Long
	Long
	Short
	Short

	UL DPCCH slot Format
	
	#2
	#5


NOTE:
The code word errors are introduced independently in both uplink channels.
Table 8.24: DCH requirements in multi-path propagation conditions during SSDT Mode
	Test Number
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	BLER

	1
	-7.5 dB
	10-2

	2
	-6.5 dB
	10-2

	3
	-10.5 dB
	10-2

	4
	-9.2 dB
	10-2


8.7
Demodulation in Handover conditions

8.7.1
Demodulation of DCH in Inter-Cell Soft Handover 

The bit error rate characteristics of UE is determined during an inter-cell soft handover. During the soft handover a UE receives signals from different cells. A UE has to be able to demodulate two PCCPCH channels and to combine the energy of DCH channels. Delay profiles of signals received from different cells are assumed to be the same but time shifted by 10 chips.

The receive characteristics of the different channels during inter-cell handover are determined by the average Block Error Ratio (BLER) values.

8.7.1.1
Minimum requirement

For the parameters specified in Table 8.25 the average downlink [image: image58.wmf]or
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 power spectral density ratio shall be below the specified value for the BLER shown in Table 8.26.

Table 8.25: DCH parameters in multi-path propagation conditions during Soft Handoff (Case 3)

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dB
	0
	0
	3
	6
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	dBm/3.84 MHz
	-60

	Information data Rate
	kbps
	12.2
	64
	144
	384


Table 8.26: DCH requirements in multi-path propagation conditions during Soft Handoff (Case 3)

	Test Number
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	BLER

	1
	-15.2 dB
	10-2

	2
	-11.8 dB
	10-1

	
	-11.3 dB
	10-2

	3
	-9.6 dB
	10-1

	
	-9.2 dB
	10-2

	4
	-6.0 dB
	10-1

	
	-5.5 dB
	10-2


8.7.2

Combining of TPC commands from radio links of different radio link sets

8.7.2.1
Minimum requirement

Test parameters are specified in Table 8.27. The delay profiles of the signals received from the different cells are the same but time-shifted by 10 chips.

For Test 1, the uplink power changes between adjacent slots shall be as shown in Table 8.28 over the 4 consecutive slots. Note that this case is without an additional noise source Ioc.

For Test 2, the Cell1 and Cell2 TPC patterns are repeated a number of times.  If the transmitted power of a given slot is increased compared to the previous slot, then a variable "Transmitted power UP" is increased by one, otherwise a variable "Transmitted power DOWN" is increased by one. The requirements for "Transmitted power UP" and "Transmitted power DOWN" are shown in Table 8.28A. 

Table 8.27: Parameters for TPC command combining

	Parameter
	Unit
	Test 1
	Test 2

	Phase reference
	-
	P-CPICH

	DPCH_Ec/Ior
	dB
	-12
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	dBm/3.84 MHz
	-60
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	dBm/3.84 MHz
	-
	-60

	Power-Control-Algorithm
	-
	Algorithm 1

	Cell 1 TPC commands over 4 slots
	-
	{0,0,1,1}

	Cell 2 TPC commands over 4 slots
	-
	{0,1,0,1}

	Information data Rate
	kbps
	12.2 

	Propagation condition
	-
	Static without AWGN source [image: image66.wmf]oc

I


	Multi-path fading case 3


Table 8.28: Test requirements for Test 1

	Test Number
	Required power changes over the 4 consecutive slots

	1
	Down, Down, Down, Up


Table 8.28A: Requirements for Test 2

	Test Number
	Ratio 

(Transmitted power UP) / (Total number of slots)
	Ratio 

(Transmitted power DOWN) / (Total number of slots)

	2
	(0.25
	(0.5


8.8
Power control in downlink

Power control in the downlink is the ability of the UE receiver to converge to required link quality set by the network while using as low power as possible in downlink . If a BLER target has been assigned to a DCCH (See Annex A.3), then it has to be such that outer loop is based on DTCH and not on DCCH. 

8.8.1
Power control in the downlink, constant BLER target

8.8.1.1
Minimum requirements

For the parameters specified in Table 8.29 the downlink [image: image67.wmf]or

c

I

E

DPCH

_

 power spectral density ratio measured values, which are averaged over one slot, shall be below the specified value in Table 8.30 more than 90% of the time.  BLER shall be as shown in Table 8.30. Power control in downlink is ON during the test.

Table 8.29: Test parameter for downlink power control

	Parameter
	Unit
	Test 1
	Test 2
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	dB
	9
	-1
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2

	Target quality value on DTCH
	BLER
	0.01

	Propagation condition
	
	Case 4

	Maximum_DL_Power *
	dB
	7

	Minimum_DL_Power *
	dB
	-18

	DL Power Control step size, TPC
	dB
	1

	Limited Power Increase
	-
	"Not used"


NOTE:
Power is compared to P-CPICH as specified in [4].

Table 8.30: Requirements in downlink power control

	Parameter
	Unit
	Test 1
	Test 2
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	dB
	-16.0
	-9.0

	Measured quality on DTCH
	BLER
	0.01±30%
	0.01±30%


8.8.2
Power control in the downlink, initial convergence

This requirement verifies that DL power control works properly during the first seconds after DPCH connection is established

8.8.2.1
Minimum requirements

For the parameters specified in Table 8.31 the downlink DPCH_Ec/Ior power spectral density ratio measured values, which are averaged over 50 ms, shall be within the range specified in Table 8.32 more than 90% of the time. T1 equals to 500 ms and it starts 10 ms after the DPDCH connection is initiated. T2 equals to 500 ms and it starts when T1 has expired. Power control is ON during the test.

The first 10 ms shall not be used for averaging, ie the first sample to be input to the averaging filter is at the beginning of T1. The averaging shall be performed with a sliding rectangular window averaging filter. The window size of the averaging filter is linearly increased from 0 up to 50 ms during the first 50 ms of T1, and then kept equal to 50ms.
Table 8.31: Test parameters for downlink power control

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Target quality value on DTCH
	BLER
	0.01
	0.01
	0.1
	0.1

	Initial DPCH_Ec/Ior
	dB
	-5.9
	-25.9
	-3
	-22.1

	Information Data Rate
	kbps
	12.2
	12.2
	64
	64
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	dBm/3.84 MHz
	-60

	Propagation condition
	
	Static

	Maximum_DL_Power
	dB
	7

	Minimum_DL_Power
	dB
	-18

	DL Power Control step size, TPC
	dB
	1

	Limited Power Increase
	-
	"Not used"


Table 8.32: Requirements in downlink power control

	Parameter
	Unit
	Test 1 and Test 2
	Test 3 and Test 4
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 during T1
	dB
	 -18.9 ( DPCH_Ec/Ior ( -11.9
	-15.1 ( DPCH_Ec/Ior ( -8.1
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 during T2
	dB
	-18.9 ( DPCH_Ec/Ior ( -14.9
	-15.1 ( DPCH_Ec/Ior ( -11.1


8.8.3
Power control in downlink, wind up effects

8.8.3.1
Minimum requirements

This test is run in three stages where stage 1 is for convergence of the power control loop, in stage two the maximum downlink power for the dedicated channel is limited not to be higher than the parameter specified in Table 8.33. All  parameters used in the three stages are specified in Table 8.33. The downlink[image: image75.wmf]or
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 power spectral density ratio measured values, which are averaged over one slot, during  stage 3 shall be lower than the value specified in Table 8.34 more than 90% of the time. 

Power control of the UE is ON during the test.

Table 8.33: Test parameter for downlink power control, wind-up effects

	Parameter
	Unit
	Test 1

	
	
	Stage 1
	 Stage 2
	Stage 3

	Time in each stage
	s
	>15
	5
	0.5
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2

	Quality target on DTCH
	BLER
	0.01

	Propagation condition
	
	Case 4

	Maximum_DL_Power
	dB
	7
	-6.2
	7

	Minimum_DL_Power
	dB
	-18

	DL Power Control step size, TPC
	dB
	1

	Limited Power Increase
	-
	“Not used”


Table 8.34: Requirements in downlink power control, wind-up effects

	Parameter
	Unit
	Test 1, stage 3
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	dB
	-13.3


8.9
Downlink compressed mode

Downlink compressed mode is used to create gaps in the downlink transmission, to allow the UE to make measurements on other frequencies.

8.9.1
Single link performance

The receiver single link performance of the Dedicated Traffic Channel (DCH) in compressed mode is determined by the Block Error Ratio (BLER) and transmitted DPCH_Ec/Ior power in the downlink.

The compressed mode parameters are given in clause A.5. Tests 1 and 2 are using Set 1 compressed mode pattern parameters from Table A.21 in clause A.5 while tests 3 and 4 are using Set 2 compressed mode patterns from the same table. 

8.9.1.1
Minimum requirements

For the parameters specified in Table 8.35 the downlink [image: image79.wmf]or
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 power spectral density ratio measured values, which are averaged over one slot, shall be below the specified value in Table 8.36 more than 90% of the time. The measured quality on DTCH shall be as required in Table 8.36.

Downlink power control is ON during the test. Uplink TPC commands shall be error free. System simulator shall increase the transmitted power during compressed frames by the same amount that UE is expected to increase its SIR target during those frames. 

Table 8.35: Test parameter for downlink compressed mode

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Delta SIR1
	dB
	0
	3
	0
	3

	Delta SIR after1
	dB
	0
	3
	0
	3

	Delta SIR2
	dB
	0
	0
	0
	0

	Delta SIR after2
	dB
	0
	0
	0
	0
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2

	Propagation condition
	
	Case 2

	Target quality value on DTCH
	BLER
	0.01

	Maximum_DL_Power
	dB
	7

	Minimum_DL_Power
	dB
	-18

	DL Power Control step size, TPC
	dB
	1

	Limited Power Increase
	-
	"Not used"


Table 8.36: Requirements in downlink compressed mode

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4
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	dB
	-15.4
	No requirements
	-15.4
	No requirements

	Measured quality of compressed and recovery frames
	BLER
	No requirements
	<0.001
	No requirements
	<0.001

	Measured quality on DTCH
	BLER
	0.01 ( 30 %


8.10
Blind transport format detection

Performance of Blind transport format detection is determined by the Block Error Ratio (BLER) values and by the measured average transmitted DPCH_Ec/Ior value.
8.10.1
Minimum requirement

For the parameters specified in Table 8.37 the average downlink [image: image83.wmf]or
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 power spectral density ratio shall be below the specified value for the BLER shown in Table 8.38.
Table 8.37: Test parameters for Blind transport format detection

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5
	Test 6
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	dB
	-1
	-3
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2  (rate 1)
	7.95   (rate 2)
	1.95  (rate 3)
	12.2  (rate 1)
	7.95   (rate 2)
	1.95  (rate 3)

	propagation condition
	-
	static
	multi-path fading case 3

	TFCI
	-
	off


B.2.2
Multi-path fading propagation conditions

Table B1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table B.1: Propagation Conditions for Multi path Fading Environments

	Case 1, 

speed 3km/h
	Case 2, 

speed 3 km/h
	Case 3, 

speed 120 km/h
	Case 4, 

speed 3 km/h
	 * Case 5, 

speed 50 km/h
	Case 6, 

speed 250 km/h

	Relative Delay [ns]
	RelativeAverage Power [dB]
	Relative Delay [ns]
	RelativeAverage Power [dB]
	Relative Delay [ns]
	RelativeAverage Power [dB]
	Relative Delay [ns]
	RelativeAverage Power [dB]
	Relative Delay [ns]
	RelativeAverage Power [dB]
	Relative Delay [ns]
	RelativeAverage Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	0
	976
	-10
	260
	-3

	
	
	20000
	0
	521
	-6
	
	
	
	
	521
	-6

	
	
	
	
	781
	-9
	
	
	
	
	781
	-9


NOTE:
Case 5 is only used in TS25.133.

C.3
During connection

The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done. For these measurements the offset between DPCH and SCH shall be zero chips at Node B meaning that SCH is overlapping with the first symbols in DPCH in the beginning of DPCH slot structure.

C.3.1
Measurement of Rx Characteristics

Table C.2 is applicable for measurements on the Receiver Characteristics (clause 7) with the exception of subclause 7.4 (Maximum input level).

Table C.2: Downlink Physical Channels transmitted during a connection

	Physical Channel
	Power ratio

	P-CPICH
	P-CPICH_Ec / DPCH_Ec       = 7 dB

	P-CCPCH 
	P-CCPCH_Ec / DPCH_Ec   = 5  dB

	SCH
	SCH_Ec / DPCH_Ec           = 5  dB

	PICH
	PICH_Ec / DPCH_Ec          = 2  dB

	DPCH
	Test dependent power  


C.3.2
Measurement of Performance requirements

Table C.3 is applicable for measurements on the Performance requirements (clause 8), including subclause 7.4 (Maximum input level) and subclause 6.4.4 (Out-of-synchronization handling of output power).

Table C.3: Downlink Physical Channels transmitted during a connection1
	Physical Channel
	Power ratio
	NOTE

	P-CPICH
	P-CPICH_Ec/Ior          = -10 dB
	Use of P-CPICH or S‑CPICH as phase reference is specified for each requirement and is also set by higher layer signalling. 

	S-CPICH
	S-CPICH_Ec/Ior          = -10 dB
	When S‑CPICH is the phase reference in a test condition, the phase of S-CPICH shall be 180 degrees offset from the phase of P‑CPICH. When S-CPICH is not the phase reference, it is not transmitted.

	P-CCPCH 
	P-CCPCH_Ec/Ior       = -12 dB
	

	SCH
	 SCH_Ec/Ior             = -12 dB
	This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH
	PICH_Ec/Ior             = -15 dB
	

	DPCH
	Test dependent power 
	When S‑CPICH is the phase reference in a test condition, the phase of DPCH shall be 180 degrees offset from the phase of P‑CPICH.

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of 16 dedicated data channels as specified in table C.6. 




NOTE 1
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the DPCH channels may be used.

C.3.3
Connection with open-loop transmit diversity mode

Table C.4 is applicable for measurements for subclause 8.6.1 (Demodulation of DCH in open loop transmit diversity mode).

Table C.4: Downlink Physical Channels transmitted during a connection1
	Physical Channel
	Power ratio
	NOTE

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior       = -13 dB
	1.
Total P-CPICH_Ec/Ior = -10 dB



	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior       = -13 dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior   = -15 dB
	1.
STTD applied

2.
Total P-CCPCH_Ec/Ior = -12 dB

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior   = -15 dB
	

	SCH (antenna 1 / 2)
	SCH_Ec/Ior             = -12 dB
	1.
TSTD applied.

2.
This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH (antenna 1)
	PICH_Ec1/Ior          = -18 dB
	1.
STTD applied

2.
Total PICH_Ec/Ior = -15 dB

	PICH (antenna 2)
	PICH_Ec2/Ior          = -18 dB
	

	DPCH
	Test dependent power 
	1.
STTD applied

2.
Total power from both antennas

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	1.This power shall be divided equally between antennas

2.OCNS interference consists of 16 dedicated data channels as specified in Table C.6. 



NOTE 1
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the DPCH channels may be used.

C.3.4
Connection with closed loop transmit diversity mode

Table C.5 is applicable for measurements for subclause 8.6.2 (Demodulation of DCH in closed loop transmit diversity mode).

Table C.5: Downlink Physical Channels transmitted during a connection1
	Physical Channel
	Power ratio
	NOTE

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior      = -13 dB
	1.
Total P-CPICH_Ec/Ior = -10 dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior      = -13 dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior  = -15 dB
	1.
STTD applied

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior   = -15 dB
	1. STTD applied, 

2. total P-CCPCH_Ec/Ior = -12 dB

	SCH (antenna 1 / 2)
	SCH_Ec/Ior            = -12 dB
	1.
TSTD applied

	PICH (antenna 1)
	PICH_Ec1/Ior         = -18 dB
	1.
STTD applied

2.
STTD applied, total PICH_Ec/Ior = -15 dB

	PICH (antenna 2)
	PICH_Ec2/Ior         = -18 dB
	1. 

	DPCH
	Test dependent power 
	1.
Total power from both antennas

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	1.This power shall be divided equally between antennas

2.OCNS interference consists of 16 dedicated data channels. as specified in Table C.6. 


NOTE 1
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the DPCH channels may be used.

D.2.1
Temperature

The UE shall fulfil all the requirements in the full temperature range of:

Table D.1

	+15(C to +35(C
	for normal conditions (with relative humidity of 25 % to 75 %)

	-10(C to +55(C
	for extreme conditions (see IEC publications 68‑2‑1 and 68‑2‑2)


Outside this temperature range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in TS 25.101 for extreme operation.
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Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following definitions apply:

Total power: This is a number, in power units, that represents the integration of the power spectral density in a given bandwidth. For a nominal channel it is calculated by integration of the measured spectral density function along the useful width of the channel, nominally (1+alpha) times the chip-rate.

Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector.
Maximum output Power:  The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.
Power control dynamic range: The difference between the maximum and the minimum transmit output power of a code channel for a specified reference condition.

Total power dynamic range: The difference between the maximum and the minimum total transmit output power for a specified reference condition.

6.6.2.2
Adjacent Channel Leakage power Ratio (ACLR)

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the total power centered on the assigned channel frequency to the total power centered on an adjacent channel frequency. In both cases the total power is measured as per the definition of total power in 3.1.
6.6.2.2.1
Minimum requirement

The ACLR shall be higher than the value specified in Table 6.7.

Table 6.7: BS ACLR

	BS adjacent channel offset below the first or above the last carrier frequency used
	ACLR limit

	5 MHz
	45 dB

	10 MHz
	50 dB
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

The main general definitions strictly related to the Transmission  and Reception characteristics but important also for the present document can be found in [3] for UE FDD, in [4] for BS FDD, in [5] for UE TDD, in [6] for BS TDD.

Node B
A logical node responsible for radio transmission / reception in one or more cells to/from the User Equipment. Terminates the Iub interface towards the RNC

3.2
Symbols

For the purposes of the present document, the following symbol applies:

[…]
Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken.

CPICH_Ec
Average energy per PN chip for the CPICH

CPICH_Ec/Ior
The ratio of the transmit energy per PN chip of the CPICH to the total transmit power spectral density at the Node B antenna connector.

CPICH_Ec/Io
The ratio of the received energy per PN chip for the CPICH to the total received power spectral density at the UE antenna connector.

DPCH_Ec/Ior
The ratio of the transmit energy per PN chip of the DPCH to the total transmit power spectral density at the Node B antenna connector.

Ec
Average energy per PN chip.

Io
The total received power density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, including signal and interference, as measured at the UE antenna connector.

Ioc
The power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of a band limited noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector.

Ior
The total transmit power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of the downlink at the Node B antenna connector.

Îor
The received power spectral density, calculated as the integration along the channel bandwidth of the spectral density function and normalised to the chip-rate, of the downlink as measured at the UE antenna connector.

OCNS_Ec/Ior
The ratio of the transmit energy per PN chip of the OCNS to the total transmit power spectral density at the Node B antenna connector.

PCCPCH_Ec/Ior
The ratio of the transmit energy per PN chip of the PCCPCH to the total transmit power spectral density at the Node B antenna connector.

PENALTY_TIME
Defined in TS 25.304, subclause 5.2.6.1.5

PICH_Ec/Ior
The ratio of the transmit energy per PN chip of the PICH to the total transmit power spectral density at the Node B antenna connector.

Qhyst
Defined in TS 25.304, subclause 5.2.6.1.5

Qoffsets,n
Defined in TS 25.304, subclause 5.2.6.1.5

Qqualmin
Defined in TS 25.304, subclause 5.2.6.1.5

Qrxlevmin
Defined in TS 25.304, subclause 5.2.6.1.5

SCH_Ec/Ior
The ratio of the transmit energy per PN chip of the SCH to the total transmit power spectral density at the Node B antenna connector.

Sintersearch
Defined in TS 25.304, subclause 5.2.6.1.5

Sintrasearch
Defined in TS 25.304, subclause 5.2.6.1.5

SsearchRAT
Defined in TS 25.304, subclause 5.2.6.1.5

T1
Time period 1

T2
Time period 2

TEMP_OFFSET
Defined in TS 25.304, subclause 5.2.6.1.5

TRE-ESTABLISH-REQ
The RRC Re-establishment delay requirement, the time between the moment when erroneous CRCs are applied, to when the UE starts to send preambles on the PRACH.

Treselection
Defined in TS 25.304, subclause 5.2.6.1.5

UE_TXPWR_MAX_RACH
Defined in TS 25.304, subclause 5.2.3.1.2.

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply
BER
Bit Error  Ratio

BLER
Block Error  Ratio

BS
Base Station

CFN
Connection Frame Number

CPICH
Common Pilot Channel

DL
Down link (forward link)

DPCH
Dedicated Physical Channel

DRX
Discontinuous Reception

FDD
Frequency Division Duplex

OCNS
Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink.

PCCPCH
Primary Common Control Physical Channel

PICH
Paging Indicator Channel

PIN
Personal Identification Number

PLMN
Public Land Mobile Network

RSCP
Received Signal Code Power

RRC
Radio Resource Control

RRM
Radio Resource Management

RSSI
Received Signal Strength Indicator

SCH
Synchronisation Channel, power of SCH shall be divided equally between Primary and Secondary Synchronous channels.

SFN
System Frame Number

SIR
Signal to Interference ratio

TDD
Time Division Duplex

TPC
Transmit Power Control

UE
User Equipment

UL
Up link (reverse link)

USIM
Universal Subscriber Identity Module

UTRA
Universal Terrestrial Radio Access 

UTRAN
Universal Terrestrial Radio Access Network

3.4
Test tolerances

The requirements given in the present document make no allowance for measurement uncertainty. The test specification 34.121 and 25.141 define test tolerances. These test tolerances are individually calculated for each test. The test tolerances are then added to the limits in this specification to create test limits. The measurement results are compared against the test limits as defined by the shared risk principle.
Shared Risk is defined in  ETR 273 Part 1 sub-part 2 section 6.5.

9
Measurements Performance Requirements

One of the key services provided by the physical layer is the measurement of various quantities which are used to trigger or perform a multitude of functions. Both the UE and the UTRAN are required to perform a variety of measurements. The physical layer measurement model and a complete list of measurements is specified in TS 25.302 "Services Provided by Physical Layer". The physical layer measurements for FDD are described and defined in TS25.215 "Physical layer ‑ Measurements (FDD)". In this clause for each measurement the relevant requirements on the measurement period, reporting range, granularity and performance in terms of accuracy are specified.

The accuracy requirements in this clause are applicable for AWGN radio propagation conditions.

9.1
Measurement Performance for UE

The requirements in this clause are applicable for a UE:

-
in state CELL_DCH and state CELL_FACH.

-
performing measurements according to section 8.

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in TS25.302.

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 3 filtering disabled.

Note:
It needs to be clarified how the accuracy requirements shall be handled when the UE is measuring on cells using IPDL.

9.1.1
CPICH RSCP

Note:
This measurement is for handover evaluation, DL open loop power control, UL open loop power control and for the calculation of pathloss.

9.1.1.1
Intra frequency measurements accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

9.1.1.1.1
Absolute accuracy requirement

The accuracy requirements in table 9.1 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm.
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Table 9.1: CPICH_RSCP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 9
	-94...-70

	
	dBm
	( 8 
	( 11
	-94...-50


9.1.1.1.2
Relative accuracy requirement

The relative accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on the same frequency
The accuracy requirements in table 9.2 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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Table 9.2: CPICH_RSCP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84MHz]

	CPICH_RSCP
	dBm
	( 3 
	( 3
	-94...-50


9.1.1.2
Inter frequency measurement accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

9.1.1.2.1
Relative accuracy requirement

The relative accuracy of CPICH RSCP in inter frequency case is defined as the CPICH RSCP measured  from one cell compared to the CPICH RSCP measured from another cell on a different frequency.

The accuracy requirements in table 9.3 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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| Channel 1_Io|dBm ‑Channel 2_Io|dBm| ( 20 dB.
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Table 9.3: CPICH_RSCP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 6
	-94...-50


9.1.1.3
CPICH RSCP measurement report mapping

The reporting range is for CPICH RSCP is from 115 ...-25 dBm.

In table 9.4 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.4

	Reported value
	Measured quantity value
	Unit

	CPICH_RSCP_LEV _00
	CPICH RSCP <‑115 
	dBm

	CPICH_RSCP_LEV _01
	-115 ( CPICH RSCP < ‑114
	dBm

	CPICH_RSCP_LEV _02
	-114 ( CPICH RSCP < ‑113
	dBm

	…
	…
	…

	CPICH_RSCP_LEV _89
	-27 ( CPICH RSCP < -26
	dBm

	CPICH_RSCP_LEV _90
	-26 ( CPICH RSCP < -25
	dBm

	CPICH_RSCP_LEV _91
	-25 ( CPICH RSCP
	dBm


9.1.2
CPICH Ec/Io

Note:
This measurement is for Cell selection/re-selection and for handover evaluation.

9.1.2.1
Intra frequency measurements accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

9.1.2.1.1
Absolute accuracy requirement

The accuracy requirements in table 9.5 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm.
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Table 9.5: CPICH_Ec/Io Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50


9.1.2.1.2
Relative accuracy requirement

The relative accuracy of CPICH Ec/Io is defined as the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on the same frequency.
The accuracy requirements in table 9.6 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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Table 9.6: CPICH_Ec/Io Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50


9.1.2.2
Inter frequency measurement accuracy 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

9.1.2.2.1
Absolute accuracy requirement

The accuracy requirements in table 9.7 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm.
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Table 9.7: CPICH_Ec/Io Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50


9.1.2.2.2
Relative accuracy requirement

The relative accuracy of CPICH Ec/Io in the inter frequency case is defined as the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on a different frequency
The accuracy requirements in table 9.8 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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| Channel 1_Io|dBm ‑Channel 2_Io|dBm| ( 20 dB.
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Table 9.8: CPICH_Ec/Io Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50


9.1.2.3
CPICH Ec/Io measurement report mapping

The reporting range is for CPICH Ec/Io is from -24 ...0 dB.

In table 9.9 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.9

	Reported value
	Measured quantity value
	Unit

	CPICH_Ec/No _00
	CPICH Ec/Io < ‑24 
	dB

	CPICH_Ec/No _01
	-24 ( CPICH Ec/Io < ‑23.5
	dB

	CPICH_Ec/No _02
	-23.5 ( CPICH Ec/Io < ‑23
	dB

	…
	…
	…

	CPICH_Ec/No _47
	-1 ( CPICH Ec/Io < -0.5
	dB

	CPICH_Ec/No _48
	-0.5 ( CPICH Ec/Io < 0
	dB

	CPICH_Ec/No _49
	0 ( CPICH Ec/Io
	dB


9.1.3
UTRA Carrier RSSI

NOTE:
This measurement is for Inter-frequency handover evaluation.

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2 for intra frequency measurements and in sub clause 8.1.2.2 for inter frequency measurements. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2 for intra frequency measurements and in sub clause 8.4.2.3 for inter frequency measurements.

9.1.3.1
Absolute accuracy requirement

Table 9.10: Io Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84MHz]

	Io
	dBm/3.84MHz
	( 4
	( 7
	-94...-70

	
	dBm/3.84MHz
	( 6 
	( 9
	-94...-50


9.1.3.2
Relative accuracy requirement

The relative accuracy requirement is defined as the UTRAN RSSI measured from one frequency compared to the UTRAN RSSI measured from another frequency.
The accuracy requirements in table 9.11 are valid under the following condition:


| Channel 1_Io|dBm ‑Channel 2_Io|dBm | < 20 dB.

Table 9.11: Io Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84MHz]

	Io
	dBm/3.84MHz
	( 7
	( 11
	-94...-70


9.1.3.3
UTRA Carrier RSSI measurement report mapping

The reporting range for UTRA carrier RSSI  is from -100 ...-25 dBm.

In table 9.12 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.12

	Reported value
	Measured quantity value
	Unit

	UTRA_carrier_RSSI_LEV _00
	UTRA carrier RSSI < ‑100 
	dBm

	UTRA_carrier_RSSI_LEV _01
	-100 ( UTRA carrier RSSI < ‑99
	dBm

	UTRA_carrier_RSSI_LEV _02
	-99 ( UTRA carrier RSSI < ‑98
	dBm

	…
	…
	…

	UTRA_carrier_RSSI_LEV _74
	-27 ( UTRA carrier RSSI < -26
	dBm

	UTRA_carrier_RSSI_LEV _75
	-26 ( UTRA carrier RSSI < -25
	dBm

	UTRA_carrier_RSSI_LEV _76
	-25 ( UTRA carrier RSSI
	dBm


9.1.4
GSM carrier RSSI

NOTE:
This measurement is for handover between UTRAN and GSM.

The requirements in this section are valid for terminals supporting this capability.

The measurement period for CELL_DCH state can be found in section 8.1.2.5. The measurement period for CELL_FACH state can be found in section 8.4.2.5.

If the UE, in CELL_DCH state, does not need compressed mode to perform GSM measurements, the measurement accuracy requirements for RXLEV in TS 05.08 shall apply.

If the UE, in CELL_DCH state, needs compressed mode to perform GSM measurements, the GSM measurement procedure and measurement accuracy requirement is stated in section 8.1.2.5 shall apply.

If the UE, in CELL_FACH state, does not need measurement occasions to perform GSM measurements, the measurement accuracy requirements for RXLEV in TS 05.08 shall apply.

If the UE, in CELL_FACH state, needs measurement occasions to perform GSM measurements, the GSM measurement procedure and measurement accuracy requirement stated in section 8.4.2.5 shall apply.

The reporting range and mapping specified for RXLEV in TS 05.08 shall apply.

9.1.5
Transport channel BLER

9.1.5.1
BLER measurement requirement

Transport channel BLER value shall be calculated from a window with the size equal to the IE Reporting interval as specified in section 10.3.7.53 Periodical reporting criteria in TS 25.331.

9.1.5.2
Transport channel BLER measurement report mapping

The Transport channel BLER reporting range is from 0 to 1.

In table 9.13 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.13

	Reported value
	Measured quantity value
	Unit

	BLER_LOG _00
	Transport channel BLER = 0 
	-

	BLER_LOG _01
	-( <  Log10(Transport channel BLER) < ‑4.03
	-

	BLER_LOG _02
	-4.03 ( Log10(Transport channel BLER) < ‑3.965
	-

	BLER_LOG _03
	-3.965 ( Log10(Transport channel BLER) < ‑3.9
	-

	…
	…
	…

	BLER_LOG _61
	-0.195 ( Log10(Transport channel BLER) < -0.13
	-

	BLER_LOG _62
	-0.13 ( Log10(Transport channel BLER) < -0.065
	-

	BLER_LOG _63
	-0.065 ( Log10(Transport channel BLER) ( 0
	-


9.1.6
UE transmitted power

9.1.6.1
Accuracy requirement

The measurement period in CELL_DCH state is 1 slot.

Table 9.14 UE transmitted power absolute accuracy 

	Parameter
	Unit
	Accuracy [dB]

	
	
	PUEMAX
24dBm
	PUEMAX
21dBm

	UE transmitted power=PUEMAX
	dBm
	+1/-3
	(2

	UE transmitted power=PUEMAX-1
	dBm
	+1.5/-3.5
	(2.5

	UE transmitted power=PUEMAX-2
	dBm
	+2/-4
	(3

	UE transmitted power=PUEMAX-3
	dBm
	+2.5/-4.5
	(3.5

	PUEMAX-10(UE transmitted power<PUEMAX-3
	dBm
	+3/-5
	(4


NOTE 1:
User equipment maximum output power, PUEMAX, is the maximum output power level without tolerance defined for the power class of the UE in TS 25.101 [3] section 6.2.1.

NOTE 2:
UE transmitted power is the reported value.

For each empty slot created by compressed mode, the UE L1 shall respond with a value of ‑50 dBm.

9.1.6.2
UE transmitted power measurement report mapping

The reporting range for UE transmitted power is from -50 ...+33 dBm.

In table 9.15 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.15

	Reported value
	Measured quantity value
	Unit

	UE_TX_POWER _021
	-50 ( UE transmitted power < -49
	dBm

	UE_TX_POWER _022
	-49 (  UE transmitted power < -48
	dBm

	UE_TX_POWER _023
	-48 ( UE transmitted power < -47
	dBm

	…
	…
	…

	UE_TX_POWER _102
	31 ( UE transmitted power < 32
	dBm

	UE_TX_POWER _103
	32 ( UE transmitted power < 33
	dBm

	UE_TX_POWER _104
	33 ( UE transmitted power < 34
	dBm


9.1.7
SFN-CFN observed time difference

Note: 
This measurement is for handover timing purposes to identify active cell and neighbour cell time difference. 

9.1.7.1
Intra frequency measurement requirement

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.16 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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 is low enough to ensure successful SFN decoding.

Table 9.16

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	SFN-CFN observed time difference
	chip
	( 1 
	-94...-50


9.1.7.2
Inter frequency measurement requirement

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

The accuracy requirement in table 9.17 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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| Channel 1_Io|dBm ‑Channel 2_Io|dBm | ( 20 dB.
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Table 9.17

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	SFN-CFN observed time difference
	chip
	( 1
	-94...-50


9.1.7.3
SFN-CFN observed time difference measurement report mapping

The reporting range is for CFN-SFN observed time difference is from 0 ... 9830400 chip.

In table 9.18 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.18

	Reported value
	Measured quantity value
	Unit

	SFN-CFN_TIME _0000000
	0 ( SFN-CFN observed time difference < 1
	chip

	SFN-CFN_TIME _0000001
	1 ( SFN-CFN observed time difference < 2
	chip

	SFN-CFN_TIME _0000002
	2 ( SFN-CFN observed time difference < 3
	chip

	…
	…
	…

	SFN-CFN_TIME _9830397
	9830397 ( SFN-CFN observed time difference < 9830398
	chip

	SFN-CFN_TIME _9830398
	9830398 ( SFN-CFN observed time difference < 980399
	chip

	SFN-CFN_TIME _9830399
	9830399 ( SFN-CFN observed time difference < 9830400
	chip


9.1.8
SFN-SFN observed time difference

9.1.8.1
SFN-SFN observed time difference type 1

NOTE: 
This measurement is for identifying time difference between two cells.

9.1.8.1.1
Measurement requirement 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.19 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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 is low enough to ensure successful SFN decoding.

Table 9.19

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	SFN-SFN observed time difference type1
	chip
	( 1
	-94...-50


9.1.8.1.2
SFN-SFN observed time difference type 1 measurement report mapping

The reporting range is for SFN-SFN observed time difference type 1 is from 0 ... 9830400 chip.

In table 9.20 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.20

	Reported value
	Measured quantity value
	Unit

	T1_SFN-SFN_TIME _0000000
	0 ( SFN-SFN observed time difference type 1 < 1
	chip

	T1_SFN-SFN_TIME _0000001
	1 ( SFN-SFN observed time difference type 1 < 2
	chip

	T1_SFN-SFN_TIME _0000002
	2 ( SFN-SFN observed time difference type 1 < 3
	chip

	…
	…
	…

	T1_SFN-SFN_TIME _9830397
	9830397 ( SFN-SFN observed time difference type 1 < 9830398
	chip

	T1_SFN-SFN_TIME _9830398
	9830398 ( SFN-SFN observed time difference type 1 < 980399
	chip

	T1_SFN-SFN_TIME _9830399
	9830399 ( SFN-SFN observed time difference type 1 < 9830400
	chip


9.1.8.2
SFN-SFN observed time difference type 2

NOTE:
This measurement is for location service purposes to identify time difference between two cells.

It is optional for terminal to support the use of IPDL periods together with SFN-SFN observed time difference type 2. The support of IPDL depends on the supported UE positioning methods.

NOTE:
Requirement on the UE shall be reconsidered when the state of the art technology progress.

9.1.8.2.1
Intra frequency measurement requirement accuracy without IPDL period active

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.21 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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 is low enough to ensure successful SFN decoding.

Table 9.21

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	SFN-SFN observed time difference type2
	chip
	( 0.5
	-94...-50


9.1.8.2.2
Intra frequency measurement requirement accuracy with IPDL period active

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.22 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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 is low enough to ensure successful SFN decoding.

NOTE:
Additional general conditions are needed for the requirements in table 9.22 to be valid.

Table 9.22

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	SFN-SFN observed time difference type 2
	chip
	( 0.5
	-94...-50


9.1.8.2.3
Inter frequency measurement requirement accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

The accuracy requirement in table 9.23 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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| Channel 1_Io|dBm ‑Channel 2_Io|dBm | ( 20 dB.
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Table 9.23

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	SFN-SFN observed time difference type 2
	chip
	( 1
	-94...-50


9.1.8.2.4
SFN-SFN observed time difference type 2 measurement report mapping

The reporting range is for SFN-SFN observed time difference type 2 is from ‑1280 ... +1280 chip.

In table 9.24 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.24

	Reported value
	Measured quantity value
	Unit

	T2_SFN-SFN_TIME _00000
	SFN-SFN observed time difference type 2 < -1280.0000
	chip

	T2_SFN-SFN_TIME _00001
	-1280.0000 ( SFN-SFN observed time difference type 2 < -1279.9375
	chip

	T2_SFN-SFN_TIME _00002
	-1279.9375 ( SFN-SFN observed time difference type 2 < -1279.8750
	chip

	…
	…
	…

	T2_SFN-SFN_TIME _40959
	1279.8750 ( SFN-SFN observed time difference type 2 < 1279.9375
	chip

	T2_SFN-SFN_TIME _40960
	1279.9375 ( SFN-SFN observed time difference type 2 < 1280.0000
	chip

	T2_SFN-SFN_TIME _40961
	1280.0000 ( SFN-SFN observed time difference type 2
	chip


9.1.9
UE Rx-Tx time difference

9.1.9.1
UE Rx-Tx time difference type 1

NOTE:
This measurement is used for call set up purposes to compensate propagation delay of DL and UL. 

The measurement period in CELL_DCH state is [100 ms]

9.1.9.1.1
Measurement requirement

Table 9.25

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	UE RX-TX time difference
	chip
	( 1.5  
	-94...-50


9.1.9.1.2
UE Rx-Tx time difference type 1 measurement report mapping

The reporting range is for UE Rx-Tx time difference type 1 is from 768 ... 1280 chip.

In table 9.26 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.26

	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME _0000
	UE Rx-Tx Time difference type 1< 768.000
	chip

	RX-TX_TIME _0001
	768.000 ( UE Rx-Tx Time difference type 1< 768.0625
	chip

	RX-TX_TIME _0002
	768.0625 ( UE Rx-Tx Time difference type 1< 768.1250
	chip

	RX-TX_TIME _0003
	768.1250 ( UE Rx-Tx Time difference type 1< 768.1875
	chip

	…
	…
	…

	RX-TX_TIME _8190
	1279.8125 ( UE Rx-Tx Time difference type 1< 1279.8750
	chip

	RX-TX_TIME _8191
	1279.8750 ( UE Rx-Tx Time difference type 1< 1279.9375
	chip

	RX-TX_TIME _8192
	1279.9375 ( UE Rx-Tx Time difference type 1< 1280.0000
	chip

	RX-TX_TIME _8193
	1280.0000 ( UE Rx-Tx Time difference type 1
	chip


9.1.9.2
UE Rx-Tx time difference type 2

NOTE:
This measurement is used for UE positioning purposes.

It is optional for a terminal to support a subset of UE positioning methods. This measurement represents an instantaneous value that is time stamped as defined in the IE description in TS 25.331 [16].

9.1.9.2.1
Measurement requirement

Table 9.27

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	UE RX-TX time difference
	chip
	( TBD 
	-94...-50


9.1.9.2.2
UE Rx-Tx time difference type 2 measurement report mapping

The reporting range is for UE Rx-Tx time difference type2 is from 768 ... 1280 chip.

In table 9.28 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.28

	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME _0000
	UE Rx-Tx Time difference type 2 < 768.000
	chip

	RX-TX_TIME _0001
	768.000 ( UE Rx-Tx Time difference type 2 < 768.0625
	chip

	RX-TX_TIME _0002
	768.0625 ( UE Rx-Tx Time difference type 2 < 768.1250
	chip

	RX-TX_TIME _0003
	768.1250 ( UE Rx-Tx Time difference type 2 < 768.1875
	chip

	…
	…
	…

	RX-TX_TIME _8190
	1279.8125 ( UE Rx-Tx Time difference type 2 < 1279.8750
	chip

	RX-TX_TIME _8191
	1279.8750 ( UE Rx-Tx Time difference type 2 < 1279.9375
	chip

	RX-TX_TIME _8192
	1279.9375 ( UE Rx-Tx Time difference type 2 < 1280.0000
	chip

	RX-TX_TIME _8193
	1280.0000 ( UE Rx-Tx Time difference type 2 
	chip


9.1.10
Observed time difference to GSM cell

NOTE:
This measurement is used to determine the system time difference between UTRAN and GSM cells. 

The requirements in this section are valid for terminals supporting UTRA and GSM.

9.1.10.1
Measurement requirement

The measurement period for CELL_DCH state is equal to the maximum time between two successive BSIC re-confirmations for one particular GSM cell according to sub clause 8.1.2.5.2. The measurement period for CELL_FACH state is equal to the maximum time between two successive BSIC re-confirmations according to sub clause 8.4.2.5.2.

NOTE:
The conditions for which the accuracy requirement in table 9.29 is valid are FFS.

Table 9.29

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	

	Observed time difference to GSM cell
	ms
	( 20  
	


9.1.10.2
Observed time difference to GSM cell measurement report mapping

The reporting range is for Observed time difference to GSM cell is from 0 ... 3060/13 ms. 

In table 9.30 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.30

	Reported value
	Measured quantity value
	Unit

	GSM_TIME  _0000
	0 ( Observed time difference to GSM cell < 1x3060/(4096x13)
	ms

	GSM_TIME  _0001
	1x3060/(4096x13) ( Observed time difference to GSM cell < 2x3060/(4096x13)
	ms

	GSM_TIME  _0002
	2x3060/(4096x13)( Observed time difference to GSM cell < 3x3060/(4096x13)
	ms

	GSM_TIME  _0003
	3x3060/(4096x13) ( Observed time difference to GSM cell < 4x3060/(4096x13)
	ms

	…
	…
	…

	GSM_TIME  _4093
	4093x3060/(4096x13) ( Observed time difference to GSM cell < 4094x3060/(4096x13)
	ms

	GSM_TIME  _4094
	4094x3060/(4096x13) ( Observed time difference to GSM cell < 4095x3060/(4096x13)
	ms

	GSM_TIME  _4095
	4095x3060/(4096x13) ( Observed time difference to GSM cell < 3060/13
	ms


9.1.11
P-CCPCH RSCP

NOTE:
This measurement is used for handover between UTRA FDD and UTRA TDD.

The requirements in this section are valid for terminals supporting this capability.

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.4. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.4.

9.1.11.1
Absolute accuracy requirements

The accuracy requirement in table 9.31is valid under the following conditions:


P-CCPCH_RSCP ( -102 dBm.
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Table 9.31: P-CCPCH_RSCP Inter frequency absolute accuracy 

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal conditions
	Extreme conditions
	Io [dBm/3.84MHz]

	P-CCPCH_RSCP
	dBm
	( 6 
	( 9
	-94...-70

	
	dBm
	( 8 
	( 11
	-94...-50


9.1.11.2
P-CCPCH RSCP measurement report mapping

The reporting range is for P-CCPCH RSCP is from -115 ... -25 dBm.

In table 9.32 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.32

	Reported value
	Measured quantity value
	Unit

	PCCPCH_RSCP_LEV  _00
	PCCPCH RSCP< -115
	dBm

	PCCPCH_RSCP_LEV  _01
	-115 ( PCCPCH RSCP< -114
	dBm

	PCCPCH_RSCP_LEV  _02
	-114 ( PCCPCH RSCP< -113
	dBm

	PCCPCH_RSCP_LEV  _03
	-113 ( PCCPCH RSCP< -112
	dBm

	…
	…
	…

	PCCPCH_RSCP_LEV  _89
	-27 ( PCCPCH RSCP< -26
	dBm

	PCCPCH_RSCP_LEV  _90
	-26 ( PCCPCH RSCP< -25
	dBm

	PCCPCH_RSCP_LEV  _91
	-25 ( PCCPCH RSCP
	dBm


9.1.12
UE GPS Timing of Cell Frames for UE positioning

The requirements in this section are valid for terminals supporting this capability:

Table 9.33

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	

	UE GPS Timing of Cell Frames for UE positioning
	chip
	[  ]
	


9.1.12.1
UE GPS timing of Cell Frames for UE positioning measurement report mapping

The reporting range is for UE GPS timing of Cell Frames for UE positioning is from 0 ... 2319360000000 chip.

In table 9.34 the mapping of measured quantity is defined.

Table 9.34

	Reported value
	Measured quantity value
	Unit

	GPS_TIME_00000000000000
	UE GPS timing of Cell Frames for UE positioning < 0.0625
	chip

	GPS_TIME_00000000000001
	0.0625 ( UE GPS timing of Cell Frames for UE positioning < 0.1250
	chip

	GPS_TIME_00000000000002
	0.1250 ( UE GPS timing of Cell Frames for UE positioning < 0.1875
	chip

	...
	...
	...

	GPS_TIME_37109759999997
	2319359999999.8125 ( UE GPS timing of Cell Frames for UE positioning < 2319359999999.8750
	chip

	GPS_TIME_37109759999998
	2319359999999.8750 ( UE GPS timing of Cell Frames for UE positioning < 2319359999999.9375
	chip

	GPS_TIME_37109759999999
	2319359999999.9375 ( UE GPS timing of Cell Frames for UE positioning < 2319360000000.0000
	chip


9.2
Measurements Performance for UTRAN

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in TS 25.302.

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 3 filtering disabled.

9.2.1
Received total wideband power

The measurement period shall be 100 ms.

9.2.1.1
Absolute accuracy requirement

Table 9.35

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	
	Range

	Io
	dBm/3.84MHz
	( 4
	–103<= Io <= -74 dBm


9.2.1.2
Relative accuracy requirement

The relative accuracy is defined as the Received total wideband power measured at one frequency compared to the Received total wideband power measured from the same frequency at a different time.

Table 9.36

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	
	Range

	Io
	dBm/3.84MHz
	( 0.5-
	For changes <= (5.0dB and –103 <= Io <= ‑74dBm


9.2.1.3
Received total wideband power measurement report mapping

The reporting range for Received total wideband power (RTWP) is from -112 ... -50 dBm.

In table 9.37 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.37

	Reported value
	Measured quantity value
	Unit

	RTWP_LEV _000
	RTWP < ‑112.0 
	dBm

	RTWP_LEV _001
	-112.0 ( RTWP < ‑111.9
	dBm

	RTWP_LEV _002
	-111.9 ( RTWP < ‑111.8
	dBm

	…
	…
	…

	RTWP_LEV _619
	-50.2 ( RTWP < -50.1
	dBm

	RTWP_LEV _620
	-50.1 ( RTWP < -50.0
	dBm

	RTWP_LEV _621
	-50.0 ( RTWP
	dBm
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Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Total power: This is a number, in power units, that represents the integration of the power spectral density in a given bandwidth. For a nominal channel it is calculated by integration of the measured spectral density function along the useful width of the channel, nominally (1+alpha) times the chip-rate.

Ancillary RF amplifier: a piece of equipment, which when connected by RF coaxial cables to the BS, has the primary function to provide amplification between the transmit and/or receive antenna connector of a BS and an antenna without requiring any control signal to fulfil its amplifying function.
Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector.
Maximum output power:  The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.
Power control dynamic range: The difference between the maximum and the minimum transmit output power of a code channel for a specified reference condition.

Total power dynamic range: The difference between the maximum and the minimum total transmit output power for a specified reference condition.

6.5.2.2
Adjacent Channel Leakage power Ratio (ACLR)

6.5.2.2.1
Definition and applicability

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the total power centered on the assigned channel frequency to the total power centered on an adjacent channel frequency. In both cases the total power is measured as per the definition of total power in 3.1. 

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.

6.5.2.2.2
Minimum Requirement

Table 6.19: BS ACLR
	BS channel offset below the first or above the last carrier frequency used
	ACLR limit

	5 MHz
	45 dB

	10 MHz
	50 dB


The normative reference for this requirement is in TS 25.104 [1] subclause 6.5.2.2

6.5.2.2.3
Test purpose

To verify that the adjacent channel leakage power ratio requirement shall be met as specified in subclause 6.5.2.2.2.

6.5.2.2.4
Method of test

6.5.2.2.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T with multiple carriers if supported; see subclause 4.8

1)
Connect measurement device to the base station RF output port as shown in annex B.

2)
The measurement device characteristics shall be:
-
measurement bandwidth: defined in subclause 6.5.2.2.1;
-
detection mode: RMS voltage or mean power.

3)
Set the base station to transmit a signal modulated in accordance with 6.1.1.1 Test model 1. Total power at the RF output port shall be the maximum output power as specified by the manufacturer.

4)
Set carrier frequency within the frequency band supported by BS. Minimum carrier spacing shall be 5 MHz and maximum carrier spacing shall be specified by manufacturer.

6.5.2.2.4.2
Procedure

1)
Measure Adjacent channel leakage power ratio for 5 MHz and 10 MHz offsets both side of channel frequency. In multiple carrier case only offset frequencies below the lowest and above the highest carrier frequency used shall be measured.

6.5.2.2.5
Test Requirement

The measurement result in step 1 of 6.5.2.2.4.2 shall not be less than the ACLR limit specified in tables 6.19

Table 6.19: BS ACLR
	BS channel offset below the first or above the last carrier frequency used
	ACLR limit

	5 MHz
	44.2 dB

	10 MHz
	49.2 dB


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.

6.5.3
Spurious emissions

6.5.3.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. This is measured at the base station RF output port.

The requirement applies at frequencies within the specified frequency ranges, which are more than 12.5 MHz under the first carrier frequency used or more than 12.5 MHz above the last carrier frequency used.

The requirements of either subclause 6.5.3.4.1 or subclause 6.5.3.4.2 shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
Unless otherwise stated, all requirements are measured as mean power.

6.5.3.6
Method of Test

6.5.3.6.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T with multiple carriers if supported; see subclause 4.8

1)
Connect the BS antenna connector to a measurement receiver using an attenuator or a directional coupler if necessary

2)
Measurements shall use a measurement bandwidth in accordance to the tables in section 6.5.3.4.

3) Detection mode: RMS voltage or mean power.

4) Configure the BS with transmitters active at their maximum output power.

6.5.3.6.2
Procedure

1)
Set the BS to transmit a signal in accordance to test model 1, subclause 6.1.1.1 at the manufacturer’s specified maximum output power.

2)
Measure the emission at the specified frequencies with specified measurement bandwidth and note that the measured value does not exceed the specified value.

6.5.3.7 Test requirements

The measurement result in step 2 of 6.5.3.6.2 shall not exceed the maximum level specified in tables 6.27 to 6.37 if applicable for the BS under test.

6.5.3.7.1
Spurious emissions (Category A)

Table 6.27: BS Mandatory spurious emissions limits, Category A

	Band
	Maximum level 
	Measurement Bandwidth
	Note

	9 kHz to 150 kHz
	-13 dBm
	1 kHz 
	Bandwidth as in ITU-R SM.329-8, subclause 4.1

	150 kHz to 30 MHz
	
	10 kHz 
	Bandwidth as in ITU-R SM.329-8, subclause 4.1

	30 MHz to 1 GHz
	
	100 kHz
	Bandwidth as in ITU-R SM.329-8, subclause 4.1

	1 GHz to 12,75 GHz
	
	1 MHz
	Upper frequency as in ITU-R SM.329-8, subclause 2.5 Table 1


Annex D (normative):
Propagation conditions
D.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading or multi-paths exist for this propagation model.

D.2
Multi-path fading propagation conditions

Table D.1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum, defined as:

(CLASS)
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Table D.1: Propagation Conditions for Multi path Fading Environments

	Case 1, speed 3km/h
	Case 2, speed 3 km/h
	Case 3, 120 km/h
	Case 4, 250 km/h

	Relative Delay [ns]
	Relative

Average Power [dB]
	Relative Delay [ns]
	Relative

Average Power [dB]
	Relative Delay [ns]
	Relative

Average Power [dB]
	Relative Delay [ns]
	Relative

Average Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	260
	-3

	
	
	20000
	0
	521
	-6
	521
	-6

	
	
	
	
	781
	-9
	781
	-9
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