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Section 5.5 describes cell re-selection in Cell-FACH state, which are based on the evaluation of the cell re-selection criteria performed by the UE according to TS25.304. 

The general introduction of this section  contains a comment related to RRC triggered cell re-selections based on TS25.331 but they are subject of section 5.9. 
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(

Removal of the comment related to RRC triggered cell re-selections from section 5.5.1.
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No clear distinction between the UE based cell re-selection requirements in section 5.4 and the RRC triggered cell change order in section 5.9.
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5.5
Cell Re-selection in CELL_FACH

5.5.1
Introduction

The UE shall evaluate the cell re-selection criteria specified in TS 25.304, based on radio measurements, and if a better cell is found that cell is selected.

5.5.2
Requirements

The Cell reselection delays specified below are applicable when the RRC parameter Treselection is set to 0. Otherwise the Cell reselection delay  is increased Treselection s. 

The measurements CPICH Ec/Io and CPICH RSCP shall be used for cell reselection in Cell-FACH state to another FDD cell, P-CCPCH RSCP shall be used for re-selection to a TDD cell and GSM carrier RSSI shall be used for cell re-selection to a GSM cell. The accuracies of the measurements used for a cell-reselection in an AWGN  environment shall comply with the requirements in section 9. The measurements used for S-criteria and cell re-selection evaluation in CELL_FACH shall be performed according to section 8.4.
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