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1. Introduction

This document presents a list of changes proposed to TS25.105 and TS25.142 Rel5 related to the inclusion of HSDPA in RAN4 specifications. The corresponding CRs implementing the presented modifications can be found in R4-020936 for TS25.105 and in R4-020937 for TS25.142.

2. List of changes in TS25.105

Title
Section
Comments

Abbreviation section update
3.3
-addition of HSDPA related abbreviations

EVM requirement for 1,28 Mcps TDD option.
6.8.2
-Separation of EVM requirements for 1,28 Mcps TDD option and 3,84 Mcps TDD option.

-Same EVM requirement for QPSK and 16QAM (12,5%).

-EVM is not tested over power control dynamic range for 16QAM HS-PDSCH channels since HS-PDSCHs are not power controlled.

-No modification of Rel4 requirements.

PCDE requirement for 1,28 Mcps TDD option
6.8.3
-Separation of PCDE requirements for 1,28 Mcps TDD option and 3,84 Mcps TDD option.

-Same PCDE requirements for QPSK and 16QAM (-28dB).

-No modification of Rel4 requirements.

3. List of changes in TS25.142

Title
Section
Comments

Abbreviation section update
3.3
-addition of HSDPA related abbreviations

Transmitter characteristics- 

Out of band emission 

-Requirements are tested for QPSK channels (DPCH) and 16 QAM channels (HS-DSCH) for 1,28 Mcps TDD option BS supporting 16QAM.

-16QAM is tested with 8 HS-PDSCH codes.

-Requirements are the same for both modulations.

-No modification of Rel4 requirements.

Spectrum emission mask
6.6.2.1


ACLR
6.6.2.2


Spurious emission 
6.6.3


Transmit intermodulation
6.7


EVM requirement for 1,28 Mcps TDD option.
6.8.1
-Separation of EVM requirements for 1,28 Mcps TDD option and 3,84 Mcps TDD option.

-Same EVM requirement for QPSK and 16QAM (12,5%).

-EVM is not tested over power control dynamic range for 16QAM HS-PDSCH channels since HS-PDSCHs are not power controlled. 

-EVM for 16QAM is tested with only 1 code.

-No modification of Rel4 requirements.

PCDE requirement for 1,28 Mcps TDD option
6.8.2
-Separation of PCDE requirements for 1,28 Mcps TDD option and 3,84 Mcps TDD option.

-Same PCDE requirements for QPSK and 16QAM (-28dB).

- PCDE for 16QAM is tested with 8 codes.
-No modification of Rel4 requirements.

