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10
Performance requirement (E-DCH)

10.1
General

The performance requirements for the UE in this subclause are specified for the propagation conditions specified in Annex B.2.2 and the Downlink Physical channels specified in Annex C.3.2.

Unless otherwise stated the receiver characteristics are specified at the antenna connector of the UE. For UE(s) with an integral antenna only, a reference antenna with a gain of 0 dBi is assumed. UE with an integral antenna may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one receiver antenna connector the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective sections below. Enhanced performance requirements Type 1 are based on receiver diversity.
10.2
Detection of E-DCH HARQ ACK Indicator Channel (E-HICH)

10.2.1
Single link performance
The receive characteristics of the E-DCH HARQ ACK Indicator Channel (E-HICH) in different multi-path fading environments are determined by the missed ACK and false ACK values.

10.2.1.1
Performance requirement

For the parameters specified in Table 10.1 the average downlink E-HICH Ec/Ior power ratio shall be below the specified value for the missed ACK probabilities in Table 10.2 and 10.3 for minimum performance requirements and Table 10.2A and 10.3A for enhanced performance requirements Type 1. For the parameters specified in Table 10.1 the false ACK probability shall be below the specified value in Table 10.4 and 10.5.

Table 10.1: Requirement scenario parameters for E-HICH – RLS containing the Serving E-DCH cell
	Parameter
	Unit
	Missed ACK
	False ACK
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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(*)
	dB
	-10

	E-HICH signalling pattern 
	-
	100% ACK
	100% DTX


Table 10.2: Minimum requirement for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB)
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 (dB)
	Missed ACK probability

	1
	VA30
	-28.3
	0
	0.01


Table 10.2A: Enhanced performance requirement Type 1 for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH

[image: image5.wmf]/

cor

EI

 (dB)
	
[image: image6.wmf]ˆ

/

oroc

II

 (dB)
	Missed ACK probability

	1
	VA30
	[-31.7]
	0
	0.01


Table 10.3: Minimum requirement for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB)
	Missed ACK probability

	2
	VA30
	-35.1
	0
	0.01


Table 10.3A: Enhanced performance requirement Type 1 for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB)
	Missed ACK probability

	2
	VA30
	[-38.3]
	0
	0.01


Table 10.4: Requirement for False ACK when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value
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 (dB)
	False ACK probability

	3
	VA30
	0
	0.5


Table 10.5: Requirement for False ACK when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots – RLS containing the Serving E-DCH cell 
	Test Number
	Propagation Conditions
	Reference value
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 (dB)
	False ACK probability

	4
	VA30
	0
	0.5


10.2.2
Detection in Inter-Cell Handover conditions

The receive characteristics of the E-DCH HARQ ACK Indicator Channel (E-HICH) is determined during an inter-cell soft handover by the missed ACK and false ACK error probabilities. During the soft handover a UE receives signals from different cells. A UE has to be able to detect E-HICH signalling from different cells belonging to different RLS, containing and not containing the Serving E-DCH cell. 

10.2.2.1
Performance requirement for RLS not containing the Serving E-DCH cell

For the parameters specified in Table 10.6 the average downlink E-HICH Ec/Ior power ratio of cell belonging to RLS not containing the Serving E-DCH cell shall be below the specified value for the missed ACK probabilities in Table 10.7 and 10.8 for minimum performance requirements and Table 10.7A and 10.8A for enhanced performance requirements Type 1. For the parameters specified in Table 10.6 the false ACK probability shall be below the specified value in Table 10.9 and 10.10.

Table 10.6: Requirement scenario parameters for E-HICH – cell belonging to RLS not containing the Serving E-DCH cell
	Parameter
	Unit
	Missed ACK
	False ACK
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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(*)
	dB
	-10

	E-HICH signalling pattern for the Serving E-DCH cell
	-
	100% NACK (-1)1
	100% NACK (-1)1


	E-HICH signalling pattern for cell belonging to RLS not containing the Serving E-DCH cell
	
	100% ACK (+1)
	100% NACK (0)

	Note 1
The Serving E-DCH cell E-HICH 
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power level is set to -16 dB when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots and to -23 dB when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots.


Table 10.7: Minimum requirement for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots – cell belonging to RLS not containing the Serving E-DCH cell 
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB) 
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed ACK probability

	1
	VA30
	-16.3
	0
	0.05


Table 10.7A: Enhanced performance requirement Type 1 for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots – cell belonging to RLS not containing the Serving E-DCH cell 
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB) 
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed ACK probability

	1
	VA30
	[-20.6]
	0
	0.05


Table 10.8: Minimum requirement for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots – cell belonging to RLS not containing the Serving E-DCH cell 
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB) 
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed ACK probability

	2
	VA30
	-23.6
	0
	0.05


Table 10.8A: Enhanced performance requirement Type 1 for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots – cell belonging to RLS not containing the Serving E-DCH cell 
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB) 
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed ACK probability

	2
	VA30
	[-27.8]
	0
	0.05


Table 10.9: Requirement for False ACK when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots – cell belonging to RLS not containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	Îor1/Ioc  and Îor2/Ioc (dB)
	False ACK probability

	3
	VA30
	0
	2E-4


Table 10.10: Requirement for False ACK when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots – cell belonging to RLS not containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	Îor1/Ioc  and Îor2/Ioc (dB)
	False ACK probability

	4
	VA30
	0
	2E-4


10.2.2.2
Performance requirement for RLS containing the serving E-DCH cell

For the parameters specified in Table 10.11 the average downlink E-HICH Ec/Ior power ratio of cell belonging to RLS containing the serving E-DCH cell shall be below the specified value for the missed ACK probabilities in Table 10.12 and 10.13 for minimum performance requirements and Table 10.12A and 10.13A for enhanced performance requirements Type 1. For the parameters specified in Table 10.11 the false ACK probability shall be below the specified value in Table 10.14 and 10.15.

Table 10.11: Requirement scenario parameters for E-HICH – RLS containing the serving cell in SHO
	Parameter
	Unit
	Missed ACK
	False ACK
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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(*)
	dB
	-10

	E-HICH signalling pattern for Serving E-DCH cell 
	-
	100% ACK (+1)
	100% DTX (0)



	E-HICH signalling pattern for cell  belonging to RLS not containing the Serving E-DCH cell
	
	100% NACK (0)
	100% NACK (0)


Table 10.12: Minimum requirement for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB) for Serving E-DCH cell (ACK)
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed ACK probability

	1
	VA30
	-23.2
	0
	0.05


Table 10.12A: Enhanced performance requirement Type 1 for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB) for Serving E-DCH cell (ACK)
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed ACK probability

	1
	VA30
	[-27.1]
	0
	0.05


Table 10.13: Minimum requirement for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH

[image: image24.wmf]/

cor

EI

 (dB) for Serving E-DCH cell (ACK)
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed ACK probability

	2
	VA30
	-29.7
	0
	0.05


Table 10.13A: Enhanced performance requirement Type 1 for Missed ACK when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-HICH
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 (dB) for Serving E-DCH cell (ACK)
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed ACK probability

	2
	VA30
	[-33.4]
	0
	0.05


Table 10.14: Requirement for False ACK when hybrid ARQ acknowledgement indicator is transmitted using 3 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	Îor1/Ioc  and Îor2/Ioc (dB)
	False ACK probability

	3
	PA3
	0
	0.1

	4
	VA120
	0
	0.1


Table 10.15: Requirement for False ACK when hybrid ARQ acknowledgement indicator is transmitted using 12 consecutive slots – RLS containing the Serving E-DCH cell
	Test Number
	Propagation Conditions
	Reference value

	
	
	Îor1/Ioc  and Îor2/Ioc (dB)
	False ACK probability

	5
	PA3
	0
	0.1

	6
	VA120
	0
	0.1


10.3
Detection of E-DCH Relative Grant Channel (E-RGCH) 

10.3.1
Single link performance

The receive characteristics of the E-DCH Relative Grant Channel (E-RGCH) in multi-path fading environment is determined by the missed UP/DOWN and missed HOLD.

10.3.1.1
Performance requirement
For the parameters specified in Table 10.16 the average downlink E-RGCH Ec/Ior power ratio shall be below the specified value for the missed UP/DOWN probabilities in Table 10.17 and 10.18 for minimum performance requirements and Table 10.17A and 10.18A for enhanced performance requirements Type 1. For the parameters specified in Table 10.16 the missed HOLD probability shall be below the specified value in Table 10.19 and 10.20.

Table 10.16: Requirement scenario parameters for E-RGCH – Serving E-DCH RLS
	Parameter
	Unit
	Missed UP/DOWN
	Missed HOLD

	[image: image26.wmf]oc

I


	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	dB
	-10

	E-RGCH signalling pattern 
	-
	50% UP

50% DOWN
	100% HOLD




Table 10.17: Minimum requirement for Missed UP/DOWN when relative scheduling grant is transmitted using 3 consecutive slots – Serving E-DCH RLS 

	Test Number
	Propagation Conditions
	Reference value

	
	
	E-RGCH
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 (dB)
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 (dB)
	Missed UP/DOWN probability

	1
	VA30
	-24.4
	0
	0.05/0.05


Table 10.17A: Enhanced performance requirement Type 1 for Missed UP/DOWN when relative scheduling grant is transmitted using 3 consecutive slots – Serving E-DCH RLS 

	Test Number
	Propagation Conditions
	Reference value

	
	
	E-RGCH
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 (dB)
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 (dB)
	Missed UP/DOWN probability

	1
	VA30
	[-28.6]
	0
	0.05/0.05


Table 10.18: Minimum requirement for Missed UP/DOWN when relative scheduling grant is transmitted using 12 consecutive slots – Serving E-DCH RLS
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-RGCH
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 (dB)
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 (dB)
	Missed UP/DOWN probability

	2
	VA30
	-31
	0
	0.05/0.05


Table 10.18A: Enhanced performance requirement Type 1 for Missed UP/DOWN when relative scheduling grant is transmitted using 12 consecutive slots – Serving E-DCH RLS
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-RGCH
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 (dB)
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 (dB)
	Missed UP/DOWN probability

	2
	VA30
	[-35.0]
	0
	0.05/0.05


Table 10.19: Requirement for Missed HOLD when relative scheduling grant is transmitted using 3 consecutive slots – Serving E-DCH RLS
	Test Number
	Propagation Conditions
	Reference value
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 (dB)
	Missed HOLD probability

	3
	VA30
	0
	0.1


Table 10.20: Requirement for Missed HOLD when relative scheduling grant is transmitted using 12 consecutive slots – Serving E-DCH RLS
	Test Number
	Propagation Conditions
	Reference value
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 (dB)
	Missed HOLD probability

	4
	VA30
	0
	0.1


10.3.2
Detection in Inter-Cell Handover conditions

The receive characteristics of the E-DCH Relative Grant Channel (E-RGCH) is determined during an inter-cell soft handover by the missed UP/DOWN and missed HOLD error probabilities. During the soft handover a UE receives signals from different cells. A UE has to be able to detect E-RGCH signalling from different cells, Serving E-DCH cell and Non-serving E-DCH RL.

10.3.2.1
Performance requirement for Non-serving E-DCH RL
For the parameters specified in Table 10.21 the missed HOLD probability shall be below the specified value in Table 10.22. For the parameters specified in Table 10.21 the average downlink E-RGCH Ec/Ior power ratio shall be below the specified value for the missed DOWN probabilities in Table 10.23 for minimum performance requirements and Table 10.23A for enhanced performance requirements Type 1.

Table 10.21: Requirement scenario parameters for E-RGCH – Non-serving E-DCH RL
	Parameter
	Unit
	Missed HOLD
	Missed DOWN
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	dB
	-10

	E-RGCH signalling pattern for Serving E-DCH cell
	-
	100% UP1
	100% UP1

	E-AGCH information
	
	Fixed SG2
	Fixed SG2

	E-RGCH signalling pattern for Non-serving E-DCH RL
	
	100% HOLD
	100% DOWN

	Note 1
Serving E-DCH cell E-RGCH 
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 power level is set to -22 dB and relative scheduling grant is transmitted using 12 consecutive slots.

Note 2
Serving E-DCH cell E-AGCH 
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 power level is set to -15 dB and E-AGCH TTI length is 10ms. 


Table 10.22: Requirement for Missed HOLD when relative scheduling grant is transmitted using 15 consecutive slots – Non-serving E-DCH RL
	Test Number
	Propagation Conditions
	Reference value

	
	
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed HOLD probability

	1
	VA30
	0
	0.005


Table 10.23: Minimum requirement for Missed DOWN when relative scheduling grant is transmitted using 15 consecutive slots – Non-serving E-DCH RL
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-RGCH
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 (dB)
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed DOWN probability

	2
	VA30
	-27.3
	0
	0.05


Table 10.23A: Enhanced performance requirement Type 1 for Missed DOWN when relative scheduling grant is transmitted using 15 consecutive slots – Non-serving E-DCH RL
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-RGCH
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 (dB)
	Îor1/Ioc  and Îor2/Ioc (dB)
	Missed DOWN probability

	2
	VA30
	[-31.2]
	0
	0.05


10.4
Demodulation of E-DCH Absolute Grant Channel (E-AGCH) 

10.4.1
Single link performance 
The receive characteristics of the E-DCH Absolute Grant Channel (E-AGCH) in multi-path fading environment is determined by the missed detection probability.

10.4.1.1
Performance requirement

For the parameters specified in Table 10.24 the average downlink E-AGCH Ec/Ior power ratio shall be below the specified value for the missed detection probability in Table 10.25 for minimum performance requirements and Table 10.25A for enhanced performance requirements Type 1. 
Table 10.24: Test parameters for E-AGCH detection – single link
	Parameter
	Unit
	Missed detection
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	dB
	-10

	E-AGCH information
	-
	Varying SG

	E-AGCH TTI length
	ms
	10


Table 10.25: Minimum requirement for E-AGCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-AGCH
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	Miss detection probability

	1
	VA30
	-23.2
	0
	0.01


Table 10.25A: Enhanced performance requirement Type 1 for E-AGCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	E-AGCH
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 (dB)
	Miss detection probability

	1
	VA30
	[-26.8]
	0
	0.01
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