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6.5.3.7.2
Spurious emissions (Category B)

The following requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [4], are applied.
Table 6.36: BS Mandatory spurious emissions limits, operating band I, II, III, IV (Category B)

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( Flow – 10 MHz 
	-30 dBm
	1 MHz
	Note 1

	Flow – 10 MHz ( Fhigh + 10 MHz
	-15 dBm
	1 MHz
	Note 2

	Fhigh + 10 MHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 3

	NOTE 1:
Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1

NOTE 2:
Limit based on ITU-R Recommendation SM.329 [4], s4.3 and Annex 7

NOTE 3:
Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1. Upper frequency as in ITU-R SM.329 [4], s2.5 table 1

	Key:

Flow:
The lowest downlink frequency of the operating band as defined in Table 3.0.

Fhigh:
The highest downlink frequency of the operating band as defined in Table 3.0.


Table 6.36A: BS Mandatory spurious emissions limits, operating band V (Category B)

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( Flow – 10 MHz
	-36 dBm
	100 kHz
	Note 1

	Flow – 10 MHz ( Fhigh + 10 MHz
	-16 dBm
	100 kHz
	Note 2

	Fhigh + 10 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1GHz ( 12.75GHz
	-30 dBm
	1 MHz
	Note 3

	NOTE 1:
Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1

NOTE 2:
Limit based on ITU-R Recommendation SM.329 [4], s4.3 and Annex 7

NOTE 3:
Bandwidth as in ITU-R Recommendation SM.329 [4], s4.1. Upper frequency as in ITU-R SM.329 [4], s2.5 table 1

	Key:

Flow:
The lowest downlink frequency of the operating band as defined in Table 3.0.

Fhigh:
The highest downlink frequency of the operating band as defined in Table 3.0.
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