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8.12.4.3
Test requirements

The throughput measured according to subclause 8.12.4.2 shall not be below the limits for the EC/N0 levels specified in table 8.40.

	Table 8.40: Test Requirement for E-DPDCH 


	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	Fixed 
Reference Channel
	Reference value, EC/N0 (dB), 
for R ≥ 30% and R ≥ 70% of maximum information bit rate

	Propagation conditions
	FRC1
	FRC2
	FRC3
	FRC4
	FRC5
	FRC6
	FRC7
	FRC8

	
	
	
	
	
	
	
	
	Non 
E-DPCCH boosting
	E-DPCCH Boosting



	Pedestrian  A
without RX diversity
	30%
	-1.8
	1.4
	3.0
	-6.5
	-3.8
	-0.8
	-14.4
	NA
	NA

	
	70%
	4.3
	7.7
	9.7
	0.0
	2.7
	5.8
	-7.8
	16.8
	17.5

	Pedestrian  A
with RX diversity
	30%
	-5.6
	-2.5
	-0.8
	-10.0
	-7.4
	-4.4
	-17.7
	NA
	NA

	
	70%
	-0.4
	2.8
	4.7
	-4.6
	-2.0
	0.8
	-12.7
	10.7
	11.0

	Pedestrian  B
without RX diversity
	30%
	-1.9
	1.7
	4.1
	-6.9
	-4.1
	-0.7
	-13.0
	NA
	NA

	
	70%
	4.5
	NA
	NA
	-1.5
	1.5
	5.9
	-9.5
	NA
	NA

	Pedestrian  B
with RX diversity
	30%
	-5.5
	-2.5
	-0.4
	-10.1
	-7.5
	-4.3
	-17.4
	NA
	NA

	
	70%
	0.3
	4.5
	8.8
	-5.1
	-2.3
	1.3
	-13.2
	13.0
	13.7

	Vehicular 30
without RX diversity
	30%
	-1.9
	1.6
	3.8
	-6.9
	-4.0
	-0.8
	-13.7
	NA
	NA

	
	70%
	5.5
	NA
	NA
	-1.1
	2.0
	6.4
	-9.5
	NA
	NA

	Vehicular 30
with RX diversity
	30%
	-5.5
	-2.3
	-0.3
	-10.1
	-7.4
	-4.3
	-17.0
	NA
	NA

	
	70%
	1.2
	5.3
	9.4
	-4.8
	-2.0
	1.6
	-13.1
	13.9
	14.2

	Vehicular 120
without RX diversity
	30%
	-1.5
	1.9
	4.2
	-6.7
	-3.6
	-0.6
	-13.4
	NA
	NA

	
	70%
	5.7
	NA
	NA
	-0.7
	2.1
	6.7
	-9.5
	NA
	NA

	Vehicular 120
with RX diversity
	30%
	-5.1
	-2.0
	0.1
	-9.8
	-7.0
	-3.7
	-16.4
	NA
	NA

	
	70%
	1.3
	5.6
	10.1
	-4.5
	-1.7
	1.8
	-12.6
	NA
	NA


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
A.18
E-DPDCH Fixed reference channel 8 (FRC8)

Table A.18
	Parameter
	Unit
	Value

	Modulation
	
	16QAM

	Maximum. Inf. Bit Rate 
	kbps
	8109.0

	TTI
	ms
	2 

	Number of HARQ Processes
	Processes
	8 

	Information Bit Payload (NINF)
	Bits
	16218

	Binary Channel Bits per TTI (NBIN)
(3840 / SF x TTI sum for all channels)
	Bits
	23040

	Coding Rate (NINF/ NBIN)
	
	0.704

	Physical Channel Codes
	SF for each physical channel
	{2,2,4,4}

	E-DPDCH testing:
E-DPDCH/DPCCH power ratio

E-DPCCH/DPCCH power ratio


ΔT2TP

E-DPDCH/DPCCH power ratio

E-DPCCH/DPCCH power ratio

	
dB
dB
dB
dB

dB
dB
dB
dB 

dB
dB

	Non E-DPCCH boosting
Diversity: 4.09
Non-diversity: 6.98
Diversity: -9.54
Non-diversity: -5.46


E-DPCCH Boosting

Diversity: 12
Non-diversity: 15
Diversity: 19.99
Non-diversity: 22.00
Diversity: 16.03
Non-diversity: 14.09


E-DPDCH/DPCCH power ratio is calculated for a single E-DPDCH with SF 4. The power of an E-DPDCH with SF2 is twice that of an E-DPDCH with SF4.
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Figure A.18
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