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9.1.2
Intra-frequency RSRP Accuracy Requirements

9.1.2.1
Absolute RSRP Accuracy
The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.2.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40, 
RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14.
Table 9.1.2.1-1: RSRP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -70dBm/ BWChannel
	-118dBm/15kHz … -70dBm/ BWChannel
	-120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.
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