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1 Introduction
In this contribution, we provide simulation results of frequency selective CQI scheduling with uneven interference and subband CQI reporting (PUSCH 3-0 fading test).
2 Simulation assumption and configuration 
Assumptions are in accordance with [1] and section of 9.3.3 of [2]. The tables below are the details for frequency selective scheduling and subband (6 RBs) CQI reporting test with uneven interference. 
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz
	10 MHz

	Transmission mode
	
	1 (port 0)
	1 (port 0)
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for RB 0…[5]
	dB[mW/15kHz]
	[-102]
	[-93]
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for RB 6…[41]
	dB[mW/15kHz]
	[-93]
	[-93]
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for RB [42]…49
	dB[mW/15kHz]
	[-93]
	[-102]
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	dB[mW/15kHz]
	[-94]
	[-94]

	Propagation channel
	
	[Clause B.2.4 with 
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	Correlation
	
	[Full]

	Reporting interval
	ms
	[5]

	Minimum CQI delay
	ms
	8

	Reporting mode
	
	PUSCH 3-0

	Sub-band size
	RB
	6 (full size)

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)



Table 1 Sub-band test for single antenna transmission (FDD)
3 Simulation results 
Table 2 Minimum requirement for test 1 configuration (FDD)
	Îor dB[mW/15kHz]
	-96
	-95
	-94
	-93
	-92
	-91
	-90
	-89
	-88
	-87
	-86

	Subband CQI offset+2
	11.3%
	14.6%
	11.7%
	13.2%
	14.4%
	14.2%
	18.8%
	12.2%
	18.6%
	13.2%
	16.2%

	Relative throughput,  
	3.14
	2.95
	2.76
	2.48
	2.51
	2.69
	2.30
	2.39
	2.61
	2.35
	2.50

	BLER
	23.3%
	26.8%
	28.8%
	28.5%
	31.3%
	30.6%
	27.5%
	26.7%
	23.9%
	25.5%
	20.1%


Table 3 Minimum requirement for test 2 configuration (FDD)
	Îor dB[mW/15kHz]
	-96
	-95
	-94
	-93
	-92
	-91
	-90
	-89
	-88
	-87
	-86

	Subband CQI offset+2
	11.9%
	13.8%
	9.0%
	12.8%
	8.3%
	19.3%
	11.6%
	12.0%
	19.4%
	15.2%
	12.4%

	Relative throughput,  
	4.19
	2.98
	2.85
	2.42
	2.67
	2.79
	2.30
	2.44
	2.60
	2.33
	2.42

	BLER
	26.1%
	30.8%
	30.7%
	32.7%
	30.1%
	28.5%
	29.6%
	25.9%
	25.2%
	25.2%
	23.1%


4 Conclusion
In this contribution, we have provided the simulation results of frequency selective scheduling with uneven interference (PUSCH 3-0).
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