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============================ First part of correction ============================

4.2.2.1
Measurement and evaluation of serving cell

The UE shall measure the RSRP level of the serving cell and evaluate the cell selection criterion S defined in [1] for the serving cell at least every DRX cycle.
The UE shall filter the RSRP measurements of the serving cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by, at least DRX cycle/2.
If the UE has evaluated in Nserv consecutive DRX cycles that the serving cell does not fulfil the cell selection criterion S, the UE shall initiate the measurements of all neighbour cells indicated by the serving cell, regardless of the measurement rules currently limiting UE measurement activities. 
If the UE in RRC_IDLE has not found any new suitable cell based on searches and measurements using the intra-frequency, inter-frequency and inter-RAT information indicated in the system information for 10 s, the UE shall initiate cell selection procedures for the selected PLMN as defined in [1].


============================ Second part of correction ============================
5.2.2.4
E-UTRAN TDD – TDD 

The requirements in this section are applicable to both intra-frequency and inter-frequency handovers.
5.2.2.4.1
Handover delay
Procedure delays for all procedures that can command a handover are specified in 3GPP TS 36.331 [2].

When the UE receives a RRC message implying handover, the UE shall be ready to start the transmission of the new uplink PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

Where:

Dhandover equals the maximum RRC procedure delay to be defined in section 11.2 in 3GPP TS36.331 [2] plus the interruption time stated in section 5.2.2.4.2.

5.2.2.4.2
Interruption time
 The interruption time is the time between end of the last TTI containing the RRC command on the old PDSCH and the time the UE starts transmission of the new PRACH, excluding the RRC procedure delay. This requirement applies when UE is not required to perform any synchronisation procedure before transmitting on the new PRACH.
When intra-frequency or inter-frequency handover is commanded, the interruption time shall be less than Tinterrupt

Tinterrupt = Tsearch + TIU + 20 ms

Where

Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell search times.

TIU is the interruption uncertainty in acquiring the first available PRACH occasion in the new cell. TIU can be up to 30 ms.

NOTE: The actual value of TIU shall depend upon the PRACH configuration used in the target cell.
In the interruption requirement a cell is known if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identification requirements are described in Section 8.1.2.2.2 for intra-frequency handover and Section 8.1.2.3.4 for inter-frequency handover.
============================ Third part of correction ============================
8.1.2.3.1.1
E-UTRAN FDD – FDD inter frequency measurements when no DRX is used
When measurement gaps are scheduled the UE shall be able to identify a new FDD inter-frequency within TIdentify_Inter according to the following expression:
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Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD inter-frequency cell is defined.
Nfreq is defined in section 8.1.2.1.1 and Tinter1 is defined in section 8.1.2.1

A cell shall be considered detectable provided following conditions are fulfilled: 

-
RSRP|dBm( -125 dBm and for Bands 1, 4, 6, 10, and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -124 dBm for Bands 9 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -123 dBm for Bands 2, 5, 7, 11, 17 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -122 dBm for Bands 3, 8, 12, 13, 14 and RSRP Ês/Iot  ( -4 dB, 
-
other RSRP related side conditions given in Section 9.1 are fulfilled,
-
SCH_RP|dBm( -125 dBm for Bands 1, 4, 6, 10 and SCH Ês/Iot  ( -4 dB,

-
SCH_RP|dBm( -124 dBm for Band 9 and SCH Ês/Iot  ( -4 dB, 

-
SCH_RP |dBm( -123 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot  ( -4 dB,

-
SCH_RP |dBm( -122 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot ( -4 dB.
When measurement gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.3 with measurement period given by table 8.1.2.3.1.1-1.

Table 8.1.2.3.1.1-1: RSRP measurement period and measurement bandwidth

	Configuration
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms]
	Measurement bandwidth [RB]

	0
	480 x  Nfreq
	6

	1 (Note)
	240 x  Nfreq
	50

	TBD
	TBD
	TBD

	Note: This configuration is optional


The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per FDD inter-frequency for up to 3 FDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in Table 8.1.2.3.1-1.

……
============================ Fourth part of correction ============================
A.4.3.2.1.2
1.28Mcps TDD option
The cell reselection delay to lower priority is defined as the time from the beginning of time period T2, to the moment when the UE camps on cell 2, and starts to send the SYNCH-UL sequence in the UpPTS for sending the RRC CONNECTION REQUEST message on cell 2.
The cell re-selection delay to lower priority shall be less than 21 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to lower priority cell can be expressed as: TevaluateUTRA_TDD + TSI-UTRA
Where:

TevaluateUTRA_TDD
19.2s, See table table 4.2.2.5.2-1
TSI-UTRA
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 20.48 s, allow 21 s for lower priority cell reselection in the test case.
============================ Fifth part of correction ============================
A.4.3.4.1.2.2
1.28 Mpcs TDD option

The cell reselection delay to higher priority is defined as the time from the beginning of time period T2, to the moment when the UE camps on cell 2, and starts to send the SYNCH-UL sequence in the UpPTS for sending the RRC CONNECTION REQUEST message on cell 2.

The cell re-selection delay to higher priority shall be less than 81 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to higher priority cell can be expressed as: Thigher_priority_search + TevaluateUTRA_TDD + TSI_UTRA,

Where:

Thigher_priority_search 
60s, See section 4.2.2.5
TevaluateUTRA_TDD
19.2s, See Table 4.2.2.5.2-1
TSI_UTRA
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 80.48 s, allow 81 s for higher priority cell reselection in the test case.

============================ Sixth part of correction ============================
A.4.3.4.2.2.2
1.28 Mpcs TDD option

The cell reselection delay to lower priority is defined as the time from the beginning of time period T2, to the moment when the UE camps on cell 2, and starts to send the SYNCH-UL sequence in the UpPTS for sending the RRC CONNECTION REQUEST message on cell 2.
The cell re-selection delay to lower priority shall be less than 21 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to lower priority cell can be expressed as: TevaluateUTRA_TDD + TSI_UTRA,

Where:

TevaluateUTRA_TDD
19.2s, See Table 4.2.2.5.2-1
TSI_UTRA
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 20.48 s, allow 21 s for lower priority cell reselection in the test case.
============================ Seventh part of correction ============================
A.5.1.4
E-UTRAN TDD – TDD Inter frequency handover
A.5.1.4.1
Test Purpose and Environment

This test is to verify the requirement for the TDD-TDD intra frequency handover requirements specified in section 5.2.2.4.

The test scenario comprises of 1 E-UTRA TDD carrier and 2 cells as given in tables Table A.5.1.4.1-1 and Table A.5.1.4.1-2. PDCCHs indicating new transmissions should be sent continuously to ensure that the UE would not enter the DRX state. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

E-UTRAN shall send a RRC message implying handover to cell 2. The RRC message implying handover shall be sent to the UE during period T2, after the UE has reported Event A3. 

……
============================ Eighth part of correction ============================
A.5.2.4.2.2
1.28 Mcps TDD option
The UE shall start to transmit the SYNCH-UL sequence in the UpPTS to Cell 2 less than 90 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:
The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
RRC procedure delay = 50 ms, which is specified in section 5.3.2.2.1.
Tinterrupt = 40 ms in the test; Tinterrupt is defined in section 5.3.2.2.2.

This gives a total of 90 ms.
============================ Ninth part of correction ============================
A.5.2.5.2.2
1.28 Mcps TDD option

The UE shall start to transmit the SYNCH-UL sequence in the UpPTS to Cell 2 less than 90 ms from the beginning of time period T3.
The rate of correct handovers observed during repeated tests shall be at least 90%.

NOTE:
The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:
RRC procedure delay = 50 ms, which is specified in section 5.3.2.2.1.
Tinterrupt = 40 ms in the test; Tinterrupt is defined in section 5.3.2.2.2.

This gives a total of 90 ms.
============================ Tenth part of correction ============================
A.5.2.10.2
Test Requirements

The UE shall start to transmit the SYNCH-UL sequence in the UpPTS to Cell 2 less than [280] ms from the beginning of time period T2.

The rate of correct handovers observed during repeated tests shall be at least 90%.

============================ Eleventh part of correction ============================
A.7.3.7
E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX
A.7.3.7.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.7.1-1, A.7.3.7.1-2, A.7.3.7.1-3 and A.7.3.7.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.7.1-5 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.3.7.1-1: General test parameters for E-UTRAN TDD out-of-sync tests in DRX
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PDSCH parameters 
	
	R.1 TDD
	R.0 TDD
	As specified in section A.3.1.1.2.

	PCFICH/PDCCH/PHICH parameters
	
	R.7 TDD
	R.6 TDD
	As specified in section A.3.1.2.2. 

	Active cell
	
	Cell 1
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	

	Transmit antennas
	
	2
	1
	

	In sync transmission parameters
	DCI format
	
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	

	
	(A, (B
	
	-3
	0
	

	
	Ratio of PDCCH to RS EPRE
	
	-3
	0
	

	
	Ratio of PCFICH to RS EPRE
	
	1
	4
	

	Out of sync transmission parameters
	DCI format
	
	1A
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	

	
	(A, (B
	
	-3
	0
	

	
	Ratio of PDCCH to RS EPRE
	dB
	1
	4
	

	
	Ratio of PCFICH to RS EPRE
	dB
	1
	4
	

	DRX cycle 
	ms
	40 
	1280
	See Table A.7.3.7.1-3

	Layer 3 filtering
	
	Enabled
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	0
	0
	T310 is disabled

	T311 timer
	ms
	1000
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	1
	1
	Minimum CQI reporting periodicity

	Propagation channel
	
	ETU 70 Hz
	AWGN
	.

	T1
	s
	[4]
	[32]
	


	T2
	s
	[1.6]
	[12.8]
	

	T3
	s
	[1.8]
	[13]
	


……
============================ Twelfth part of correction ============================
A.7.3.8
E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX

A.7.3.8.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.8.1-1, A.7.3.8.1-2, A.7.3.8.1-3 and A.7.3.8.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.8.1-5 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.3.8.1-1: General test parameters for E-UTRAN TDD in-sync test in DRX
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters 
	
	R.0 TDD
	As specified in section A.3.1.1.2.

	PCFICH/PDCCH/PHICH parameters
	
	R.6 TDD
	As specified in section A.3.1.2.2. 

	Active cell
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	

	E-UTRA RF Channel Number
	
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Transmit antennas
	
	1
	

	In sync transmission parameters
(Not transmitted)
	DCI format
	
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	

	
	(A, (B
	
	0
	

	
	Ratio of PDCCH to RS EPRE
	
	0
	

	
	Ratio of PCFICH to RS EPRE
	
	4
	

	Out of sync transmission parameters
(Not transmitted)
	DCI format
	
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	

	
	(A, (B
	
	0
	

	
	Ratio of PDCCH to RS EPRE
	dB
	4
	

	
	Ratio of PCFICH to RS EPRE
	dB
	4
	

	DRX cycle
	ms
	40
	See Table A.7.3.8.1-3

	Layer 3 filtering
	
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	[2000]
	T310 is enabled

	T311 timer
	ms
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	1
	Minimum CQI reporting periodicity

	Propagation channel
	
	AWGN
	

	T1
	s
	[4]
	


	T2
	s
	[1.6]
	

	T3
	s
	[1.46]
	

	T4
	s
	[0.4]
	

	T5
	s
	[4]
	


……
============================ Thirteenth part of correction ============================
A.8.11.2
E-UTRAN TDD – E-UTRAN TDD and E-UTRAN TDD Inter-frequency event triggered reporting under fading propagation conditions 

A.8.11.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of two events. This test will partly verify the TDD-TDD inter-frequency cell search requirements in section 8.1.2.3. 

The test parameters are given in Tables A.8.11.2.1-1 and A.8.11.2.1-2. In this test, there are three cells on different carrier frequencies and gap pattern configuration # 0 as defined in Table 8.1.2.1-1 is provided. 

In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2 and cell 3.

Table A.8.11.2.1-1: General test parameters for E-UTRAN TDD - E-UTRAN TDD and E-UTRAN TDD Inter-frequency event triggered reporting under fading propagation conditions 
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Uplink-downlink configuration
	
	1
	As specified in 3GPP TS 36.211 section 4.2 Table 4.2-2 

	E-UTRA RF Channel Number
	
	1, 2, 3
	Three TDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	Neighbor cells
	
	Cell 2 and Cell 3
	Cell 2 and 3 are on RF channel numbers 2 and 3 respectively

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	A3-Offset
	dB
	-6
	

	Hysteresis
	dB
	0
	

	CP length
	
	Normal
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	OFF

	Time offset between cells
	
	3 (s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	10
	


……
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