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Background

At the RAN4 meeting #52bis in Miyazaki, a text skeleton for the MSR BS conformance testing, 3GPP TS 37.141 V0.0.1 (2009-10), was approved [1]. 

This document proposes some text to be added to TS 37.141 V0.0.1 Annex C.  
Proposal

It is proposed that the attached text proposal is approved for TS 37.141.
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Annex C (informative):
Test Tolerances and Derivation of Test Requirements 
The Test Requirements in this specification have been calculated by relaxing the Minimum Requirements of the core specification using the Test Tolerances defined here. When the Test Tolerance is zero, the Test Requirement will be the same as the Minimum Requirement. When the Test Tolerance is non-zero, the Test Requirements will differ from the Minimum Requirements, and the formula used for this relaxation is given in the following tables.

The Test Tolerances are derived from Test System uncertainties, regulatory requirements and criticality to system performance. As a result, the Test Tolerances may sometimes be set to zero.

The test tolerances should not be modified for any reason e.g. to take account of commonly known test system errors (such as mismatch, cable loss, etc.).

Note that a formula for applying Test Tolerances is provided for all tests, even those with a test tolerance of zero. This is necessary in the case where the Test System uncertainty is greater than that allowed in clause 4.1.2. In this event, the excess error shall be subtracted from the defined test tolerance in order to generate the correct tightened Test Requirements as defined in this Annex.

[FFS: For example, a Test System having 0.9 dB uncertainty for test 6.2 Base Station maximum output power (which is 0.2 dB above the limit specified in clause 4.1.2) would subtract 0.2 dB from the Test Tolerance of 0.7 dB defined in this Annex. This new test tolerance of 0.5 dB would then be applied to the Minimum Requirement using the formula defined in Table C.2-1 to give a new range of (2.5 dB of the manufacturer's rated output power.

Using this same approach for the case where a test had a test tolerance of 0 dB, an excess error of 0.2 dB would result in a modified test tolerance of -0.2 dB.]

C.1
Measurement of transmitter
Table C.1-1: Derivation of Test Requirements (Transmitter tests) 

	Test 
	Minimum Requirement in TS 37.104
	Test Tolerance
(TT)
	Test Requirement in TS 37.141

	[TBD]
	[TBD]
	[TBD]
	[TBD]

	[TBD]
	[TBD]
	[TBD]
	[TBD]

	[TBD]
	[TBD]
	[TBD]
	[TBD]

	[TBD]
	[TBD]
	[TBD]
	[TBD]

	[TBD]
	[TBD]
	[TBD]
	[TBD]


C.2
Measurement of receiver
Table C.2-1: Derivation of Test Requirements (Receiver tests) 

	Test 
	Minimum Requirement in TS 37.104
	Test Tolerance
(TT)
	Test Requirement in TS 37.141

	[TBD]
	[TBD]
	[TBD]
	[TBD]

	[TBD]
	[TBD]
	[TBD]
	[TBD]

	[TBD]
	[TBD]
	[TBD]
	[TBD]


C.3
Measurement of Performance Requirements
Table C.3-1: Derivation of Test Requirements (Performance tests)

	Test 
	Minimum Requirement in TS 37.104
	Test Tolerance
(TT)
	Test Requirement in TS 37.141

	[TBD]
	[TBD]
	[TBD]
	[TBD]

	[TBD]
	[TBD]
	[TBD]
	[TBD]














































































































3GPP


