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1 Introduction
This contribution gives the LTE TDD Home eNodeB RF requirements WI TR 36.922 v0.4.0, which adds text proposals agreed in RAN4#52bis meeting [1-9] including receiver in-channel selectivity, spurious emission, operating band unwanted emissions, transmitter intermodulation, ACS and narrow band blocking, receiver intermodulation, maximum output power and synchronization requirements. Furthermore, the reference part of the TR is recomposed and the indices in the context are also changed accordingly.
2 Proposal
It is proposed that the attached TR 36.922 v0.4.0 is approved.

3 References

[1] R4-093532, “Home eNode B receiver in channel selectivity requirement”, CATT
[2] R4-093973, “Text proposal on HeNB receiver requirements”, CMCC

[3] R4-093974, “Text proposal on HeNB spurious emission requirement”, CMCC

[4] R4-094003, “Text proposal on TD-LTE HeNB operating band unwanted emissions”, CMCC
[5] R4-094004, “Text proposal on HeNB transmitter intermodulation”, CMCC

[6] R4-094005, “Text proposal on HeNB ACS and narrow band blocking requirements”, CMCC

[7] R4-094007, “Home eNode B receiver intermodulation requirement”, CATT
[8] R4-094074, “Home eNode B Maximum output power”, CATT
[9] R4-094077, “Text proposal on TD-LTE HeNB synchronization requirements”, CMCC, Qualcomm

