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· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
ITU-R Recommendation SM.329-10, "Unwanted emissions in the spurious domain"

[3]
ITU-R Recommendation M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000". 
[4]
3GPP TS 36.211: "Physical Channels and Modulation".

[5]
3GPP TS 36.212: "Multiplexing and channel coding".

[6]
3GPP TS 36.213: "Physical layer procedures".
[7]
3GPP TS 36.331: " Requirements for support of radio resource management ".

[8]
3GPP TS 36.307: " Requirements on User Equipments (UEs) supporting a release-independent frequency band ".
********** Start of changes**********
4
General

4.1
Relationship between minimum requirements and test requirements
The Minimum Requirements given in this specification make no allowance for measurement uncertainty. The test specification TS 36.xxx section y defines Test Tolerances. These Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the Minimum Requirements in this specification to create Test Requirements.

The measurement results returned by the Test System are compared - without any modification - against the Test Requirements as defined by the shared risk principle.

The Shared Risk principle is defined in ITU-R M.1545 [3].
4.2
 Applicability of minimum requirements

In this specification the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios 

For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
The reference sensitivity power levels defined in subclause 7.3 are valid for the specified reference measurement channels. 

Note: Receiver sensitivity degradation may occur when:

1)
 the UE simultaneously transmits and receives with bandwidth allocations less than the transmission bandwidth configuration (see Figure 5.6-1), and 

2) 
any part of the downlink transmission bandwidth is within an uplink transmission bandwidth from the downlink center subcarrier.
4.3
 Uplink 64-QAM modulation format
Transmit signal quality requirements and maximum transmit power requirements for uplink 64-QAM modulation are not defined in this release of the specification
4.4
RF requirements in later releases

The standardisation of new frequency bands may be independent of a release. However, in order to implement a UE that conforms to a particular release but supports a band of operation that is specified in a later release, it is necessary to specify some extra requirements. TS 36.307 [9] specifies requirements on UEs supporting a frequency band that is independent of release.
NOTE:
For terminals conforming to the 3GPP release of the present document, some RF requirements in later releases may be mandatory independent of whether the UE supports the bands specified in later releases or not. The set of requirements from later releases that is also mandatory for UEs conforming to the 3GPP release of the present document is determined by regional regulation.

********** End of the changes**********
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