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4.2.2.9
UE measurement capability
For idle mode cell re-selection purposes, the UE shall be capable of monitoring at least per RAT group:

-
Intra-frequency carrier, and
-
Depending on UE capability, 3 FDD E-UTRA inter-frequency carriers, and
-
Depending on UE capability, 3 TDD E-UTRA inter-frequency carriers, and
-
Depending on UE capability, 3 FDD UTRA carriers, and
-
Depending on UE capability, 3 TDD UTRA carriers, and

-
Depending on UE capability, 32 GSM carriers (one GSM layer corresponds to 32 cells).
If the UE capabilities would result in more then 8 carrier frequency layers, then it is up to the UE implementation to choose a combination of the RAT groups listed above. If the UE capabilities would result in less or equal then 8, then the minimum requirement per RAT group applies (e.g. a UE is never required to support more then 32 GSM carriers, 3 FDD E-UTRA inter-frequency carriers etc.).

8.1.2.1
UE measurement capability

If the UE requires measurement gaps to identify and measure inter-frequency and/or inter-RAT cells, in order for the requirements in the following subsections to apply the E-UTRAN must provide a single measurement gap pattern with constant gap duration for concurrent monitoring of all frequency layers and RATs.

During the measurement gaps the UE:

· shall not transmit any data 

·  is not expected to tune its receiver on the E-UTRAN serving carrier frequency.
Inter-frequency and inter-RAT measurement requirements within this section rely on the UE being configured with one measurement gap pattern. UEs shall only support those measurement gap patterns listed in Table 8.1.2.1-1 that are relevant to its measurement capabilities.

Table 8.1.2.1-1: Gap Pattern Configurations supported by the UE

	Gap Pattern Id
	MeasurementGap Length (MGL, ms)
	Measurement Gap Repetition Period

(MGRP, ms)
	Minimum available time for inter-frequency and inter-RAT measurements during 480ms period

(Tinter1, ms)
	Measurement Purpose

	0
	6
	40
	60
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x

	1
	6
	80
	30
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x


[Editor’s note: Further patterns still need to be defined in order to fulfil all required Inter-RAT monitoring purposes.]
NOTE 1: For E-UTRAN FDD, the UE shall not transmit in the subframe occurring immediately after the measurement gap.
NOTE 2: For E-UTRAN TDD, the UE shall not transmit in the uplink subframe occurring immediately after the measurement gap if the subframe occurring immediately before the measurement gap is a downlink subframe.
The requirements in section 9 are applicable for a UE performing measurements according to this section.
8.1.2.1.1
Monitoring of multiple layers using gaps

When monitoring of multiple inter-frequency E-UTRAN and inter-RAT (UTRAN, GSM) using gaps is configured, the UE shall be capable of performing one measurement of the configured measurement type (RSRP, RSRQ, UTRAN TDD P-CCPCH RSCP, UTRAN FDD CPICH measurements, GSM carrier RSSI, etc.) of detected cells on all the layers 

The effective total number of frequencies excluding the serving frequency being monitored using gaps is Nfreq, which is defined as:
Nfreq = Nfreq, E-UTRA + Nfreq, UTRA + Mgsm + Nfreq, cdma2000 + Nfreq, HRPD
where 

Nfreq, E-UTRA is the number of E-UTRA carriers being monitored (FDD and TDD)

Nfreq, UTRA is the number of UTRA carriers being monitored (FDD and TDD)

MGSM is an integer which is a function of the number of GSM carriers on which measurements are being performed. MGSM is equal to 0 if no GSM carrier is being monitored. For a MGRP of 40 ms, MGSM is equal to 1 if cells on up to 32 GSM carriers are being measured. For a MGRP of 80 ms, MGSM is equal to [ceil(Ncarriers,GSM /20)] where Ncarriers,GSM is the number of GSM carriers on which cells are being measured.
Nfreq, cdma2000 is the number of cdma2000 carriers being monitored
Nfreq, HRPD is the number of HRPD carriers being monitored

8.1.2.1.1.1
Maximum allowed layers for multiple monitoring

The UE shall be capable of monitoring using gaps at least per RAT group:

-
Depending on UE capability, 3 FDD E-UTRA inter-frequency carriers, and
-
Depending on UE capability, 3 TDD E-UTRA inter-frequency carriers, and
-
Depending on UE capability, 3 FDD UTRA carriers, and
-
Depending on UE capability, 3 TDD UTRA carriers, and

-
Depending on UE capability, 32 GSM carriers (one GSM layer corresponds to 32 cells).
If the UE capabilities would result in more then 7 carrier frequency layers, then it is up to the UE implementation to choose a combination of the RAT groups listed above. If the UE capabilities would result in less or equal then 7, then the minimum requirement per RAT group applies (e.g. a UE is never required to support more then 32 GSM carriers, 3 FDD E-UTRA inter-frequency carriers etc.).

8.1.2.4.5
E-UTRAN FDD – GSM measurements
8.1.2.4.5.1
E-UTRAN FDD – GSM measurements when no DRX is used
The requirements in this section apply only to UE supporting E-UTRAN FDD and GSM.

Measurements on GSM cells can be requested with BSIC verified.

In RRC_CONNECTED state when a supported measurement gap pattern sequence according to Table 8.1.2.1-1 is configured by E-UTRAN the UE shall continuously measure GSM cells, search for new GSM cells given in the monitored set and re-confirm the BSIC for already detected cells.

8.1.2.4.5.1.1
GSM carrier RSSI

This measurement shall be based on measurement gaps allocated for GSM carrier RSSI measurement as described in section 8.1.2.1. A UE supporting GSM measurements shall measure minimum number of 10 GSM carrier RSSI measurement samples (NGSM carrier RSSI) per measurement gap. In RRC_CONNECTED state the measurement period, TMeasurement Period, GSM, for the GSM carrier RSSI measurement is Nfreq*480 ms. The parameter Nfreq is defined in section 8.1.2.1.1.
The UE shall meet the measurement accuracy requirements stated for RXLEV in [8], when the given measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set during the measurement period.
In case the UE is not able to acquire the required number of samples per GSM carrier during one measurement period, the UE shall measure as many GSM carriers as possible during that measurement period using at least 3 samples per GSM carrier. The GSM carriers that were not measured during that measurement period shall be measured in the following measurement periods. 

*** next sub-clauses for information only ***
8.1.2.1.1
Monitoring of multiple layers using gaps

When monitoring of multiple inter-frequency E-UTRAN and inter-RAT (UTRAN, GSM) using gaps is configured, the UE shall be capable of performing one measurement of the configured measurement type (RSRP, RSRQ, UTRAN TDD P-CCPCH RSCP, UTRAN FDD CPICH measurements, GSM carrier RSSI, etc.) of detected cells on all the layers 

The effective total number of frequencies excluding the serving frequency being monitored using gaps is Nfreq, which is defined as:
Nfreq = Nfreq, E-UTRA + Nfreq, UTRA + Mgsm + Nfreq, cdma2000 + Nfreq, HRPD
where 

Nfreq, E-UTRA is the number of E-UTRA carriers being monitored (FDD and TDD)

Nfreq, UTRA is the number of UTRA carriers being monitored (FDD and TDD)

MGSM is an integer which is a function of the number of GSM carriers on which measurements are being performed. MGSM is equal to 0 if no GSM carrier is being monitored. For a MGRP of 40 ms, MGSM is equal to 1 if cells on up to 32 GSM carriers are being measured. For a MGRP of 80 ms, MGSM is equal to [ceil(Ncarriers,GSM /20)] where Ncarriers,GSM is the number of GSM carriers on which cells are being measured.
Nfreq, cdma2000 is the number of cdma2000 carriers being monitored
Nfreq, HRPD is the number of HRPD carriers being monitored
8.1.2.4.1.1.2
UE UTRA FDD CPICH measurement capability
When measurement gaps are scheduled for UTRA FDD inter RAT measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in Section 9.2 with measurement period given by
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If the UE does not need measurement gaps to perform UTRA FDD measurements, the measurement period for UTRA FDD measurements is 480 ms.

The UE shall be capable of performing UTRA FDD CPICH measurements for Xbasic measurementUTRA_FDD inter-frequency cells per FDD frequency for up to 3 UTRA FDD carriers and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_ UTRA_FDD. 


Xbasic measurement UTRA_FDD = 6

TMeasurement_Period UTRA_FDD = 480 ms. The period used for calculating the measurement period Tmeasurement_UTRA_FDD for UTRA FDD CPICH measurements.

Tbasic_identify_UTRA_FDD  = 300 ms. This is the time period used in the inter RAT equation where the maximum allowed time for the UE to identify a new UTRA FDD cell is defined.


Tbasic_measurement_UTRA_FDD = 50 ms. This is the time period used in the equation for defining the measurement period for inter RAT CPICH measurements.
Nfreq is defined in section 8.1.2.1.1 and Tinter1 is defined in section 8.1.2.1
8.1.2.4.3.1.2
UE UTRA TDD P-CCPCH RSCP measurement capability
When measurement gaps are scheduled for UTRA TDD inter RAT measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in Section 9.3 with measurement period given by
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If the UE does not need measurement gaps to perform UTRA TDD measurements, the measurement period for UTRA TDD measurements is 480 ms.
The UE shall be capable of performing UTRA TDD P-CCPCH RSCP measurements for Xbasic measurementUTRA_TDD inter-frequency cells per TDD frequency of the monitored set for up to 3 UTRA TDD carrier frequencies, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_ UTRA_TDD.

Xbasic measurementUTRA_TDD = 6

TMeasurement_Period UTRA_TDD = 480 ms is the period used for calculating the measurement period Tmeasurement_UTRA_TDD for UTRA TDD P-CCPCH RSCP measurements.

Tbasic_identify_UTRA_TDD = 800 ms is the time period used in the inter RAT equation where the maximum allowed time for the UE to identify a new UTRA TDD cell is defined.


Tbasic_measurement_UTRA_TDD = 50 ms is the time period used in the equation for defining the measurement period for inter RAT P-CCPCH RSCP measurements.

Nfreq is defined in section 8.1.2.1.1 and Tinter1 is defined in section 8.1.2.1
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