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Introduction

During the last meeting test configurations have been discussed [1-12]. In this paper we present a text proposal for the test specification to include test configurations in the spec.
Suggested test configurations

In this paper we suggest 5 main test configurations with some additional subdivisions.

· TC1 – UTRA multi carrier configuration

· TC2 – E-UTRA multi carrier configuration

· TC3 – UTRA and E-UTRA multi-RAT configuration

· TC4 – GSM multi RAT configuration for transmitter tests

· TC5 – GSM multi RAT configuration for receiver tests

We also suggest different versions of these with slight variations in the RAT of the individual carriers. For example is split into TC1a and TC1b for UTRA FDD and UTRA TDD carriers respectively.

For MSR BS that support three RATs i.e. GSM, UTRA and E-UTRA it is still necessary to agree whether a test configuration that contains GSM also need to contain both E-UTRA and UTRA of if it is sufficient to use GSM in combination with only one other RAT. In this TP this is captured by the entry for TC4c. 

The exact power allocation to the carriers in the test configurations is FFS. However in the TP there is a placeholder for capturing the details once an agreement is reached.

For the receiver test configurations it is assumed that all carriers present in the test configuration is generated by the test equipment and all carriers are received by the BS. Measurements are only captured for the outermost carriers to reduce testing complexity. Feedback from test equipment vendors on this issue is welcome.
Proposal

It is proposed that the attached text is included in the MSR test specification [13].
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Text proposal:

4.8
MSR test configurations
The test configurations shall be constructed using the method below together with the parameters declared by the manufacturer as listed in subclause 4.7.
For test configurations used in receiver tests all carriers are generated by the test equipment and the BS receives all carriers. However measurements may be carried out on a subset (outermost carriers) which is further detailed in the test procedure.
4.8.1
TC1: UTRA multicarrier operation
The purpose of TC1 is to test UTRA multi-carrier aspects.
4.8.1.1
TC1a generation
TC1a is constructed using the following method:

· Place two UTRA FDD carriers adjacent to the high and low edge of the RF bandwidth. The RF bandwidth should be the declared maximum supported RF bandwidth. Notice that the specified FOffset-RAT shall apply on any edge carrier.

· Alternately place a UTRA FDD carrier adjacent to the carrier at the low and high end of the RF bandwidth until there is no more room to fit a carrier or the BS does not support more carriers.
4.8.1.1
TC1b generation

<Text will be added describing TC1b where UTRA TDD carriers are used>
4.8.1.2
TC1 power allocation

<Text will be added>
4.8.2
TC2: E-UTRA multicarrier operation
The purpose of the TC2 is to test E-UTRA multi-carrier aspects.
4.8.2.1
TC2 generation
TC2 is constructed using the following method:

· Select the narrowest supported E-UTRA carrier and place it at the low RF bandwidth edge. Notice that the specified FOffset-RAT shall apply on the edge carrier. 

· Select as many 5 MHz E-UTRA carriers that the BS supports and that fit in the rest of the RF bandwidth. Place the carriers adjacent to each other and at the high RF bandwidth edge. Notice that the specified FOffset-RAT shall apply on the edge carrier.

· If 5 MHz carriers are not supported the narrowest supported carrier BW should be selected instead of the 5MHz carriers.
4.8.2.2
TC2 power allocation

<Text will be added>
4.8.3
TC3: UTRA and E-UTRA multi RAT operation
The purpose of TC3 is to test UTRA and E-UTRA multi-RAT aspects.
4.8.3.1
TC3a generation

TC3a is constructed using the following method:

· Select aFDD UTRA carrier to be placed at one RF Bandwidth edge. The specified FOffset-RAT shall apply on the edge carrier.

· The RF bandwidth shall be the declared maximum supported RF bandwidth.

· Place a 5 MHz E-UTRA carrier at the other RF bandwidth edge. If that is not possible put the widest E-UTRA carrier supported at the other RF bandwidth edge. Notice that the specified FOffset-RAT shall apply on the edge carrier.
· Alternately add FDD UTRA carriers at one end and 5 MHz E-UTRA carriers at the other end adjacent to the already placed carriers until the RF bandwidth is filled or the maximum number of supported carriers is reached.
4.8.3.2
TC3b generation

<Text will be added describing TC3b where UTRA TDD carriers are used>
4.8.3.3
TC3 power allocation

<Text will be added>
4.8.4
TC4: BC2 transmitter operation
The purpose of TC4 is to test multi-RAT operations with GSM for the transmitter.
4.8.4.1
TC4a generation

TC4a is only applicable for a BS that supports UTRA. TC4a is constructed using the following method:

· The RF bandwidth should be the declared maximum supported RF bandwidth.

· Put one GSM carrier at the high end and one GSM carrier at the low end of the RF bandwidth. The specified FOffset-RAT shall apply on the edge carriers. 
· Place two UTRA FDD carriers in the middle of the RF bandwidth. If two UTRA FDD carriers cannot fit allocate only one.
· Add two GSM carriers at the edges using 600 kHz spacing between the GSM carriers.
· Alternately allocate two UTRA FDD carriers adjacent to the already placed UTRA FDD carriers and two GSM carriers until no more carriers can be fit or the BS does not support any more carriers.
4.8.4.2
TC4b generation
TC4b is only applicable for a BS that supports E-UTRA. TC4b is constructed using the following method:

· The RF bandwidth should be the declared maximum supported RF bandwidth.

· Put one GSM carrier at the high end and one GSM carrier at the low end of the RF bandwidth. The specified FOffset-RAT shall apply on the edge carriers. 

· Place two 5 MHz E-UTRA carriers in the middle of the RF bandwidth. If the BS does not support 5 MHz channel BW use the narrowest supported BW, If two carriers do not fit allocate only one carrier. 
· Add two GSM carriers at the edges using 600 kHz spacing between the GSM carriers.

· Alternately allocate two E-UTRA carriers adjacent to the already placed E-UTRA carriers and two GSM carriers until no more carriers can be fit or the BS does not support any more carriers.
4.8.4.3
TC4c generation

The need for a test configuration containing three RATs, i.e. GSM, UTRA and E-UTRA is FFS.
4.8.4.4
TC4 power allocation

<Text will be added>
4.8.5
TC5: BC2 receiver operation
4.8.5.1
TC5a generation

TC5a is constructed using the following method:

· The RF bandwidth should be the declared maximum supported RF bandwidth.

· Place one GSM carriers at the low RF bandwidth edge. Notice that the specified FOffset-RAT shall apply on the carrier.
· Place a UTRA FDD carrier at the high RF bandwidth edge. Notice that the specified FOffset-RAT shall apply on the carrier.
· Add a GSM carrier at the low end using 600 kHz spacing between the GSM carriers.

· Alternately add UTRA FDD carriers adjacent to the already placed UTRA FDD carriers and GSM carriers until no more carriers can be fit or the BS does not support more carriers.
4.8.5.2
TC5b generation

TC5b is constructed using the following method:

· The RF bandwidth should be the declared maximum supported RF bandwidth.

· Place one GSM carriers at the low RF bandwidth edge. Notice that the specified FOffset-RAT shall apply on the carrier.
· Place a 5MHz E-UTRA carrier at the high RF bandwidth edge. If the BS does not support 5 MHz channel BW select the narrowest supported channel BW. Notice that the specified FOffset-RAT shall apply on the carrier.
· Add a GSM carrier at the low end using 600 kHz spacing between the GSM carriers.

· Alternately add E-UTRA carriers adjacent to the already placed E-UTRA carriers and GSM carriers until no more carriers can be fit or the BS does not support more carriers.
4.8.5.3
TC5 power allocation
<Text will be added.>


