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	There is no A-MPR defined for 16QAM.
The frequency ranges of applicability in Table 6.6.3.2-1 and in Table 6.6.3.3.1-1 are not fully consistent with each other due to a 300kHz PHS channel offset. 

	
	

	Summary of change:
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	Remove the “for QPSK” qualifier for A-MPR.

Change the guardband from BW+4MHz to BW+4.4MHz in Note 1 of Table 6.6.3.3.1-1.
Change the guardband from BW+4MHz to BW+4.3MHz in Note 2 of Table 6.6.3.3.1-1.
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	Other comments:
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	Isolated impact analysis:  The corrections in this CR affect the NS_05 condition for guardband definition.  The NS_05 A-MPR value is not changed, but allowed to be applied for all modulations types.


<< Unchanged sections omitted >>
6.2.4
UE Maximum Output Power with additional requirements 

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction A-MPR is allowed for the output power as specified in Table 6.2.2-1. Unless stated otherwise, an A-MPR of 0 dB shall be used.
For UE Power Class 3 the specific requirements and identified sub-clauses are specified in Table 6.2.4-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.-1 and 6.2.4-2 are in addition to the allowed MPR requirements specified in clause 6.2.3.

Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR) / Spectrum Emission requirements
	Network Signalling value
	Requirements (sub-clause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks
	A-MPR (dB)

	NS_01
	NA
	NA
	NA
	NA
	NA

	NS_03
	6.6.2.2.1
	2, 4,10, 35, 36
	3
	>5 
	≤ 1

	
	6.6.2.2.1
	2, 4,10, 35,36
	5
	>6
	≤ 1

	
	6.6.2.2.1
	2, 4,10, 35,36
	10
	>6
	≤ 1

	
	6.6.2.2.1
	2, 4,10,35,36
	15
	>8
	≤ 1

	
	6.6.2.2.1
	2, 4,10,35, 36
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2
	TBD
	TBD
	TBD
	

	NS_05
	6.6.3.3.1
	1
	10,15,20
	≥ 50 
	≤ 1

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	n/a
	n/a

	NS_07
	6.6.2.2.3

6.6.3.3.2
	13
	10
	Table 6.2.4-2
	Table 6.2.4-2

	..
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-

	


<< Unchanged sections omitted >>
6.6.3.3.1 
Minimum requirement (network signalled value "NS_05")

When "NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth. 

Table 6.6.3.3.1-1: Additional requirements (PHS)

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6*1
	-41
	-41
	-41
	-41
	300 KHz

	1884.5 f 1915.7*2
	-41
	-41
	-41
	-41
	300 KHz

	Note
1. Applicable when the lower  edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1919.6 MHz) + 4.4 MHz + the Channel BW assigned, where Channel BW is as defined in Subclause 5.6. Operations below this point are for further study.
2. Applicable when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4.3 MHz + the Channel BW assigned, where Channel BW is as defined in Subclause 5.6. Operations below this point are for further study.


NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth (300 kHz).
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