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1.
Introduction

In RAN#47, a new work item (WI) Adding 2 GHz band LTE for ATC of MSS in North America was approved [1]. A Technical Report (TR) has been created to collect appropriate information regarding the WI [2]. This document provides a text proposal to the TR on which part of the RAN4 specifications would need to be changed.
2.
Text Proposal
<Start of change>

6.
Summary of required changes to E-UTRA specifications
6.1
Required changes to TS 36.101
Required changes in TS36.101are shown in Table 6.1-1.

Table 6.1-1: Required Changes for TS36.101
	Clause
	Description
	Description of change

	5.5
	Operating bands
	Add a new row for the band into Table 5.5-1.

	5.6.1
	Channel bandwidths per operating band
	Add channel bandwidths 1.4 – 20 MHz for the band into Table 5.6.1-1.

	5.7.3
	Carrier frequency and EARFCN
	Add a new channel numbering for the band into Table 5.7.3-1.

	5.7.4
	TX–RX frequency separation
	Add a new row for the band into Table 5.7.4-1.

	6.2.2
	UE Maximum Output Power
	Add a new row for the band into Table 6.2.2-1.

	6.2.4
	UE Maximum Output Power with additional requirements
	(FFS) Add a new row for the band into Table 6.2.4-1.

	6.6.2.2
	Additional Spectrum Emission Mask
	Add new requirements for the band.

	6.6.3.2
	Spurious emission band UE co-existence
	Add the band into Table 6.6.3.2-1 for mutual protection with E-UTRA Band 2, 4, 5, 10, 12, 13, 14 and 17.

	6.6.3.3
	Additional spurious emissions
	(FFS) Add new requirements for the band.

	7.3
	Reference sensitivity power level
	Add a new row for the band into Tables 7.3.1-1, 7.3.1-2, 7.3.2-1 and, when deems necessary, 7.3.1-3.

	7.6.1
	In-band blocking 
	Add the band into Table 7.6.1.1-2.

	7.6.2
	Out-of-band blocking
	Add the band into Table 7.6.2.1-2.



6.2
Required changes to TS 36.104
Required changes in TS36.104 are shown in Table 6.2-1.

Table 6.2-1: Required Changes for TS36.104

	Clause
	Description
	Description of change

	5.5
	Operating bands
	Add a new row for the band into Table 5.5-1.

	5.7.3
	Carrier frequency and EARFCN
	Add new channel numbers for the band into Table 5.7.3-1.

	6.6.3
	Operating band unwanted emissions
	Add the band to Category A.

	6.6.4.3
	Additional spurious emissions requirements
	Add a new row for the band into Tables 6.6.4.3.1-1 and 6.6.4.3-1x.

	6.6.4.4
	Co-location with other base stations
	Add a new row for the band into Tables 6.6.4.4.1-1 and 6.6.4.4.1-2.

	7.6.1
	General blocking requirement 
	Add the band into Tables 7.6.1.1-1, 7.6.1.1-1a, and 7.6.1.1-1b.

	7.6.2
	Co-location with other base stations
	Add a new row for the band into Tables 7.6.2.1-1 and 7.6.2.1-2.



6.3
Required changes to TS 36.113

Required changes in TS36.113 are shown in Table 6.3-1.

Table 6.3-1: Required changes for TS36.113

	Clause
	Description
	Description of change

	4.5.2
	Receiver exclusion band
	Add a new row for the band.



6.4
Required changes to TS 36.124

Required changes in TS36.124 are shown in Table 6.4-1.

Table 6.4-1: Required changes for TS36.124

	Clause
	Description
	Description of change

	4.4
	Receiver exclusion band
	Add a new row for the band.



6.5
Required changes to TS 36.133

Required changes in TS36.133 are shown in Table 6.5-1.

Table 6.5-1: Required changes for TS36.133

	Clause
	Description
	Description of change

	4.2.2.3
	Measurements of intra-frequency E-UTRAN cells
	Add the band to the band list for RSRP and SCH_RP.

	4.2.2.4
	Measurements of inter-frequency E-UTRAN cells
	Add the band to the band list for RSRP and SCH_RP.

	8.1.2.2
	E-UTRAN intra frequency measurements
	Add the band to the band list for SCH_RP.

	8.1.2.3
	E-UTRAN inter frequency measurements
	Add the band to the band list for RSRP and SCH_RP.

	9.1.2
	Intra-frequency RSRP Accuracy Requirements
	Add the band to the band list for RSRP.

	9.1.3
	Inter-frequency RSRP Accuracy Requirements
	Add the band to the band list for RSRP.

	9.1.5
	Intra-frequency RSRQ Accuracy Requirements
	Add the band to the band list for RSRP.

	9.1.6
	Inter-frequency RSRQ Accuracy Requirements
	Add the band to the band list for RSRP.

	A.9.1.1
	(RSRP) FDD Intra frequency case
	Add the band to the band list for Noc, RSRP, and Io.

	A.9.1.3
	(RSRP) FDD—FDD Inter frequency case
	Add the band to the band list for Noc, RSRP, and Io.

	A.9.2.1
	(RSRQ) FDD Intra frequency case
	Add the band to the band list for Noc, RSRP, RSRQ, and Io.

	A.9.2.3
	(RSRQ) FDD—FDD Inter frequency case
	Add the band to the band list for Noc, RSRP, RSRQ, and Io.



6.6
Required changes to TS 36.141
Required changes in TS36.141 are shown in Table 6.6-1.

Table 6.6-1: Required Changes for TS36.141

	Clause
	Description
	Description of change

	5.5
	Operating bands
	Add a new row for the band into Table 5.5-1.

	5.7.3
	Carrier frequency and EARFCN
	Add new channel numbers for the band into Table 5.7.3-1.

	6.6.3
	Operating band unwanted emissions
	Add the band to Category A.

	6.6.4.5.4
	Co-existence with other systems in the same geographical area
	Add a new row for the band into Tables 6.6.4.5.4.1-1 and 6.6.4.5.4-1x.

	6.6.4.5.5
	Co-location with other base stations
	Add a new row for the band into Tables 6.6.4.5.5-1 and 6.6.4.5.5-2.

	7.6.5.1
	(Blocking) General requirement
	Add the band into Tables 7.6-1, 7.6-1a and 7.6-1x.

	7.6.5.2
	Co-location with other base stations
	Add a new row for the band into Table 7.6-3 and 7.6-4..



6.7
Required changes to TS 25.461
Required changes in TS25.461 are shown in Table 6.7-1.

Table 6.7-1: Required changes for TS25.461
	Clause
	Description
	Description of change

	4.3.7
	Operating bands
	Add a new row for the band in Table 4.3.7.1.



6.8
Required changes to TS 25.466

Required changes in TS25.466 are shown in Table 6.8-1.

Table 6.8-1: Required changes for TS25.466
	Clause
	Description
	Description of change

	Annex B
	Assigned fields for additional data
	Add an entry for the band in Table B.2-1.



<End of change>
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