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1 Introduction

The maximum output power has been discussed during RAN4 meeting #51[1], #52bis[2][3]. During meeting #52bis, RAN4 has discussed the maximum output power in MIMO. Following agreement has achieved: the Pmax should be decoupled from the number of antennas used, and should be defined as 23dBm regardless of the number of antennas, PAs and precoding used. The aforementioned agreement should be captured in the TR for rel-10 UE.
Reference
[1] R4-091803, TP; LTE-Advanced; UE Tx characteristics, Motorola
[2] R4-092781, Text proposal: LTE-A UE Power Class,Huawei
[3] R4-093422, LS Response to R1-092984 (Motorola, Hitachi, HTC, Kyocera, Motorola, NEC, Nokia, Sharp)
[4] R4-101404, TP for section 6 (TX) and Annex B for TRab.cde
=======================  start of TP    ============================
6
Transmitter characteristics

6.1
General

6.2
Transmit power

6.2.1
Void

6.2.2
UE Maximum Output Power
The following UE Power Classes define the maximum output power. The maximum output power is defined by the sum of the transmit power of each antenna port for any transmission bandwidth within the channel bandwidth of each carrier in the UE.  The period of measurement shall be at least one sub frame (1ms).
Table 6.2.2-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2
	
	

	2
	
	
	
	
	23
	±22
	
	

	3
	
	
	
	
	23
	±22
	
	

	4
	
	
	
	
	23
	±2
	
	

	5
	
	
	
	
	23
	±2
	
	

	6
	
	
	
	
	23
	±2
	
	

	7
	
	
	
	
	23
	±22
	
	

	8
	
	
	
	
	23
	±22
	
	

	9
	
	
	
	
	23
	±2
	
	

	10
	
	
	
	
	23
	±2
	
	

	11
	
	
	
	
	23
	±2
	
	

	12
	
	
	
	
	23
	±22
	
	

	13
	
	
	
	
	23
	±2
	
	

	14
	
	
	
	
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2
	
	

	18
	
	
	
	
	23
	±2
	
	

	19
	
	
	
	
	23
	±2
	
	

	20
	
	
	
	
	23
	±2[2]
	
	

	21
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2
	
	

	34
	
	
	
	
	23
	±2
	
	

	35
	
	
	
	
	23
	±2
	
	

	36
	
	
	
	
	23
	±2
	
	

	37
	
	
	
	
	23
	±2
	
	

	38
	
	
	
	
	23
	±2
	
	

	39
	
	
	
	
	23
	±2
	
	

	40
	
	
	
	
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	Note 1:
The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support 5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS
Note 2:      For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

Note 3:      For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.
Note 4:
PPowerClass is the maximum UE power specified without taking into account the tolerance




































