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1 Introduction

At RAN#46 the work items for CA [1], enhanced DL [2] and UL multiple antenna transmission [3] and Fixed Wireless CPE [4] was agreed.  This document proposes the following text proposal for Annex B of TRab.cde [5] 
2 Discussion
To progress the work in the TR, the following requirements are proposed ;
· Clause 6.2 UE maximum output power 
· Clause 6.3.2 UE minimum output power 

· Clause 6.3.3 Transit OFF power 

· Clause 6.6.3 Spurious emission 

· Clause 6.6.3.2  Spurious emission UE co-existence
3

Reference

[1]
RP‑091440; Work Item Description; Carrier Aggregation for LTE
[2]
RP‑091429; Enhanced Downlink Multiple Antenna Transmission for LTE
[3]
RP‑091430; Work Item Description; UL multiple antenna transmission for LTE
[4] 
RP-091224: Work Item Description; Fixed wireless CPE RF performance specification
[5] 
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4 
TP for Annex B of TRab.cde

To progress the work in the TR, the following proposal are suggested for Annex B of [5];

-------------- Start of TP ---------------------

B.6
Transmitter characteristics

6.1
General

Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single transmit antenna. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.
6.2
Transmit power

6.2.1
Void

6.2.2
 UE Maximum Output Power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.2-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2
	
	

	2
	
	
	
	
	23
	±22
	
	

	3
	
	
	
	
	23
	±22
	
	

	4
	
	
	
	
	23
	±2
	
	

	5
	
	
	
	
	23
	±2
	
	

	6
	
	
	
	
	23
	±2
	
	

	7
	
	
	
	
	23
	±22
	
	

	8
	
	
	
	
	23
	±22
	
	

	9
	
	
	
	
	23
	±2
	
	

	10
	
	
	
	
	23
	±2
	
	

	11
	
	
	
	
	23
	±2
	
	

	12
	
	
	
	
	23
	±22
	
	

	13
	
	
	
	
	23
	±2
	
	

	14
	
	
	
	
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2
	
	

	18
	
	
	
	
	23
	±2
	
	

	19
	
	
	
	
	23
	±2
	
	

	20
	
	
	
	
	23
	±2[2]
	
	

	21
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2
	
	

	34
	
	
	
	
	23
	±2
	
	

	35
	
	
	
	
	23
	±2
	
	

	36
	
	
	
	
	23
	±2
	
	

	37
	
	
	
	
	23
	±2
	
	

	38
	
	
	
	
	23
	±2
	
	

	39
	
	
	
	
	23
	±2
	
	

	40
	
	
	
	
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	Note 1:
The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support 5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS
Note 2:      For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 
Note 3:      For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.
Note 4:
PPowerClass is the maximum UE power specified without taking into account the tolerance
Note 5:     For a UE which support CA , the UE  the maximum output power requirement is relaxed by reducing  the lower tolerance by the CA tolerance  as specified in clause 6.2.2A for the specified E-UTRA band


6.2.2A
 CA UE Maximum Output Power
For a UE which support CA, the maximum output power requirement is relaxed by reducing the lower power class tolerance by the CA tolerance as specified in table 6.2.2A-1
Table 6.2.2A-1: CA UE Power Class

	CA band
	EUTRA band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol.  (dB)
	Class 3 (dBm)
	Tol.  

(dB)
	Class 4 (dBm)
	Tol. 

 (dB)
	CA tol.

(dB)

	CA_1-5
	1
	 
	 
	 
	 
	[23]
	[±2]
	 
	 
	≤ [TBD]

	
	5
	
	
	
	
	[23]
	[±2]
	 
	 
	≤ [TBD]


6.2.2D
 CPE UE Maximum Output Power
Table 6.2.2D-1: CPE UE Power Class

	CPE band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CPE_TBD]
	
	
	[26/27]
	[±2]
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	Note 1:
The above tolerances are applicable for UE(s) that support a single CPE E-UTRA operating band
Note 2:      For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 
Note 3:      N/A
Note 4:
PPowerClass is the maximum UE power specified without taking into account the tolerance


6.2.3
UE Maximum Output power for modulation / channel bandwidth 
For UE Power Class 3, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2-1due to higher order modulation and transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3-1.
Table 6.2.3-1:  Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	Channel bandwidth / Transmission bandwidth configuration (RB)
	MPR (dB)

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	QPSK
	> 5 
	> 4 
	> 8 
	> 12
	> 16
	> 18
	≤ 1

	16 QAM
	≤ 5 
	≤ 4
	≤ 8
	≤ 12
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 2


For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5 apply.
6.2.4
UE Maximum Output Power with additional requirements 

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction A-MPR is allowed for the output power as specified in Table 6.2.2-1. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

For UE Power Class 3 the specific requirements and identified sub-clauses are specified in Table 6.2.4-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.-1 and 6.2.4-2 are in addition to the allowed MPR requirements specified in clause 6.2.3.

Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR) / Spectrum Emission requirements
	Network Signalling value
	Requirements (sub-clause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks
	A-MPR (dB)

	NS_01
	NA
	NA
	NA
	NA
	NA

	NS_03
	6.6.2.2.1
	2, 4,10, 35, 36
	3
	>5 
	≤ 1

	
	6.6.2.2.1
	2, 4,10, 35,36
	5
	>6
	≤ 1

	
	6.6.2.2.1
	2, 4,10, 35,36
	10
	>6
	≤ 1

	
	6.6.2.2.1
	2, 4,10,35,36
	15
	>8
	≤ 1

	
	6.6.2.2.1
	2, 4,10,35, 36
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2
	TBD
	TBD
	TBD
	

	NS_05
	6.6.3.3.1
	1
	10,15,20
	≥ 50 for QPSK
	≤ 1

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	n/a
	n/a

	NS_07
	6.6.2.2.3

6.6.3.3.2
	13
	10
	Table 6.2.4-2
	Table 6.2.4-2

	NS_08
	6.6.3.3.3
	19
	10, 15
	> 29
	≤ 1

	
	
	
	
	> 39
	≤ 2

	
	
	
	
	> 44
	≤ 3

	NS_[09]
	6.6.3.3.4
	21
	TBD
	TBD
	TBD

	..
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-

	


Table 6.2.4-2: A-MPR for “NS_07”

	 
	Region A
	Region B
	Region C

	RB_start1
	0 - 12
	13 – 18
	19 – 42
	43 – 49

	L_CRB2 [RBs]
	6-8
	1 to 5 and 9-50
	≥8
	≥18
	≤2

	 A-MPR [dB]
	≤ 8
	≤ 12
	≤ 12
	≤ 6
	≤ 3

	Note

1               RB_start indicates the lowest RB index of transmitted resource blocks

2               L_CRB is the length of a contiguous resource block allocation

3               For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

4               For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.
  


For the UE maximum output power modified by A-MPR, the power limits specified in subclause 6.2.5 apply.

6.2.5
Configured transmitted Power

The UE is allowed to set its configured maximum output power. The measured maximum output power PCMAX shall be within the following bounds:

PCMAX_L  –  T(PCMAX_L)  ≤  PCMAX  ≤  PCMAX_H  +  T(PCMAX_H) 

Where

· PCMAX_L = MIN { PEMAX_H – TC,  PPowerClass – MPR – A-MPR – TC}

· PCMAX_H = MIN {PEMAX_H,  PPowerClass}


· T(PCMAX) is defined by the tolerance table below and applies to PCMAX_L and PCMAX_H separately
· PEMAX_H is the value given to IE P-Max, defined in [7].  

· PPowerClass is the maximum UE power specified in Table 6.2.2-1 without taking into account the tolerance specified in the Table 6.2.2-1

· TC = 1.5 dB when Note 2 in Table 6.2.2-1 applies

· TC = 0 dB when Note 2 in Table 6.2.2-1 does not apply
Table 6.2.5-1: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   (dB)

	23 ≤ PCMAX ≤ [26/27]
	[2.0]

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	2.5

	19 ≤ PCMAX < 20
	3.5

	18 ≤ PCMAX < 19
	4.0

	13 ≤ PCMAX < 18
	5.0

	8 ≤ PCMAX < 13
	6.0

	-40 ≤ PCMAX < 8
	7.0


· PUMAX is the Maximum UE Power with possible power reduction due to modulation type, network signalling values and location near the edge of the band; it equals PCMAX when the IE P-Max, defined in [7], is not signalled.
6.3
Output power dynamics

6.3.1
(Void)

6.3.2
Minimum output power

The minimum controlled output power of the UE is defined as the broadband transmit power of the UE, i.e. the power in the channel bandwidth for all transmit bandwidth configurations (resource blocks), when the power is set to a minimum value.

6.3.2.1
Minimum requirement

The minimum output power is defined as the mean power in one sub-frame (1ms). The minimum output power shall not exceed the values specified in Table 6.3.2.1-1. 
Table 6.3.2.1-1:  Minimum output power
	
	Channel bandwidth / Minimum output power   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Minimum output power
	-40 dBm

	Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


6.3.2.1A
CA Minimum requirement

The minimum output power shall not exceed the values specified in Table 6.3.2.1-1 for each component carrier (CC). 
6.3.2.1B
UPLMA Minimum requirement

The minimum output power shall not exceed the values specified in Table 6.3.2.1-1 for each transmit antenna port  
6.3.3
Transmit OFF power

Transmit OFF power is defined as the mean power when the transmitter is OFF. The transmitter is considered to be OFF when the UE is not allowed to transmit or during periods when the UE is not transmitting a sub-frame. During measurements gaps, the UE is not considered to be OFF.

6.3.3.1.
Minimum requirement

The transmit OFF power is defined as the mean power in a duration of at least one sub-frame (1ms) excluding any transient periods. The transmit OFF power shall not exceed the values specified in Table 6.3.3.1-1. 
Table 6.3.3.1-1:  Transmit OFF power
	
	Channel bandwidth / Minimum output power   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF  power
	-50 dBm

	Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


6.3.2.1A
CA Minimum requirement

The minimum output power shall not exceed the values specified in Table 6.3.2.1-1 for each component carrier (CC). 
6.3.3.1B
UPLMA Minimum requirement

The minimum output power shall not exceed the values specified in Table 6.3.2.1-1 for each transmit antenna port  
6.3.4
ON/OFF time mask 
------------------------- TP PROPOSAL -----------------------

6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions. The spurious emission limits are specified in terms of general requirements inline with SM.329 [2] and E-UTRA operating band requirement to address UE co-existence. 
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.6.3.1
Minimum requirements

Table 6.6.3.1-1:  Boundary between E-UTRA ΔfOOB and spurious emission domain

	Channel bandwidth 
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	ΔfOOB  (MHz)
	2.8
	6
	10
	15
	20
	25


The spurious emission limits in Table 6.6.3.1-2 apply for all transmitter band configurations (RB) and channel bandwidths. 
NOTE:
In order that the measurement of spurious emissions falls within the frequency ranges that are more than ΔfOOB (MHz) from the edge of the channel bandwidth, the minimum offset of the measurement frequency from each edge of the channel should be ΔfOOB + MBW/2. MBW denotes the measurement bandwidth defined in Table 6.6.3.1-2.
Table 6.6.3.1-2: Spurious emissions limits 

	Frequency Range
	Maximum Level
	Measurement Bandwidth

	9 kHz ( f < 150 kHz
	-36 dBm
	1 kHz 

	150 kHz ( f < 30 MHz
	-36 dBm
	10 kHz 

	30 MHz ( f < 1000 MHz
	-36 dBm
	100 kHz

	1 GHz ( f < 12.75 GHz
	-30 dBm
	1 MHz


6.6.3.1A
CA Minimum requirements

The spurious emission limits in Table 6.6.3.1-2 apply for all transmitted combination of CA operating bands (5.5A), CA channel bandwidths (clause 5.6D) and CA transmitted RB configurations 
6.6.3.1B
ULMA Minimum requirements

The spurious emission limits in Table 6.6.3.1-2 apply for all transmitted combination of CA operating bands (5.5A), CA channel bandwidths (clause 5.6D) and CA transmitted RB configurations 
6.6.3.2
Spurious emission band UE co-existence

This clause specifies the requirements for the specified E-UTRA band, for coexistence with protected bands
NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
Table 6.6.3.2-1: Requirements

	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Maximum Level (dBm)
	Measurement Bandwidth (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 21, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note6,Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note 6, Note8

	
	E-UTRA band 33
	1900
	- 
	1920
	-50
	1
	Note 3

	
	E-UTRA band 39
	1880
	- 
	1920
	-50
	1
	Note 3

	2
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	3
	E-UTRA Band  1, 3, 7, 8, 20, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	4
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	5
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	7
	E-UTRA Band  1, 3, 7, 8, 20, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA Band 38
	2570
	- 
	2620
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 7, 20, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	1805
	- 
	1830
	-50
	1
	Note 4

	
	E-UTRA band 3
	1805
	- 
	1880
	-36
	0.1
	Note 2,4

	
	E-UTRA band 3
	1830
	- 
	1880
	-50
	1
	Note 4

	
	E-UTRA band 7
	2640
	-
	2690
	 -50
	1
	Note 4

	
	E-UTRA band 7
	2640
	- 
	2690
	-36
	0.1
	Note 2,4

	9
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	10
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	11
	Frequency range
	1475.9
	-
	1510.9
	-50
	1
	

	
	E-UTRA Band  1, 9, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	12
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	13
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	14

 
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	17
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	18
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-40
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	19
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-40
	1
	Note9

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	20
	E-UTRA Band  1, 3, 7, 8, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2570
	-
	2586
	-36
	0.1
	Note 2,4

	21
	Frequency range
	1475.9
	-
	1510.9
	-35
	1
	Note10

	
	E-UTRA Band  1, 9, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	…
	
	
	
	
	
	
	

	33
	E-UTRA Band  1, 3,  7, 8, 20, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 21, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	 

	38
	E-UTRA Band 1,3, 7, 8, 20, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	40
	E-UTRA Band 1, 3, 20, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	Note
	 

	1
	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

	2
	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions.  An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.6-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth.

	3
	To meet these requirements some restriction will be needed for either the operating band or protected band

	4
	Requirements are specified in terms of E-UTRA sub-bands

	5
	For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

	6
	Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network.

	7
	Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

	8
	Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

	9
	Applicable when NS_08 in section 6.6.3.3.3 is signalled by the network

	10
	Applicable when NS_[09] in section 6.6.3.3.4 is signalled by the network


6.6.3.2A
CA Spurious emission band UE co-existence
6.6.3.2A.1
CA Intra band spurious emission band UE co-existence

Table 6.6.3.2-1: Requirements (All CA bandwidth classes)
	E-UTRA   CA Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Maximum Level (dBm)
	MWB (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 21, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	[-50]
	1
	 

	
	E-UTRA band 33
	1900
	- 
	1920
	[-50]
	1
	Note 3

	
	E-UTRA band 39
	1880
	- 
	1920
	[-50]
	1
	Note 3

	
	Frequency range
	860
	-
	895
	[-50]
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	[-41]
	0.3
	Note6,Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note 6, Note8

	40
	E-UTRA Band 1, 3, 20, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	[-50]
	1
	 

	Note
	 

	1
	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

	2
	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions.  An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.6-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth (MWB).

	3
	To meet these requirements some restriction will be needed for either the operating band or protected band

	4
	N/A

	5
	For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

	6
	Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network.

	7
	Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

	8
	Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

	9
	Applicable when NS_08 in section 6.6.3.3.3 is signalled by the network

	10
	Applicable when NS_[09] in section 6.6.3.3.4 is signalled by the network


6.6.3.2A.2
CA Inter band spurious emission band UE co-existence

FFS
6.6.3.2D
CPE spurious emission band UE co-existence

	E-UTRA  CPE Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Maximum Level (dBm)
	MSW (MHz)
	Comment

	CPE_[TBD]
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Note
	


6.6.3.3
Additional spurious emissions



































