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Introduction 

This paper proposes an update of Table 4.4-1 to align TS 37.141 with the corresponding table in TS 37.104.  Band 11 has been corrected. Furthermore, band 20 and 21 have been included in the table. 
Proposal

It is proposed that the attached text is approved for TS 37.141.

{TEXT PROPOSAL}

4.4
Operating bands and Band Categories
MSR requirements are applicable for band definitions and band numbering as defined in the specifications TS 45.005 [2], TS25.104 [3], TS 25.105 [4] and TS 36.104 [5]. For the purpose of defining the MSR BS requirements, the operating bands are divided into three band categories as follows:

-
Band Category 1 (BC1): Bands for E-UTRA FDD and UTRA FDD operation

-
Band Category 2 (BC2): Bands for E-UTRA FDD, UTRA FDD and GSM/EDGE operation

-
Band Category 3 (BC3): Bands for E-UTRA TDD and UTRA TDD operation

NOTE:
For UTRA TDD, requirements in the present document cover the 1.28 Mcps UTRA TDD option.

The paired and unpaired bands for the three Band Categories are shown in Table 4.4-1 and 4.4-2, together with the corresponding E-UTRA, UTRA and GSM/EDGE band designations. In the present specification, the operating band of an MSR Base Stations is designated using the E-UTRA band number according to the tables.

Table 4.4-1: Paired bands in E-UTRA, UTRA and GSM/EDGE.

	MSR and E‑UTRA Band number
	UTRA
Band number
	GSM/EDGE

Band designation
	Uplink (UL) BS receive
UE transmit
	Downlink (DL) BS transmit 
UE receive
	Band category

	1
	I
	-
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	1

	2
	II
	PCS 1900
	1850 MHz 
	–
	1910 MHz
	1930 MHz 
	–
	1990 MHz
	2

	3
	III
	DCS 1800
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	2

	4
	IV
	-
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	1

	5
	V
	GSM 850
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	2

	6 (1)
	VI
	-
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	1 (1)

	7
	VII
	-
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	1

	8
	VIII
	E-GSM
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	2

	9
	IX
	-
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	1

	10
	X
	-
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	1

	11
	XI
	-
	1427.9 MHz 
	–
	1447.9 MHz
	1475.9 MHz  
	–
	1495.9 MHz
	1

	12
	XII
	-
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	1

	13
	XIII
	-
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	1

	14
	XIV
	-
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	1

	15
	XV
	-
	Reserved
	
	
	Reserved
	
	
	

	16
	XVI
	-
	Reserved
	
	
	Reserved
	
	
	

	17
	-
	-
	704 MHz 
	–
	716 MHz
	734 MHz
	–
	746 MHz
	1 (2)

	18
	-
	-
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	1 (2)

	19
	XIX
	-
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	1

	20
	XX
	-
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	1

	21
	XXI
	-
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	1

	NOTE 1:
The band is for UTRA only.
NOTE 2:
The band is for E-UTRA only.


Table 4.4-2: Unpaired bands in E-UTRA and UTRA.

	MSR and E‑UTRA Band number
	UTRA Band number
	Uplink (UL) BS receive
UE transmit
	Downlink (DL) BS transmit 
UE receive
	Band category

	33
	a)
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	3

	34
	a)
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	3

	35
	b)
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	3

	36
	b)
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	3

	37
	c)
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	3

	38
	d)
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	3

	39
	f)
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	3

	40
	e)
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	3


{END OF TEXT PROPOSAL}
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