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Introduction

During review of [1] the following issues requiring corrections were identified:

· initial conditions and procedure of the test method are described in the single-RAT specification, therefore there is no need to specify that having a reference to existing single-RAT specification
Proposal

It is proposed that the TP is approved and introduced in TS 37.141 [1].

References

 [1] R4-101576 TS 37.141 v.0.4.0
7.8
In-channel selectivity

7.8.1
Definition and applicability

In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. This requirement is applicable for E-UTRA carriers only.

7.8.2
Minimum Requirement

The minimum requirement is in TS 37.104 [2] subclause 7.8.1.

7.8.3
Test purpose

The purpose of this test is to verify the BS receiver ability to suppress the IQ leakage.

7.8.4
Method of testing

For this requirement Tables 5.1-1 and 5.1-2 refer to single-RAT specifications; see clause 5. The following shall apply:

· For references to TS 36.141, the method of test is specified in TS 36.141 [9], subclause 7.4.4.







7.8.5
Test Requirements

The test requirements are in TS 36.141, subclause 7.4.5. 
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