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Background and discussion
An EMC specification skeleton is proposed in [1].  The requirement for “Radiated spurious emissions” for the BS enclosure is proposed in [2]. This requirement is instead part of the core RF performance specification for GSM/EDGE in [3]. A note should be added to the scope of the EMC specification for MSR [2] in order to clarify the applicability of “Radiated spurious emissions” requirements in EMC specification.
Proposal

It is proposed that the attached text proposal is included for inclusion in TS 37.113.
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TEXT PROPOSAL:
<Start of TP>
1
Scope

The present document covers the assessment of E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Stations and associated ancillary equipment in respect of Electromagnetic Compatibility (EMC) (1). 
The present document specifies the applicable test conditions, performance assessment and performance criteria for E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Stations and associated ancillary equipment in one of the following categories:

-
MSR Base Stations for E-UTRA, UTRA and GSM/EDGE meeting the requirements of TS 37.104 [6], with conformance demonstrated by compliance to TS 37.141 [11].

-
Base Stations for E-UTRA meeting the requirements of TS 36.104 [4], with conformance demonstrated by compliance to TS 36.141 [9].

-
Base Stations for UTRA FDD meeting the requirements of TS 25.104 [2], with conformance demonstrated by compliance to TS 25.141 [7].

-
Base Stations for UTRA TDD meeting the requirements of TS 25.105 [3], with conformance demonstrated by compliance to TS 25.142 [8].

-
Base Stations for GSM/EDGE meeting the requirements of TS 45.005 [5], with conformance demonstrated by compliance to TS 51.021 [10].
Technical requirements related to the antenna port of Base Stations are not included in the present document. These are found in the relevant product standards [2-11].

The environment classification used in the present document refers to the environment classification used in IEC 61000-6-1 [12] and IEC 61000-6-3 [13].

The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.
Note 1: Technical specifications related to the radiated spurious emissions from the base station enclosure are included in the present document as part of radiated measurements. Such technical specifications can be included in relevant product standards for the effective use of the radio spectrum.
<End of TP>



