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------------------------------BEGINNING OF MODIFICATION-------------------------
A.5.1.5
E-UTRAN FDD – FDD Inter frequency handover: unknown target cell

A.5.1.5.1
Test Purpose and Environment

This test is to verify the FDD-FDD inter-frequency handover requirements for the case when the target cell is unknown as specified in section 5.1.2.1.

The test scenario comprises of two E-UTRA FDD carriers and one cell on each carrier as given in tables A.5.1.5.1-1 and A.5.1.5.1-2. No gap patterns are configured in the test case. The test consists of two successive time periods, with time durations of T1 and T2 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE is expected to detect and start to transmit the PRACH to Cell 2.
A RRC message implying handover shall be sent to the UE during period T1. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE.

Table A.5.1.5.1-1: General test parameters for the E-UTRAN FDD-FDD Inter frequency handover test case when the target cell is unknown
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1

	Initial conditions
	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	
	Neighbouring cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF channel number
	
	1, 2
	Two FDD carriers are used

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	DRX
	
	OFF
	Non-DRX test

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in 3GPP TS 36.211

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Time offset between cells
	
	3 ms
	Asynchronous cells

	T1
	s
	(5
	

	T2
	s
	1
	


Table A.5.1.5.1-2: Cell specific test parameters for the E-UTRAN FDD-FDD Inter frequency handover test case when the target cell is unknown
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.2 FDD
	OP.1 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	4
	-Infinity
	7
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 Note 2
	dBm/15 kHz
	-98
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	dB
	4
	4
	-Infinity
	7

	RSRP Note 3
	dBm/15 KHz
	-94
	-94
	-Infinity
	-91

	Propagation Condition 
	
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: 
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.




A.5.1.5.2
Test Requirements

The UE shall start to transmit the PRACH to Cell 2 less than 130 ms from the beginning of time period T2.

The rate of correct handovers observed during repeated tests shall be at least 90%.
NOTE:
The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:


RRC procedure delay = 15 ms, which is specified in section 11.2 in [2].

Tinterrupt
= 115 ms in the test. See section 5.1.2.1.2

This gives a total of 130 ms.
A.5.1.6 
E-UTRAN TDD – TDD Inter frequency handover; unknown Target Cell
A.5.1.6.1
Test Purpose and Environment

This test is to verify the TDD-TDD inter-frequency handover requirements for the case when the target cell is unknown as specified in section 5.2.2.4.

The test scenario comprises of two E-UTRA TDD carriers and one cell on each carrier as given in tables A.5.1.6.1-1 and A.5.1.6.1-2. No gap patterns are configured in the test case. The test consists of two successive time periods, with time durations of T1, T2 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE receives a RRC handover command from the network. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE.
Table A.5.1.6.1-1: General test parameters for the E-UTRAN TDD-TDD Inter-Frequency handover test case when the target cell is unknown

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.2.2.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.2.2.2

	Initial conditions
	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	
	Neighbouring cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF channel number
	
	1, 2
	Two TDD carriers

	DRX
	
	OFF
	Non-DRX test

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in 3GPP TS 36.211

	PRACH configuration
	
	53
	As specified in table 5.7.1-3 in 3GPP TS 36.211

	Time offset between cells
	
	3 (s
	Synchronous cells

	Gap pattern configuration
	
	-
	No gap pattern configured

	T1
	s
	(5
	

	T2
	s
	1
	


Table A.5.1.6.1-2: Cell specific test parameters for the E-UTRAN TDD-TDD Inter frequency handover test case when the target cell is unknown

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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 Note 3
	dBm/15 kHz
	-98

	RSRP Note 4
	dBm/15 kHz
	-94
	-94
	-Infinity
	-93
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	dB
	4
	4
	-Infinity
	5

	SCH_RP Note 4
	dBm/15 kHz
	-94
	-94
	-Infinity
	-93
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	dB
	4
	4
	-Infinity
	5

	Propagation Condition 
	
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: 
RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.5.1.6.2
Test Requirements

The UE shall start to transmit the PRACH to Cell 2 less than 130 ms from the beginning of time period T2.

The rate of correct handovers observed during repeated tests shall be at least 90%.


NOTE:
The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:


RRC procedure delay = 15 ms, which is specified in
section 11.2 in [2].

Tinterrupt
= 115 ms in the test. See section 5.2.2.4.2

This gives a total of 130 ms.
--------------------------NEXT CHANGED SECTION ----------------------------------
A.7.1
UE Transmit Timing
A.7.1.1
E-UTRAN FDD – UE Transmit Timing Accuracy Tests
A.7.1.1.1
Test Purpose and Environment
The purpose of this test is to verify that the UE is capable of following the frame timing change of the connected eNode B and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in section 7.1.2.

For this test a single cell is used. Table A.7.1.1.1-1 defines the strength of the transmitted signals and the propagation condition. The transmit timing is verified by the UE transmitting sounding reference symbols using the configuration defined in Table A.7.1.1.1-2.

Table A.7.1.1.1-1: Test Parameters for UE Transmit Timing Accuracy Tests for E-UTRAN FDD
	Parameter
	Unit
	Value

	
	
	Test 1
	Test 2
	Test 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	Channel Bandwidth (BWchannel)
	MHz
	10
	10
	1.4

	DRX cycle
	ms
	OFF
	80Note5
	OFF

	PDCCH/PCFICH/PHICH Reference measurement channelNote1
	
	R.6 FDD
	R.6 FDD
	R.8 FDD

	OCNG PatternNote2
	
	OP.2 FDD
	OP.2 FDD
	OP.4 FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RANote3
	
	
	
	

	OCNG_RBNote3
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	dBm/15 kHz
	-98
	-98
	-98
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	dB
	3
	3
	3
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	dB
	3
	3
	3

	IoNote4
	dBm/9 MHz
	-65.5
	-65.5
	N/A

	
	dBm/1.08 MHz
	N/A
	N/A
	-74.7

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For the reference measurement channels, see section A.3.1.

Note 2: For the OCNG pattern, see section A.3.2.

Note 3: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4: Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 5: DRX related parameters are defined in Table A.7.1.1.1-3.


Table A.7.1.1.1-2: Sounding Reference Symbol Configuration to be used in UE Transmit Timing Accuracy Tests for E-UTRAN FDD

	Field
	Test 1
	Test 2
	Test 3
	Comment

	
	Value
	

	srsBandwidthConfiguration
	bw5
	bw5
	bw7
	

	srsSubframeConfiguration
	sc1
	sc3
	sc1
	

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	N/A
	N/A
	N/A
	Not applicable for FDD

	srsBandwidth 
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	0
	77
	0
	SRS periodicity of 2ms and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	No cyclic shift

	Note: For further information see section 6.3.2 in 3GPP TS 36.331.


Table A.7.1.1.1-3: drx-Configuration to be used in UE Transmit Timing Accuracy Test 2 for E-UTRAN FDD

	Field
	Test2
	Comment

	
	Value
	

	onDurationTimer
	psf1
	

	drx-InactivityTimer
	psf1
	

	drx-RetransmissionTimer
	sf1
	

	longDRX-CycleStartOffset

	sf80
	

	shortDRX
	disable
	

	Note: For further information see section 6.3.2 in 3GPP TS 36.331.


A.7.1.1.2
Test Requirements

For parameters specified in Tables A.7.1.1.1-1 and A.7.1.1.1-2, the initial transmit timing accuracy, the maximum amount of timing change in one adjustment, the minimum and the maximum adjustment rate shall be within the limits defined in section 7.1.2.

The following sequence of events shall be used to verify that the requirements are met. 

For the 10MHz channel bandwith, the test sequence shall be carried out in RRC_CONNECTED for both non-DRX and DRX with a cycle length of 80 ms (Tests 1 and 2, respectively):

a) 
After a connection is set up with the cell, the test system shall verify that the UE transmit timing offset is within NTA×TS   ± 12×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1. 

b) 
The test system adjusts the downlink transmit timing for the cell by +64(TS (approximately +2µs) compared to that in (a).

c) 
The test system shall verify that for Test 1 the adjustment step size and the adjustment rate shall be according to the requirements in section 7.1.2 until the UE transmit timing offset is within NTA×TS  ± 12×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1. Skip this step for Test 2.
d) 
The test system shall verify that the UE transmit timing offset stays within NTA×TS  ± 12×TS with respect to the first detected path  (in time) of the corresponding downlink frame of cell 1.

For the 1.4MHz channel bandwith, the test sequence shall be carried out in RRC_CONNECTED for non-DRX (Tests 3):

a) 
After a connection is set up with the cell, the test system shall verify that the UE transmit timing offset is within NTA×TS   ± 24×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1. 

b) 
The test system adjusts the downlink transmit timing for the cell by +128(TS (approximately +4µs) compared to that in (a).

c) 
The test system shall verify that the adjustment step size and the adjustment rate shall be according to the requirements in section 7.1.2 until the UE transmit timing offset is within NTA×TS  ± 24×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1.

d) 
The test system shall verify that the UE transmit timing offset stays within NTA×TS  ± 24×TS with respect to the first detected path  (in time) of the corresponding downlink frame of cell 1.
A.7.1.2
E-UTRAN TDD - UE Transmit Timing Accuracy Tests
A.7.1.2.1
Test Purpose and Environment
The purpose of this test is to verify that the UE is capable of following the frame timing change of the connected eNode B and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in section 7.1.2.

For this test a single cell is used. Table A.7.1.2.1-1 defines the strength of the transmitted signals and the propagation condition. The transmit timing is verified by the UE transmitting sounding reference symbols using the configuration defined in Table A.7.1.2.1-2.

Table A.7.1.2.1-1: Test Parameters for UE Transmit Timing Accuracy Tests for E-UTRAN TDD
	Parameter
	Unit
	Value

	
	
	Test 1
	Test 2
	Test 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	Channel Bandwidth (BWchannel)
	MHz
	10
	10
	1.4

	Special subframe configurationNote1
	
	6
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1
	1

	DRX cycle
	ms
	OFF
	80Note7
	OFF

	PDCCH/PCFICH/PHICH Reference measurement channelNote3
	
	R.6 TDD
	R.6 TDD
	R.8 TDD

	OCNG PatternNote4
	
	OP.2 TDD
	OP.2 TDD
	OP.4 TDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	0
	0
	0

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RANote5
	
	
	
	

	OCNG_RBNote5
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	dBm/15 kHz
	-98
	-98
	-98
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	dB
	3
	3
	3
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	dB
	3
	3
	3

	IoNote6
	dBm/9 MHz
	-65.5
	-65.5
	N/A

	
	dBm/1.08 MHz
	N/A
	N/A
	-74.7

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3: For the reference measurement channels, see section A.3.1.

Note 4: For the OCNG pattern, see section A.3.2.

Note 5: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 6: Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 7: DRX related parameters are defined in Table A.7.1.2.1-3.


Table A.7.1.2.1-2: Sounding Reference Symbol Configuration to be used in UE Transmit Timing Accuracy Tests for E-UTRAN TDD

	Field
	Test 1
	Test 2
	Tset3
	Comment

	
	Value
	

	srsBandwidthConfiguration
	bw5
	bw5
	bw7
	

	srsSubframeConfiguration
	sc3
	sc3
	sc3
	Once every 5 subframes

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	FALSE
	FALSE
	FALSE
	

	srsBandwidth 
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	15
	85
	15
	SRS periodicity of 10 and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	No cyclic shift

	Note: For further information see section 6.3.2 in 3GPP TS 36.331.


Table A.7.1.2.1-3: DRX Configuration to be used in UE Transmit Timing Accuracy Test 2 for E-UTRAN TDD

	Field
	Test2
	Comment

	
	Value
	

	onDurationTimer
	psf1
	

	drx-InactivityTimer
	psf1
	

	drx-RetransmissionTimer
	sf1
	

	longDRX-CycleStartOffset

	sf80
	

	shortDRX
	disable
	

	Note: For further information see section 6.3.2 in 3GPP TS 36.331.


A.7.1.2.2
Test Requirements

For parameters specified in Tables A.7.1.2.1-1 and A.7.1.2.1-2, the initial transmit timing accuracy, the maximum amount of timing change in one adjustment, the minimum and the maximum adjustment rate shall be within the limits defined in section 7.1.2.

The following sequence of events shall be used to verify that the requirements are met. 

For the 10MHz channel bandwith, the test sequence shall be carried out in RRC_CONNECTED for both non-DRX and DRX with a cycle length of 80 ms (Tests 1 and 2, respectively):

a)
After a connection is set up with the cell, the test system shall verify that the UE transmit timing offset is within (NTA + 624)×TS  ± 12×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1. 

b)
The test system adjusts the downlink transmit timing for the cell by +64(TS (approximately +2µs) compared to that in (a).

c) 
The test system shall verify that for test 1 the adjustment step size and the adjustment rate shall be according to the requirements in section 7.1.2 until the UE transmit timing offset is within (NTA + 624)×TS  ± 12×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1. Skip this step for test 2.
d) 
The test system shall verify that the UE transmit timing offset stays within (NTA + 624)×TS  ± 12×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1.

For the 1.4MHz channel bandwith, the test sequence shall be carried out in RRC_CONNECTED for non-DRX (Tests 3):

a) 
After a connection is set up with the cell, the test system shall verify that the UE transmit timing offset is within (NTA +624)×TS  ± 24×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1. 

b) 
The test system adjusts the downlink transmit timing for the cell by +128(TS (approximately +4µs) compared to that in (a).

c) 
The test system shall verify that the adjustment step size and the adjustment rate shall be according to the requirements in section 7.1.2 until the UE transmit timing offset is within (NTA +624)×TS  ± 24×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1.

d) 
The test system shall verify that the UE transmit timing offset stays within (NTA +624)×TS  ± 24×TS with respect to the first detected path (in time) of the corresponding downlink frame of cell 1.
--------------------------NEXT CHANGED SECTION ----------------------------------

A.7.2.2
E-UTRAN TDD – UE Timing Advance Adjustment Accuracy Test

A.7.2.2.1
Test Purpose and Environment
The purpose of the test is to verify E-UTRAN TDD Timing Advance adjustment accuracy requirements, defined in section 7.3.2.2, in an AWGN model. 

The test parameters are given in tables A.7.2.2.1-1, A.7.2.2.1-2, and A.7.2.2.1-3. The test consists of two successive time periods, with time duration of T1 and T2 respectively. In each time period, timing advance commands are sent to the UE and Sounding Reference Signals (SRS), as specified in table A.7.2.2.1-3, are sent from the UE and received by the test equipment. By measuring the reception of the SRS, the transmit timing, and hence the timing advance adjustment accuracy, can be measured. 

During time period T1, the test equipment shall send one message with a Timing Advance Command MAC Control Element, as specified in Section 6.1.3.5 in TS 36.321. The Timing Advance Command value shall be set to 31, which according to Section 4.2.3 in TS 36.213 results in zero adjustment of the Timing Advance. In this way, a reference value for the timing advance used by the UE is established. 

During time period T2, the test equipment shall send a sequence of messages with Timing Advance Command MAC Control Elements, with Timing Advance Command value specified in table A.7.2.1.1-2. This value shall result in changes of the timing advance used by the UE, and the accuracy of the change shall then be measured, using the SRS sent from the UE. 

As specified in Section 7.3.2.1, the UE adjusts its uplink timing at sub-frame n+6 for a timing advance command received in sub-frame n. This delay must be taken into account when measuring the timing advance adjustment accuracy, via the SRS sent from the UE. 

The UE Time Alignment Timer, described in Section 5.2 in TS 36.321, shall be configured so that it does not expire in the duration of the test. 

Table A.7.2.2.1-1: General Test Parameters for E-UTRAN TDD Timing Advance Accuracy Test 

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2

	Timing Advance Command (TA) value during T1
	
	31
	NTA = 0 for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	 NTA = 128

	DRX
	
	OFF
	

	T1
	s
	5
	

	T2
	s
	5
	


Table A.7.2.2.1-2: Cell specific Test Parameters for E-UTRAN TDD Timing Advance Accuracy Test

	Parameter
	Unit
	Value

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Special subframe configurationNote1
	
	6

	Uplink-downlink configurationNote2
	
	1

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) 
	
	OP.1 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote3
	dB
	

	OCNG_RBNote3 
	dB
	

	Timing Advance Command (TA)
	
	31
	39
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	dB
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	dBm/15 KHz
	-98
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	dB
	3

	IoNote4
	dBm/9 MHz
	-65.5

	Propagation Condition 
	
	AWGN

	Note 1: For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4: Io level has been derived from other parameters for information purpose. It is not a settable parameter.


Table A.7.2.2.1-3: Sounding Reference Symbol Configuration for E-UTRAN TDD Transmit Timing Accuracy Test 

	Field
	Value
	Comment

	srsBandwidthConfiguration
	bw5
	

	srsSubframeConfiguration
	sc3
	Once every 5 subframes

	ackNackSrsSimultaneousTransmission
	FALSE
	

	srsMaxUpPTS
	N/A
	

	srsBandwidth 
	bw0
	No hopping

	srsHoppingBandwidth
	hbw0
	

	frequencyDomainPosition
	0
	

	Duration
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	15
	SRS periodicity of 10ms.

	transmissionComb
	0
	

	cyclicShift
	cs0
	No cyclic shift

	Note: For further information see section 6.3.2 in 3GPP TS 36.331.


A.7.2.2.2
Test Requirements

The UE shall apply the signalled Timing Advance value to the transmission timing at the designated activation time i.e. 6 sub frames after the reception of the timing advance command. 
The Timing Advance adjustment accuracy shall be within the limits specified in section 7.3.2.2.
A.7.3
Radio Link Monitoring

A.7.3.1
E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync

A.7.3.1.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.1.1-1, A.7.3.1.1-2 and A.7.3.1.1-3 below. There is one cell (cell 1), which is the active cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.1.1-4 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. 

Table A.7.3.1.1-1: General test parameters for E-UTRAN FDD out-of-sync testing

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	PDSCH parameters 
	
	R.0 FDD
	R.1 FDD
	R.0 FDD
	R.1 FDD
	As specified in section A.3.1.1.1.

	PCFICH/PDCCH/PHICH parameters
	
	R.6 FDD
	R.7 FDD
	R.6 FDD
	R.7 FDD
	As specified in section A.3.1.2.1. 

	Active cell
	
	Cell 1
	Cell 1
	Cell 1
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	1
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	10
	10
	

	Transmit antennas
	
	1
	2
	1
	2
	

	In sync transmission parameters
(Note 1)
	DCI format
	
	1C
	1C
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	4
	4
	

	
	(A, (B
	
	0
	-3
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	
	0
	-3
	0
	-3
	

	
	Ratio of PCFICH to RS EPRE
	
	4
	1
	4
	1
	

	Out of sync transmission parameters
(Note 1)
	DCI format
	
	1A
	1A
	1A
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	8
	8
	

	
	(A, (B
	
	0
	-3
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	4
	1
	4
	1
	

	
	Ratio of PCFICH to RS EPRE
	dB
	4
	1
	4
	1
	

	DRX
	
	OFF
	OFF
	OFF
	OFF
	

	Layer 3 filtering
	
	Enabled
	Enabled
	Enabled
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	0
	0
	0
	0
	T310 is disabled

	T311 timer
	ms
	1000
	1000
	1000
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	PUCCH 1-0
	PUCCH 1-0
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	2
	2
	2
	2
	Minimum CQI reporting periodicity

	Propagation channel
	
	AWGN
	AWGN
	ETU 70 Hz
	ETU 70 Hz
	.

	T1
	s
	1
	1
	1
	1
	


	T2
	s
	0.4
	0.4
	0.4
	0.4
	

	T3
	s
	0.5
	0.5
	0.5
	0.5
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


 Table A.7.3.1.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for out-of-sync radio link monitoring tests # 1 and # 2
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	1
	2

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.1 FDD
	OP.1 FDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-4.7
	-9.5
	-13.5
	-4.7
	-9.5
	-13.5
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:   The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 6:    The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.1.1-4.


Table A.7.3.1.1-3: Cell specific test parameters for E-UTRAN FDD (cell # 1) for out-of-sync radio link monitoring tests # 3 and # 4

	Parameter
	Unit
	Test 3
	Test 4

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	1
	2

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.1 FDD
	OP.1 FDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-1.4
	-5.5
	-11.5
	-2.3
	-6.2
	-12.2
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 6:    The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.1.1-4.
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Figure A.7.3.1.1-4 SNR variation for out-of-sync testing

A.7.3.1.2
Test Requirements

The UE behaviour in each test during time durations T1, T2 and T3 shall be as follows:
During time duration T1 and T2 the UE shall continuously report CQI according to the configured CQI mode (PUCCH 1-0) with a periodicity of 2 ms.
The UE shall stop reporting the CQI within 240 ms from the start of the time duration T3. 

The rate of correct events observed during repeated tests shall be at least 90%.

A.7.3.2
E-UTRAN FDD Radio Link Monitoring Test for In-sync
A.7.3.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.2.1-1 and A.7.3.2.1-2 below. There is one cell (cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.2.1-3 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. 

Table A.7.3.2.1-1: General test parameters for E-UTRAN FDD in-sync testing

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PDSCH parameters 
	
	R.0 FDD
	R.1 FDD
	As specified in section A.3.1.1.1.

	PCFICH/PDCCH/PHICH parameters
	
	R.6 FDD
	R.7 FDD
	As specified in section A.3.1.2.1. 

	Active cell
	
	Cell 1
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	

	Transmit antennas
	
	1
	2
	

	In sync transmission parameters
(Note 1)
	DCI format
	
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	

	
	(A, (B
	
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	
	0
	-3
	

	
	Ratio of PCFICH to RS EPRE
	
	4
	1
	

	Out of sync transmission parameters
(Note 1)
	DCI format
	
	1A
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	

	
	(A, (B
	
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	4
	1
	

	
	Ratio of PCFICH to RS EPRE
	dB
	4
	1
	

	DRX
	
	OFF
	OFF
	

	Layer 3 filtering
	
	Enabled
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	2000
	T310 is enabled

	T311 timer
	ms
	1000
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	2
	2
	Minimum CQI reporting periodicity

	Propagation channel
	
	ETU 70 Hz
	ETU 70 Hz
	

	T1
	s
	0.5
	0.5
	


	T2
	s
	0.4
	0.4
	

	T3
	s
	1.46
	1.46
	

	T4
	s
	0.4
	0.4
	

	T5
	s
	1
	1
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


Table A.7.3.2.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for in-sync radio link monitoring tests # 1 and # 2

	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	1
	2

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.1 FDD
	OP.1 FDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	`

0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-1.4 
	-5.5
	-11.5
	-6.4
	-1.4
	-2.3
	-6.2
	-12.2
	-7.3
	-2.3
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 6:    
The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.2.1-3.
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Figure A.7.3.2.1-3 SNR variation for in-sync testing



A.7.3.2.2
Test Requirements

The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:

During time duration T1, T2, T3, T4 and T5 the UE shall continuously report CQI according to the configured CQI mode (PUCCH 1-0) with a periodicity of 2 ms.
If the UE stops reporting the CQI before Point F (420 ms after the start of the time duration T5), the UE fails the tests.

The rate of correct events observed during repeated tests shall be at least 90%.

A.7.3.3
E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync

A.7.3.3.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.3.1-1, A.7.3.3.1-2 and A.7.3.3.1-3 below. There is one cell (cell 1), which is the active cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.3.1-4 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. 

Table A.7.3.3.1-1: General test parameters for E-UTRAN TDD out-of-sync testing
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	PDSCH parameters 
	
	R.0 TDD
	R.1 TDD
	R.0 TDD
	R.1 TDD
	As specified in section A.3.1.1.2.

	PCFICH/PDCCH/PHICH parameters
	
	R.6 TDD
	R.7 TDD
	R.6 TDD
	R.7 TDD
	As specified in section A.3.1.2.2. 

	Active cell
	
	Cell 1
	Cell 1
	Cell 1
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	1
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	10
	10
	

	Transmit antennas
	
	1
	2
	1
	2
	

	In sync transmission parameters
(Note 1)
	DCI format
	
	1C
	1C
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	4
	4
	

	
	(A, (B
	
	0
	-3
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	
	0
	-3
	0
	-3
	

	
	Ratio of PCFICH to RS EPRE
	
	4
	1
	4
	1
	

	Out of sync transmission parameters (Note 1)
	DCI format
	
	1A
	1A
	1A
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	8
	8
	

	
	(A, (B
	
	0
	-3
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	4
	1
	4
	1
	

	
	Ratio of PCFICH to RS EPRE
	dB
	4
	1
	4
	1
	

	DRX
	
	OFF
	OFF
	OFF
	OFF
	

	Layer 3 filtering
	
	Enabled
	Enabled
	Enabled
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	0
	0
	0
	0
	T310 is disabled

	T311 timer
	ms
	1000
	1000
	1000
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	PUCCH 1-0
	PUCCH 1-0
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	1
	1
	1
	1
	Minimum CQI reporting periodicity

	Propagation channel
	
	AWGN
	AWGN
	ETU 70 Hz
	ETU 70 Hz
	.

	T1
	s
	1
	1
	1
	1
	


	T2
	s
	0.4
	0.4
	0.4
	0.4
	

	T3
	s
	0.5
	0.5
	0.5
	0.5
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


 Table A.7.3.3.1-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for out-of-sync radio link monitoring tests # 1 and # 2
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	1
	2

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.1 TDD
	OP.1 TDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR Note 8
	dB
	-5.1
	-9.1
	-13.1
	-5.2
	-9.2
	-13.2
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	AWGN
	AWGN

	Note 1: 
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 8:    
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.3.1-4.


Table A.7.3.3.1-3: Cell specific test parameters for E-UTRAN TDD (cell # 1) for out-of-sync radio link monitoring tests # 3 and # 4

	Parameter
	Unit
	Test 3
	Test 4

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	1
	2

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.1 TDD
	OP.1 TDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR Note 8
	dB
	-1.4
	-5.3
	-11.3
	-2.3
	-5.9
	-11.9
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1: 
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 8:    
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.3.1-4.



[image: image25.emf]Qin

Qout

SNRlevel

A

B

T1 T2

T3

[200+40]ms

C

SNR1

SNR2

SNR3


Figure A.7.3.3.1-4. SNR variation for out-of-sync testing

A.7.3.3.2
Test Requirements

The UE behaviour in each test during time durations T1, T2 and T3 shall be as follows:
During time duration T1 and T2 the UE shall continuously report CQI according to the configured CQI mode (PUCCH 1-0) with a periodicity of 1 ms.
The UE shall stop reporting the CQI within 240 ms from the start of the time duration T3. 

The rate of correct events observed during repeated tests shall be at least 90%.

A.7.3.4
E-UTRAN TDD Radio Link Monitoring Test for In-sync

A.7.3.4.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.4.1-1 and A.7.3.4.1-2 below. There is one cell (cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.4.1-3 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. 
Table A.7.3.4.1-1: General test parameters for E-UTRAN TDD in-sync testing

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PDSCH parameters 
	
	R.0 TDD
	R.1 TDD
	As specified in section A.3.1.1.2.

	PCFICH/PDCCH/PHICH parameters
	
	R.6 TDD
	R.7 TDD
	As specified in section A.3.1.2.2. 

	Active cell
	
	Cell 1
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	

	Transmit antennas
	
	1
	2
	

	In sync transmission parameters
(Note 1)
	DCI format
	
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	

	
	(A, (B
	
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	
	0
	-3
	

	
	Ratio of PCFICH to RS EPRE
	
	4
	1
	

	Out of sync transmission parameters
(Note 1)
	DCI format
	
	1A
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	

	
	(A, (B
	
	0
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	4
	1
	

	
	Ratio of PCFICH to RS EPRE
	dB
	4
	1
	

	DRX
	
	OFF
	OFF
	

	Layer 3 filtering
	
	Enabled
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	2000
	T310 is enabled

	T311 timer
	ms
	1000
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	1
	1
	Minimum CQI reporting periodicity

	Propagation channel
	
	ETU 70 Hz
	ETU 70 Hz
	

	T1
	s
	0.5
	0.5
	


	T2
	s
	0.4
	0.4
	

	T3
	s
	1.46
	1.46
	

	T4
	s
	0.4
	0.4
	

	T5
	s
	1
	1
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


Table A.7.3.4.1-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for in-sync radio link monitoring tests # 1 and # 2
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	1
	2

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.1 TDD
	OP.1 TDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	`

0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR Note 8
	dB
	-1.4
	-5.3
	-11.3
	-6.4
	-1.4
	-2.3
	-5.9
	-11.9
	-7.3
	-2.3
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1: 
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 8:    
The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.4.1-3.
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Figure A.7.3.4.1-3. SNR variation for in-sync testing



A.7.3.4.2
Test Requirements

The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:

During time duration T1, T2, T3, T4 and T5 the UE shall continuously report CQI according to the configured CQI mode (PUCCH 1-0) with a periodicity of 1 ms.
If the UE stops reporting the CQI before Point F (520 ms after the start of the time duration T5), the UE fails the tests.

The rate of correct events observed during repeated tests shall be at least 90%.

A.7.3.5
E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync in DRX
A.7.3.5.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.5.1-1, A.7.3.5.1-2, A.7.3.5.1-3 and A.7.3.5.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.5.1-5 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.3.5.1-1: General test parameters for E-UTRAN FDD out-of-sync tests in DRX
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PDSCH parameters 
	
	R.1 FDD
	R.0 FDD
	As specified in section A.3.1.1.1.

	PCFICH/PDCCH/PHICH parameters
	
	R.7 FDD
	R.6 FDD
	As specified in section A.3.1.2.1. 

	Active cell
	
	Cell 1
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	

	Transmit antennas
	
	2
	1
	

	In sync transmission parameters (Note 1)
	DCI format
	
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	

	
	(A, (B
	
	-3
	0
	

	
	Ratio of PDCCH to RS EPRE
	
	-3
	0
	

	
	Ratio of PCFICH to RS EPRE
	
	1
	4
	

	Out of sync transmission parameters (Note 1)
	DCI format
	
	1A
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	

	
	(A, (B
	
	-3
	0
	

	
	Ratio of PDCCH to RS EPRE
	dB
	1
	4
	

	
	Ratio of PCFICH to RS EPRE
	dB
	1
	4
	

	DRX cycle 
	ms
	40 
	1280
	See Table A.7.3.5.1-3

	Layer 3 filtering
	
	Enabled
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	0
	0
	T310 is disabled

	T311 timer
	ms
	1000
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	2
	2
	Minimum CQI reporting periodicity

	Propagation channel
	
	ETU 70 Hz
	AWGN
	.

	T1
	s
	4
	32
	


	T2
	s
	1.6
	12.8
	

	T3
	s
	1.8
	13
	

	Note 1:
 PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


Table A.7.3.5.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for out-of-sync radio link monitoring tests # 1 and # 2 in DRX
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	2
	1

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.1 FDD
	OP.1 FDD

	(A, (B
	
	-3
	0

	PCFICH_RB
	dB
	1
	4

	PDCCH_RA
	dB
	-3
	0

	PDCCH_RB
	dB
	-3
	0

	PBCH_RA
	dB
	-3
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote1
	dB
	
	

	OCNG_RBNote1 
	dB
	
	

	SNR Note 6
	dB
	-2.3
	-6.2
	-12.2
	-4.7
	-9.5
	-13.5
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	AWGN

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 6:    The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.5.1-5.


Table A.7.3.5.1-3: DRX-Configuration for E-UTRAN FDD out-of-sync tests
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	onDurationTimer
	psf2
	psf2
	As specified in section 6.3.2 in 3GPP TS 36.331

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	sf1
	sf1
	

	longDRX-CycleStartOffset
	sf40
	sf1280
	

	shortDRX
	disable
	disable
	


Table A.7.3.5.1-4: TimeAlignmentTimer -Configuration for E-UTRAN FDD out-of-sync testing
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	TimeAlignmentTimer
	infinity
	infinity
	As specified in section 6.3.2 in 3GPP TS 36.331

	sr-ConfigIndex
	0
	0
	For further information see section 6.3.2 in 3GPP TS 36.331 and section10.1 in 3GPP TS 36.213.
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Figure A.7.3.5.1-5 SNR variation for out-of-sync testing in DRX
A.7.3.5.2
Test Requirements

The UE behaviour in each test during time durations T1, T2 and T3 shall be as follows:
In test 1 and test 2 during time duration T1 and T2 the UE shall report CQI according to the configured CQI mode (PUCCH 1-0) once every DRX cycle.
In test 1 the UE shall stop reporting the CQI within duration D1 = 900 ms from the start of the time duration T3. 
In test 2 the UE shall stop reporting the CQI within duration D1 = 6500 ms from the start of the time duration T3. 
The rate of correct events observed during repeated tests shall be at least 90%.

A.7.3.6
E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX

A.7.3.6.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.6.1-1, A.7.3.6.1-2, A.7.3.6.1-3 and A.7.3.6.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.6.1-5 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.3.6.1-1: General test parameters for E-UTRAN FDD in-sync test in DRX
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters 
	
	R.0 FDD
	As specified in section A.3.1.1.1.

	PCFICH/PDCCH/PHICH parameters
	
	R.6 FDD
	As specified in section A.3.1.2.1. 

	Active cell
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	

	E-UTRA RF Channel Number
	
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Transmit antennas
	
	1
	

	In sync transmission parameters
(Note 1)
	DCI format
	
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	

	
	(A, (B
	
	0
	

	
	Ratio of PDCCH to RS EPRE
	
	0
	

	
	Ratio of PCFICH to RS EPRE
	
	4
	

	Out of sync transmission parameters
(Note 1)
	DCI format
	
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	

	
	(A, (B
	
	0
	

	
	Ratio of PDCCH to RS EPRE
	dB
	4
	

	
	Ratio of PCFICH to RS EPRE
	dB
	4
	

	DRX cycle
	ms
	40
	See Table A.7.3.6.1-3

	Layer 3 filtering
	
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	T310 is enabled

	T311 timer
	ms
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	2
	Minimum CQI reporting periodicity

	Propagation channel
	
	AWGN
	

	T1
	s
	4
	


	T2
	s
	1.6
	

	T3
	s
	1.46
	

	T4
	s
	0.4
	

	T5
	s
	4
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


Table A.7.3.6.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for in-sync radio link monitoring test # 1 in DRX
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Transmit antennas
	
	1

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.1 FDD

	(A, (B
	
	0

	PCFICH_RB
	dB
	4

	PDCCH_RA
	dB
	0

	PDCCH_RB
	dB
	0

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote1
	dB
	

	OCNG_R BNote1
	dB
	

	SNR Note 8
	dB
	-4.7
	-9.5
	-13.5
	-8.7
	-4.7
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	dBm/15 kHz
	-98

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 6:    
The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.6.1-5.


Table A.7.3.6.1-3: DRX-Configuration for E-UTRAN FDD out-of-sync tests
	Field
	Value
	Comment

	onDurationTimer
	psf2
	As specified in section 6.3.2 in 3GPP TS 36.331

	drx-InactivityTimer
	psf1
	

	drx-RetransmissionTimer
	sf1
	

	longDRX-CycleStartOffset
	sf40
	

	shortDRX
	disable
	


Table A.7.3.6.1-4: TimeAlignmentTimer -Configuration for E-UTRAN FDD out-of-sync testing
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in section 6.3.2 in 3GPP TS 36.331

	sr-ConfigIndex
	0
	For further information see section 6.3.2 in 3GPP TS 36.331 and section10.1 in 3GPP TS 36.213.
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Figure A.7.3.6.1-5 SNR variation for in-sync testing in DRX
A.7.3.6.2
Test Requirements

The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the entire test from time period T1 to T5 the UE shall report CQI according to the configured CQI mode (PUCCH 1-0) once every DRX cycle.
The rate of correct events observed during repeated tests shall be at least 90%.

A.7.3.7
E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX
A.7.3.7.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.7.1-1, A.7.3.7.1-2, A.7.3.7.1-3 and A.7.3.7.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.7.1-5 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.3.7.1-1: General test parameters for E-UTRAN TDD out-of-sync tests in DRX
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PDSCH parameters 
	
	R.1 TDD
	R.0 TDD
	As specified in section A.3.1.1.2.

	PCFICH/PDCCH/PHICH parameters
	
	R.7 TDD
	R.6 TDD
	As specified in section A.3.1.2.2. 

	Active cell
	
	Cell 1
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	

	Transmit antennas
	
	2
	1
	

	In sync transmission parameters
(Note 1)
	DCI format
	
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	

	
	(A, (B
	
	-3
	0
	

	
	Ratio of PDCCH to RS EPRE
	
	-3
	0
	

	
	Ratio of PCFICH to RS EPRE
	
	1
	4
	

	Out of sync transmission parameters (Note 1)
	DCI format
	
	1A
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	

	
	(A, (B
	
	-3
	0
	

	
	Ratio of PDCCH to RS EPRE
	dB
	1
	4
	

	
	Ratio of PCFICH to RS EPRE
	dB
	1
	4
	

	DRX cycle 
	ms
	40 
	1280
	See Table A.7.3.7.1-3

	Layer 3 filtering
	
	Enabled
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	0
	0
	T310 is disabled

	T311 timer
	ms
	1000
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	1
	1
	Minimum CQI reporting periodicity

	Propagation channel
	
	ETU 70 Hz
	AWGN
	.

	T1
	s
	4
	32
	


	T2
	s
	1.6
	12.8
	

	T3
	s
	1.8
	13
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


Table A.7.3.7.1-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for out-of-sync radio link monitoring tests # 1 and # 2 in DRX
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Transmit antennas
	
	2
	1

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.1 TDD
	OP.1 TDD

	(A, (B
	
	-3
	0

	PCFICH_RB
	dB
	1
	4

	PDCCH_RA
	dB
	-3
	0

	PDCCH_RB
	dB
	-3
	0

	PBCH_RA
	dB
	-3
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote3
	dB
	
	

	OCNG_RBNote3 
	dB
	
	

	SNR Note 8
	dB
	-2.3
	-5.9
	-11.9
	-5.1
	-9.1
	-13.1
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	AWGN

	Note 1: 
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 8:    
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.7.1-5.


Table A.7.3.7.1-3: DRX-Configuration for E-UTRAN TDD out-of-sync tests
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	onDurationTimer
	psf2
	psf2
	As specified in section 6.3.2 in 3GPP TS 36.331

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	sf1
	sf1
	

	longDRX-CycleStartOffset
	sf40
	sf1280
	

	shortDRX
	disable
	disable
	


Table A.7.3.7.1-4: TimeAlignmentTimer -Configuration for E-UTRAN TDD out-of-sync testing
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	TimeAlignmentTimer
	infinity
	infinity
	As specified in section 6.3.2 in 3GPP TS 36.331

	sr-ConfigIndex
	0
	0
	For further information see section 6.3.2 in 3GPP TS 36.331 and section10.1 in 3GPP TS 36.213.
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Figure A.7.3.7.1-5 SNR variation for out-of-sync testing in DRX
A.7.3.7.2
Test Requirements

The UE behaviour in each test during time durations T1, T2 and T3 shall be as follows:
In test 1 and test 2 during time duration T1 and T2 the UE shall report CQI according to the configured CQI mode (PUCCH 1-0) once every DRX cycle.
In test 1 the UE shall stop reporting the CQI within duration D1 = 900 ms from the start of the time duration T3. 
In test 2 the UE shall stop reporting the CQI within duration D1 = 6500 ms from the start of the time duration T3. 
The rate of correct events observed during repeated tests shall be at least 90%.

A.7.3.8
E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX

A.7.3.8.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.8.1-1, A.7.3.8.1-2, A.7.3.8.1-3 and A.7.3.8.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.8.1-5 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.3.8.1-1: General test parameters for E-UTRAN TDD in-sync test in DRX
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters 
	
	R.0 TDD
	As specified in section A.3.1.1.2.

	PCFICH/PDCCH/PHICH parameters
	
	R.6 TDD
	As specified in section A.3.1.2.2. 

	Active cell
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	CP length

	
	Normal
	

	E-UTRA RF Channel Number
	
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Transmit antennas
	
	1
	

	In sync transmission parameters
(Note 1)
	DCI format
	
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	

	
	(A, (B
	
	0
	

	
	Ratio of PDCCH to RS EPRE
	
	0
	

	
	Ratio of PCFICH to RS EPRE
	
	4
	

	Out of sync transmission parameters
(Note 1)
	DCI format
	
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	

	
	(A, (B
	
	0
	

	
	Ratio of PDCCH to RS EPRE
	dB
	4
	

	
	Ratio of PCFICH to RS EPRE
	dB
	4
	

	DRX cycle
	ms
	40
	See Table A.7.3.8.1-3

	Layer 3 filtering
	
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	T310 is enabled

	T311 timer
	ms
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	1
	Minimum CQI reporting periodicity

	Propagation channel
	
	AWGN
	

	T1
	s
	4
	


	T2
	s
	1.6
	

	T3
	s
	1.46
	

	T4
	s
	0.4
	

	T5
	s
	4
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


Table A.7.3.8.1-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for in-sync radio link monitoring test # 1 in DRX
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Transmit antennas
	
	1

	Special subframe configurationNote1
	
	6

	Uplink-downlink configurationNote2
	
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.1 TDD

	(A, (B
	
	0

	PCFICH_RB
	dB
	4

	PDCCH_RA
	dB
	0

	PDCCH_RB
	dB
	0

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote3
	dB
	

	OCNG_RBNote3 
	dB
	

	SNR Note 8
	dB
	-5.1
	-9.1
	-13.1
	-9.1
	-5.1
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	dBm/15 kHz
	-98

	Propagation condition
	
	AWGN

	Note 1: 
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.
Note 8:    
The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.8.1-5.


Table A.7.3.8.1-3: DRX-Configuration for E-UTRAN TDD out-of-sync tests
	Field
	Value
	Comment

	onDurationTimer
	psf2
	As specified in section 6.3.2 in 3GPP TS 36.331

	drx-InactivityTimer
	psf1
	

	drx-RetransmissionTimer
	sf1
	

	longDRX-CycleStartOffset
	sf40
	

	shortDRX
	disable
	


Table A.7.3.8.1-4: TimeAlignmentTimer -Configuration for E-UTRAN TDD out-of-sync testing
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in section 6.3.2 in 3GPP TS 36.331

	sr-ConfigIndex
	0
	For further information see section 6.3.2 in 3GPP TS 36.331 and section10.1 in 3GPP TS 36.213.



[image: image35.emf]Qin

Qout

SNRlevel

A B C D E F

T1

T2

T3 T4 T5

[1080+40] ms

SNR1

SNR2

SNR3

SNR4

SNR5


Figure A.7.3.8.1-5 SNR variation for in-sync testing in DRX
A.7.3.8.2
Test Requirements

The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the entire test from time period T1 to T5 the UE shall report CQI according to the configured CQI mode (PUCCH 1-0) once every DRX cycle.
The rate of correct events observed during repeated tests shall be at least 90%.

--------------------------NEXT CHANGED SECTION ----------------------------------

A.8.1.3
E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
A.8.1.3.1
Test Purpose and Environment
The purpose of the two tests is to verify that the UE makes correct reporting of an event in DRX. The tests will partly verify the FDD-FDD intra-frequency cell search in DRX requirements in section 8.1.2.2.1.2. 

The test parameters are given in Tables A.8.1.3.1-1, A.8.1.3.1-2, A.8.1.3.1-3 and A.8.1.3.1-4. In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2. 
In Test 1 UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

In Test 2 the uplink time aligment is not maintained and UE needs to use RACH to obtain UL allocation for measurement reporting.
Table A.8.1.3.1-1: General test parameters for E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells when DRX is used
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1

	Active cell
	
	Cell 1
	

	Neighbour cell
	
	Cell 2
	Cell to be identified.

	E-UTRA RF Channel Number
	
	1
	One FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-3
	

	CP length
	
	Normal
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	ON
	DRX related parameters are defined in Table A.8.1.3.1-3

	Time offset between cells
	
	3 (s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	30
	


Table A.8.1.3.1-2: Cell specific test parameters for E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells when DRX is used
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	-3.79
	-Infinity
	1.54
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 Note 2
	dBm/15 KHz
	-98
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	dB
	4
	4
	-Infinity
	7

	RSRP Note 3
	dBm/15 KHz
	-94
	-94
	-Infinity
	-91

	SCH_RP Note 3
	dBm/15 KHz
	-94
	-94
	-Infinity
	-91

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.1.3.1-3: DRX-Configuration for E-UTRAN FDD-FDD intra-frequency event triggered reporting in DRX under fading propagation conditions in synchronous cells
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	onDurationTimer
	psf1
	psf1
	As specified in section 6.3.2 in 3GPP TS 36.331

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	sf1
	sf1
	

	longDRX-CycleStartOffset
	sf40
	sf1280
	

	shortDRX
	disable
	disable
	


Table A.8.1.3.1-4: TimeAlignmentTimer -Configuration for E-UTRAN FDD-FDD intra-frequency event triggered reporting in DRX under fading propagation conditions in synchronous cells
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	TimeAlignmentTimer
	sf500
	sf500
	As specified in section 6.3.2 in 3GPP TS 36.331

	sr-ConfigIndex
	0
	0
	For further information see section 6.3.2 in 3GPP TS 36.331 and section10.1 in 3GPP TS 36.213.


A.8.1.3.2
Test Requirements

In Test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 800 ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2 to the moment when the UE send the measurement report on PUSCH.

In Test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 25600 ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2 to the moment when the UE starts to send preambles on the PRACH for scheduling request (SR) to obtain allocation to send the measurement report on PUSCH.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.
NOTE 1:
The actual overall delays measured in the test may be up to one DRX cycle higher than the 


measurement reporting delays above because UE is allowed to delay the initiation of the measurement 

reporting procedure to the next until the Active Time.
NOTE 2:
In order to calculate the rate of correct events the system simulator shall verify that it has received 


correct Event A3 measurement report.
A.8.1.4
E-UTRAN FDD-FDD inter-frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used
A.8.1.4.1
Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event in DRX when L3 filtering is used. This test will partly verify the FDD-FDD inter-frequency cell search in DRX requirements in section 8.1.2.3.1.2 and the UE behaviour with the filterCoefficent defined in [2].
The test parameters are given in Tables A.8.1.4.1-1, A.8.1.4.1-2, A.8.1.4.1-3 and A.8.1.4.1-4. In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 and the filter coefficient is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively.
The uplink time aligment is not maintained and UE needs to use RACH to obtain UL allocation for measurement reporting.
Table A.8.1.4.1-1: General test parameters for E-UTRAN FDD-FDD inter-frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1

	Active cell
	
	Cell 1
	

	Neighbour cell
	
	Cell 2
	Cell to be identified.

	E-UTRA RF Channel Number
	
	1, 2
	Two FDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Neighbour A3-Offset Ofn
	dB
	-14
	

	CP length
	
	Normal
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	dB
	0
	

	Filter coefficient
	
	9
	L3 filtering is used

	DRX
	
	ON
	DRX related parameters are defined in Table A.8.1.3.1-3

	Time offset between cells
	
	3 ms
	Asynchronous cells

	T1
	S
	30
	

	T2
	S
	7
	


Table A.8.1.4.1-2: Cell specific test parameters for E-UTRAN FDD-FDD inter-frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	4
	4
	24
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	dBm/15 KHz
	-98
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	dB
	4
	4
	4
	24

	RSRP Note 3
	dBm/15 KHz
	-94
	-94
	-94
	-74

	SCH_RP Note 3
	dBm/15 KHz
	-94
	-94
	-94
	-74

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.1.4.1-3: DRX-Configuration for E-UTRAN FDD-FDD inter-frequency event triggered reporting in DRX under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used
	Field
	Value
	Comment

	onDurationTimer
	psf1
	As specified in section 6.3.2 in 3GPP TS 36.331

	drx-InactivityTimer
	psf1
	

	drx-RetransmissionTimer
	sf1
	

	longDRX-CycleStartOffset
	sf1280
	

	shortDRX
	disable
	


Table A.8.1.4.1-4: TimeAlignmentTimer -Configuration for E-UTRAN FDD-FDD inter-frequency event triggered reporting in DRX under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used
	Field
	Value
	Comment

	TimeAlignmentTimer
	sf500
	As specified in section 6.3.2 in 3GPP TS 36.331

	sr-ConfigIndex
	0
	For further information see section 6.3.2 in 3GPP TS 36.331 and section10.1 in 3GPP TS 36.213.


A.8.1.4.2
Test Requirements

The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 6400 ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2 to the moment when the UE starts to send preambles on the PRACH for scheduling request (SR) to obtain allocation to send the measurement report on PUSCH.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.
NOTE 1:
The actual overall delays measured in the test may be up to one DRX cycle higher than the 


measurement reporting delays above because UE is allowed to delay the initiation of the measurement 

reporting procedure to the next until the Active Time.
NOTE 2:
In order to calculate the rate of correct events the system simulator shall verify that it has received 


correct Event A3 measurement report.
--------------------------NEXT CHANGED SECTION ----------------------------------

A.8.2.2
E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
A.8.2.2.1
Test Purpose and Environment
The purpose of the two tests is to verify that the UE makes correct reporting of an event in DRX. The tests will partly verify the TDD-TDD intra-frequency cell search in DRX requirements in section 8.1.2.2.1.2. 

The test parameters are given in Tables A.8.1.3.1-1, A.8.1.3.1-2, A.8.1.3.1-3 and A.8.1.3.1-4. In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2. 
In Test 1 UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time aligment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

In Test 2 the uplink time aligment is not maintained and UE needs to use RACH to obtain UL allocation for measurement reporting.
Table A.8.2.2.1-1: General test parameters for E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells when DRX is used
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2

	Active cell
	
	Cell 1
	

	Neighbour cell
	
	Cell 2
	Cell to be identified.

	E-UTRA RF Channel Number
	
	1
	One TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-3
	

	CP length
	
	Normal
	

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211. The same configuration in both cells

	Hysteresis
	dB
	0
	

	Time To Trigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	ON
	DRX related parameters are defined in Table A.8.2.2.1-3

	Time offset between cells
	
	3 (s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	30
	


Table A.8.2.2.1-2: Cell specific test parameters for E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells when DRX is used
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.




Table A.8.2.2.1-3: DRX-Configuration for E-UTRAN TDD-TDD intra-frequency event triggered reporting in DRX under fading propagation conditions in synchronous cells
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	onDurationTimer
	psf1
	psf1
	As specified in section 6.3.2 in 3GPP TS 36.331

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	sf1
	sf1
	

	longDRX-CycleStartOffset
	sf40
	sf1280
	

	shortDRX
	disable
	disable
	


Table A.8.2.2.1-4: TimeAlignmentTimer -Configuration for E-UTRAN TDD-TDD intra-frequency event triggered reporting in DRX under fading propagation conditions in synchronous cells
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	TimeAlignmentTimer
	sf500
	sf500
	As specified in section 6.3.2 in 3GPP TS 36.331

	sr-ConfigIndex
	0
	0
	For further information see section 6.3.2 in 3GPP TS 36.331 and section 10.1 in 3GPP TS 36.213.


A.8.2.2.2
Test Requirements

In Test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 800 ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2 to the moment when the UE send the measurement report on PUSCH.

In Test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 25600 ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2 to the moment when the UE starts to send preambles on the PRACH for scheduling request (SR) to obtain allocation to send the measurement report on PUSCH.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:
The actual overall delays measured in the test may be up to one DRX cycle higher than the measurement reporting delays above because UE is allowed to delay the initiation of the measurement reporting procedure to the next until the Active Time.
NOTE 2:
In order to calculate the rate of correct events the system simulator shall verify that it has received 


correct Event A3 measurement report.
--------------------------NEXT CHANGED SECTION ----------------------------------

A.8.3.2
E-UTRAN FDD-FDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells

A.8.3.2.1
Test Purpose and Environment

The purpose of these tests is to verify that the UE makes correct reporting of an event in DRX. These test will partly verify the FDD-FDD inter-frequency cell search requirements when DRX is used in section 8.1.2.3. 

The common test parameters are given in Tables A.8.3.2.1-1 and A.8.3.2.1-2. DRX configuration for Test1 and Test2 are given in Table A.8.3.2.1-3 and time alignment timer and scheduling request related parameters in Table A.8.3.2.1-4. In this tests, there are two cells on different carrier frequencies and gap pattern configuration # 0 as defined in Table 8.1.2.1-1 is provided. 
In Test 1 UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time aligment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle. In Test 2 the uplink time aligment is not maintained and UE needs to use RACH to obtain UL allocation for measurement reporting.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The tests consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2. 

Table A.8.3.2.1-1: General test parameters for E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions

	Parameter
	Unit
	Test 1
	Test 2
	Comment

	
	
	Value
	

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1 Note that UE may only be allocated at On Duration  

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1. 

	E-UTRA RF Channel Number
	
	1, 2
	Two FDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	A3-Offset
	dB
	-6
	

	Hysteresis
	dB
	0
	

	CP length
	
	Normal
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	DRX
	
	ON
	DRX related parameters are defined in Table A.8.3.2.1-3 

	Time offset between cells
	
	3 ms
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	5
	30
	


Table A.8.3.2.1-2: Cell specific test parameters for E-UTRAN FDD-FDD inter-frequency event triggered reporting under fading propagation conditions in synchronous cells

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.3.2.1-3: drx-Configuration to be used in E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	onDurationTimer
	psf1
	psf1
	

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	sf1
	sf1
	

	longDRX-CycleStartOffset

	sf40
	sf1280
	

	shortDRX
	disable
	disable
	

	Note: For further information see section 6.3.2 in 3GPP TS 36.331.


Table A.8.3.2.1-4: TimeAlignmentTimer and sr-ConfigIndex -Configuration to be used in E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	TimeAlignmentTimer
	sf500
	sf500
	For further information see section 6.3.2 in 3GPP TS 36.331.

	sr-ConfigIndex
	0
	0
	For further information see section 6.3.2 in 3GPP TS 36.331 and section10.1 in 3GPP TS 36.213..


A.8.3.2.2
Test Requirements

In Test1 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 3840 ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2, to the moment when the UE send the measurement report on PUSCH.
In Test2 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 20*1280ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2, to the moment when the UE starts to send preambles on the PRACH for scheduling request (SR) to obtain allocation to send the measurement report on PUSCH. 

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.

NOTE 1:
The actual overall delays measured in the test may be up to one DRX cycle higher than the measurement reporting delays above because UE is allowed to delay the initiation of the measurement reporting procedure to the next until the Active Time.

NOTE 2: 
In order to calculate the rate of correct events the system simulator shall verify that it has received correct Event A3 measurement report

--------------------------NEXT CHANGED SECTION ----------------------------------

A.8.4.2
E-UTRAN TDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells

A.8.4.2.1
Test Purpose and Environment

The purpose of these tests is to verify that the UE makes correct reporting of an event in DRX. These test will partly verify the TDD-TDD inter-frequency cell search requirements when DRX is used in section 8.1.2.3. 

The common test parameters are given in Tables A.8.4.2.1-1 and A.8.4.2.1-2. DRX configuration for Test1 and Test2 are given in Table A.8.4.2.1-3 and time alignment timer and scheduling request related parameters in Table A.8.4.2.1-4. In these tests, there are two cells on different carrier frequencies and gap pattern configuration # 0 as defined in Table 8.1.2.1-1 is provided. 
In Test 1 UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time aligment timer to keep UE uplink time aligmend. Furhtermore UE is allocated with PUSCH resource at every DRX cycle. In Test 2 the uplink time aligment is not maintained and UE needs to use RACH to obtain UL allocation for measurement reporting.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The tests consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 2. 

Table A.8.4.2.1-1: General test parameters for E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions

	Parameter
	Unit
	Test 1
	Test 2
	Comment

	
	
	Value
	

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2. Note that UE may only be allocated at On Duration  

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2. 

	E-UTRA RF Channel Number
	
	1, 2
	Two TDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	Uplink-downlink configuration
	
	1
	As specified in 3GPP TS 36.211 section 4.2 Table 4.2-2

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	A3-Offset
	dB
	-6
	

	Hysteresis
	dB
	0
	

	CP length
	
	Normal
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	PRACH configuration
	
	4
	As specified in table 5.7.1-3 in TS 36.211

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	DRX
	
	ON
	DRX related parameters are defined in Table A.8.4.2.1-3 

	Time offset between cells
	
	3 (s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	30
	


Table A.8.4.2.1-2: Cell specific test parameters for E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in synchronous cells

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 TDD) and in A.3.2.1.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.4.2.1-3: drx-Configuration to be used in E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	onDurationTimer
	psf1
	psf1
	

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	sf1
	sf1
	

	longDRX-CycleStartOffset

	sf40
	sf1280
	

	shortDRX
	disable
	disable
	


Table A.8.4.2.1-4: TimeAlignmentTimer and sr-ConfigIndex -Configuration to be used in E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions
	Field
	Test1
	Test2
	Comment

	
	Value
	Value
	

	TimeAlignmentTimer
	sf500
	sf500
	For further information see section 6.3.2 in 3GPP TS 36.331.

	sr-ConfigIndex
	0
	0
	For further information see section 6.3.2 in 3GPP TS 36.331 and 10.1 in 3GPP TS 36.213.


A.8.4.2.2
Test Requirements

In Test1 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 3840 ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2, to the moment when the UE send the measurement report on PUSCH.
In Test2 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 20*1280ms from the beginning of time period T2. The measurement reporting delay is defined as the time from the beginning of time period T2, to the moment when the UE starts to send preambles on the PRACH for scheduling request (SR) to obtain allocation to send the measurement report on PUSCH. 

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.

NOTE 1:
The actual overall delays measured in the test may be up to one DRX cycle higher than the measurement reporting delays above because UE is allowed to delay the initiation of the measurement reporting procedure to the next until the Active Time.

NOTE 2: 
In order to calculate the rate of correct events the system simulator shall verify that it has received correct Event A3 measurement report

----------------------------END OF CHANGES ----------------------------------
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