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1. Introduction

This document is intended to clarify the necessity of “Performance Part” in DB-DC-HSDPA.
2. Background
A work item on the addition of new band class combinations (II+V and I+XI) for DB-DC-HSDPA was approved in RAN#48[1]. Although the initial WI proposal did not include performance part, in the course of discussion, there was a question if performance part was needed. As a consequence, the approved WI was “full set”: feature, core and performance parts. We would like to confirm with RAN4 experts if the performance part is necessary/required.
3. Discussion
The table below is a summary of RAN4 CRs for the introduction of DB-DC-HSDPA and sections for performance part. It is observed that there’s no performance part included in the CR[2]. It looks like the DB-DC-HSDPA WI was planned not to touch the performance part.
	
	Sections Changed in the DB-DC-HSDPA introduction WI CR[2]
	Sections Designated as “Performance Part” in RAN4 [3]

	25.101
(R4-094215)
	3, 5, 7 
	8, 9, 10, 11 (except. 9.3 on CQI)

	25.104
(R4-094211)
	3.2, 5.2, 6.1, 6.8.4, 6.8.4.1 
	8

	25.133
(R4-094587)
	8.1.2.3 
	9, Annex A(with note)

	25.141
(R4-094214)
	3.3, 3.4.1, 4.1.2, 4.2.1, 6.1, 6.7.3, Annex B.1.6, Annex F, Annex G.1 
	8


Table 1. Comparison of DB-DC-HSDPA CRs and Performance Parts in RAN4 Spec.


In the new WI adding band combinations, there’s no intention to divert from the original scheme. Thus it seems that we can obsolete the performance part from the current WI: the WI can be reduced to “core requirements only”. 
4. Conclusion

This contribution is to clarify the necessity of performance part in DB-DC-HSDPA.
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