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	In the current specification, the requirements of RRC release redirection to UTRA TDD is missing.

	
	

	Summary of change:
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	Adding the requirements of RRC release redirection to UTRA TDD. The time delay requirement is defined as:

Tconnection_release_redirect_UTRA TDD = TRRC_procedure_delay + Tidentify-UTRA TDD + TSI-UTRA TDD + TRA
Side conditions are defined same as that on enhanced cell identification requirements for UTRA TDD, i.e. P-CCPCH_EC/IO ≥ [-7] dB and DwPCH_EC/IO ≥ [-1] dB
TRRC_procedure_delay = 110ms.

Tidentify-UTRA TDD = 500ms.


	
	

	Consequences if 
(

not approved:
	The RRC release redirection to UTRA TDD will not be supported.

	
	

	Clauses affected:
(

	New sub-clause 6.3.2.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS36.521-3 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


6.3.2.3
RRC connection release with redirection to UTRAN TDD

The UE shall be capable of performing the RRC connection release with redirection to the target UTRAN TDD cell within Tconnection_release_redirect_UTRA TDD. 

The time delay (Tconnection_release_redirect_UTRA TDD) is the time between the end of the last TTI containing the RRC command, “RRCConnectionRelease” [2] on the E-UTRAN PDSCH and the time the UE starts to send random access to the target UTRA TDD cell. The time delay (Tconnection_release_redirect_UTRA TDD) shall be less than:
Tconnection_release_redirect_UTRA TDD = TRRC_procedure_delay + Tidentify-UTRA TDD + TSI-UTRA TDD + TRA

The target UTRA TDD cell shall be considered detectable when: 

-
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TRRC_procedure_delay: It is the RRC procedure for processing the received message “RRCConnectionRelease”. It shall be less than 110 ms. 

Tidentify-UTRA TDD: It is the time to identify the target UTRA TDD cell. It shall be less than 500 ms.

TSI-UTRA TDD: It is the time required for acquiring all the relevant system information of the target UTRA TDD cell. This time depends upon whether the UE is provided with the relevant system information of the target UTRA TDD cell or not by the E-UTRAN before the RRC connection is released.

TRA: It is the delay caused due to the random access procedure when sending random access to the target UTRA TDD cell. 
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