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--------------------------------------------------------- Beginning of Change ------------------------------------------------------------
6.2
Transmit power

6.2.1
UE maximum output power

The following Power Classes define the nominal maximum output power. The nominal power defined is the broadband transmit power of the UE, i.e. the power in a bandwidth of at least (1+α) times the chip rate of the radio access mode. The period of measurement shall be at least one timeslot. For DC-HSUPA, the nominal transmit power is defined by the sum of the broadband transmit power of each carrier in the UE.
Table 6.1: UE Power Classes

	Operating Band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	Band I
	+33
	+1/-3
	+27
	+1/-3
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band II
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band III
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band IV
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band V
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band VI
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band VII
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band VIII
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band IX
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band X
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XI
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XII
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XIII
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band IV
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XIX
	
	
	
	
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XX
	
	
	
	
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XXI
	
	
	
	
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XXV
	
	
	
	
	+24
	+1/-4
	23
	+2/-3
	+21
	+2/-3


NOTE:
The tolerance allowed for the nominal maximum output power applies even for the multi-code DPDCH transmission mode.

For the UE which supports DB-DC-HSDPA configuration in Table 6.1aB, the lower side of the tolerance in Table 6.1 is allowed to be adjusted by the amount given in Table 6.1aB for the applicable bands.

Table 6.1aB Allowed adjustment in lower side of tolerance for UE which supports DB-DC-HSDPA

	DB-DC-HSDPA Configuration
	Maximum allowed adjustment

in lower side of tolerance (dB)
	Applicable bands

	1
	-0.3
	I, VIII

	2
	-1
	II, IV

	3
	-0.3
	I, V

	4
	-1
	I, XI

	5
	-0.3
	II, V

	NOTE:
The requirements reflect what can be achieved with the present state of the art technology. They shall be reconsidered when the state of the art technology progresses.


For the UE which supports dual band 4C-HSDPA configuration in Table 6.1aC, the lower side of the tolerance in Table 6.1 is allowed to be adjusted by the amount given in Table 6.1aC for the applicable bands.

Table 6.1aC Allowed adjustment in lower side of tolerance for UE which supports dual band 4C-HSDPA

	Dual Band

4C-HSDPA Configuration
	Maximum allowed adjustment in lower side of tolerance (dB)
	Applicable bands

	I-2-VIII-1, I-3-VIII-1
	-0.3
	I, VIII

	II-1-IV-2, II-2-IV-1, II-2-IV-2
	-1
	II, IV

	I-1-V-2, I-2-V-1, I-2-V-2
	-0.3
	I, V

	NOTE:
The requirements reflect what can be achieved with the present state of the art technology. They shall be reconsidered when the state of the art technology progresses.


--------------------------------------------------- Unchanged sections omitted ----------------------------------------------------------
6.6.2
Out of band emission

Out of band emissions are unwanted emissions immediately outside the nominal channel resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and Adjacent Channel Leakage power Ratio.

6.6.2.1
Spectrum emission mask

The spectrum emission mask of the UE applies to frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency. The out of channel emission is specified relative to the RRC filtered mean power of the UE carrier.
6.6.2.1.1
Minimum requirement

The power of any UE emission shall not exceed the levels specified in Table 6.10. The absolute requirement is based on a -50 dBm/3.84 MHz minimum power threshold for the UE. This limit is expressed for the narrower measurement bandwidths as -55.8 dBm/1 MHz and -71.1 dBm/30 kHz. The requirements are applicable for all values of (c, (d, (hs, (ec and (ed as specified in [8]. The requirements assume that the UE output power shall be maximum level.
	Table 6.10: Spectrum Emission Mask Requirement

Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Measurement bandwidth 

	
	Relative requirement
	Absolute requirement
	

	2.5 - 3.5
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	-71.1 dBm
	30 kHz 
(Note 3)

	3.5 - 7.5
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	-55.8 dBm
	1 MHz 
(Note 4)

	7.5 - 8.5
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	-55.8 dBm
	1 MHz
(Note 4)

	8.5 - 12.5 MHz
	-49 dBc
	-55.8 dBm
	1 MHz
(Note 4)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 4:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.




For operation in band II, IV, V, X, XII, XIII, XIV and XXV the minimum requirement is calculated from the minimum requirement in table 6.10 or the applicable additional requirement in Tables 6.10A, 6.10B or 6.10C, whichever is the tighter requirement.

	Table 6.10A: Additional spectrum emission limits for Bands II, IV, X and XXV
Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band II, IV, X
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	4.0MHz ( f_offset < 12.0 MHz
	-13 dBm
	1 MHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




Table 6.10B: Additional spectrum emission limits for Band V

	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band V
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	3.55MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




	Table 6.10C: Additional spectrum emission limits for Bands XII, XIII,  XIV

Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band XII, XIII,  XIV
	Measurement bandwidth


	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.585MHz
	-13 dBm
	30 kHz 

	2.6 MHz ( (f ( 12.45 MHz
	2.65MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth specified in tables 6.10, 6.10A, 6.10B and 6.10C. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth. 

6.6.2.1A
Additional Spectrum emission mask for DC-HSUPA

The spectrum emission mask of the UE applies to frequencies, which are between 5 MHz and 20 MHz away from the UE centre frequency of the two assigned channel frequencies. The requirements assume that the UE output power shall be maximum level.
6.6.2.1A.1
Minimum requirement

The power of any UE emission shall not exceed the levels specified in Table 6.10D for the specified channel bandwidth.

Table 6.10D: Spectrum emission mask for DC-HSUPA 

	Δf

(MHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	-18
	30 kHz 

	( 6-10
	-10
	1 MHz


	( 10-19
	-13
	1 MHz

	( 19-20
	-25
	1 MHz

	Note:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




6.6.2.1A.2
Additional requirement for band II, IV, V , X and XXV
The UE shall meet an additional requirement specified in Table 6.10E for band II, IV, V, X and XXV.
	Table 6.10E: Additional spectrum emission mask for DC-HSUPA in band II, IV, V, X and XXV
Δf

(MHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	-18
	30 kHz 

	( 6-19
	-13
	1 MHz

	( 19-20
	-25
	1 MHz

	Note:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




--------------------------------------------------- Unchanged sections omitted ----------------------------------------------------------
6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329 [2].

6.6.3.1
Minimum requirement

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.

Table 6.12: General spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm


Table 6.13: Additional spurious emissions requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84MHz
	-67 dBm *
-60 dBm 

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm


	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
- 60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm 

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm


	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	VI
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm *

-60 dBm

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm ** & *

-60 dBm **

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm *

-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm **

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm***

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm***

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm**

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	769 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm ***

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm ***

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	XXI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	1 MHz
	-35 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm **

	Note *
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement

Note **
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions 

Note ***
This requirement is applicable also for frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency. 


6.6.3.1A
Additional requirement for DC-HSUPA

The requirements in Table 6.12A are only applicable for frequencies, which are greater than 20 MHz away from the centre of the assigned carrier frequencies when dual adjacent carriers are assigned on the uplink.

Table 6.12A: General spurious emissions requirements for DC-HSUPA

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm


The requirements in Table 6.13A are only applicable for frequencies, which are greater than 25 MHz away from the centre of the assigned frequencies when dual adjacent carriers are assigned on the uplink.

Table 6.13A: Additional spurious emissions requirements for DC-HSUPA

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84MHz
	-67 dBm *
-60 dBm 

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-55 dBm

	
	1884.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
- 60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm 

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	VI
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	1 MHz
	-37 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-57 dBm *, ***

-50 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm *

-60 dBm

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm ** & *

-60 dBm **

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm *

-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm **

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-30 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	811 MHz ( f ( 821 MHz
	3.84 MHz
	-50 dBm ***

	
	791 MHz ( f ( 811 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	1 MHz
	-37 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm **

	Note *
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.12A are permitted for each UARFCN used in the measurement

Note **
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, measurements with a level up to the applicable requirements defined in Table 6.12A are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions 

Note ***
This requirement is applicable also for frequencies, which are between 5 MHz and 25 MHz away from the UE centre carrier frequency. 


--------------------------------------------------- Unchanged sections omitted ----------------------------------------------------------
7.6.1B
Additional requirement for DC-HSUPA (In-band blocking)
The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.6B and Table 7.6C. In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.
Table 7.6B: In-band blocking for DC-HSUPA

	Parameter
	Unit
	Level

	Iblocking mean power (modulated)
	dBm
	-56
	-44

	Fuw offset

(NOTE 3)
	
	=(10 MHz
	(-15 MHz

&

(15 MHz

	Fuw

(Band I operation)
	MHz
	2102.4( f (2177.6
	2095( f (2185

	Fuw

(Band II operation)
	MHz
	1922.4( f (1997.6
	1915( f (2005

	Fuw
(Band III operation)
	MHz
	1797.4( f (1887.6
	1790( f (1895

	Fuw
(Band IV operation)
	MHz
	2102.4( f (2162.6
	2095( f (2170

	Fuw
(Band V operation)
	MHz
	861.4( f (901.6
	854( f (909

	Fuw
(Band VI operation)
	MHz
	867.4( f (892.6
(Note 2)
	860( f (900

(Note 2)

	Fuw
(Band VII operation)
	MHz
	2612.4( f (2697.6
	2605 ( f ( 2705

	Fuw

(Band VIII operation)
	MHz
	917.4( f (967.6
	910 ( f ( 975

	Fuw
(Band IX operation)
	MHz
	1837.4 ( f ( 1887.4
	1829.9 ( f ( 1894.9

	Fuw
(Band X operation)
	MHz
	2102.4 ( f ( 2177.6
	2095 ( f ( 2185

	Fuw
(Band XI operation)
	MHz
	1468.4 ( f ( 1503.4
	1460.9 ( f ( 1510.9

	Fuw
(Band XII operation)
	MHz
	721.4 ( f ( 753.6
	714 ( f ( 761

	Fuw
(Band XIII operation)
	MHz
	738.4 ( f ( 763.6
	731 ( f ( 771

	Fuw
(Band XIV operation)
	MHz
	750.4 ( f ( 775.6
	743 ( f ( 783

	Fuw
(Band XIX operation)
	MHz
	867.4( f (897.6
	860( f (905

(Note 2)

	Fuw
(Band XX operation)
	MHz
	783.4( f (828.6
	776( f (836

(Note 2)

	Fuw
(Band XXI operation)
	MHz
	1488.4( f (1518.4
	1480.9( f (1525.9

(Note 2)

	Fuw

(Band XXV operation)
	MHz
	1922.4( f (2002.6
	1915( f (2010

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iblocking (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2:
For Band VI, Band XIX and Band XXI, the unwanted interfering signal does not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.

NOTE 3:
For DC-HSUPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used.
Table 7.6C: Reference input powers for in-band blocking, DC-HSUPA.
	Operating Band
	Unit
	HS-PDSCH_Ec
	Îor

	I
	dBm/3.84 MHz
	-110
	-99.7

	II
	dBm/3.84 MHz
	-108
	-97.7

	III
	dBm/3.84 MHz
	-107
	-96.7

	IV
	dBm/3.84 MHz
	-110
	-99.7

	V
	dBm/3.84 MHz
	-104.3
	-94

	VI
	dBm/3.84 MHz
	-104.7
	-94.4

	VII
	dBm/3.84 MHz
	-108
	-97.7

	VIII
	dBm/3.84 MHz
	-101.1
	-90.8

	IX
	dBm/3.84 MHz
	-109
	-98.7

	X
	dBm/3.84 MHz
	-110
	-99.7

	XI
	dBm/3.84 MHz
	-101.4
	-91.1

	XII
	dBm/3.84 MHz
	N/A
	N/A

	XIII
	dBm/3.84 MHz
	N/A
	N/A

	XIV
	dBm/3.84 MHz
	N/A
	N/A

	XIX
	dBm/3.84 MHz
	-104.7
	-94.4

	XX
	dBm/3.84 MHz
	TBD
	TBD

	XXI
	dBm/3.84 MHz
	-101.4
	-91.1

	XXV
	dBm/3.84 MHz
	-106.5
	-96.2

	NOTE 1
For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of TBD dBm <REF_Ec,in-band> shall apply for Band IX. The corresponding <REFÎor,in-band> is TBD dBm 

NOTE 2
For the UE which supports both Band XI and Band XXI operating frequencies, the reference input power level is FFS. 

NOTE 3
For the UE which supports DB-DC-HSDPA configuration in Table 5.0aA the < HS-PDSCH_Ec >  and < Îor > are allowed to be increased by an amount defined in Table 7.12.

NOTE 4
For the UE which supports dual  band 4C-HSDPA configuration in Table 5.0aC the < HS-PDSCH_Ec >  and < Îor > are allowed to be increased by an amount defined in Table 7.13.


--------------------------------------------------- Unchanged sections omitted ----------------------------------------------------------
7.6.3B
Additional requirement for DC-HSUPA (Narrow band blocking)

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.7C and Table 7.7D. This requirement is measure of a receiver’s ability to receive a W-CDMA signal at its assigned channel frequency in the presence of an unwanted narrow band interferer at a frequency, which is less than the nominal channel spacing.
Table 7.7C: Narrow band blocking characteristics for DC-HSUPA

	Parameter
	Unit
	Band II, IV, V, X, XXV
	Band III, VIII, XII, XIII, XIV

	Iblocking (GMSK) 
	dBm
	-57
	-56

	Fuw (offset) 

(NOTE 2)
	MHz
	(2.7
	(2.8

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iblocking (GMSK) is an interfering signal as defined in TS 45.004 [6]

NOTE 2:
For DC-HSUPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used.
Table 7.7D: Reference input powers for narrow-band blocking, DC-HSUPA.
	Operating Band
	Unit
	HS-PDSCH_Ec
	Îor

	II
	dBm/3.84 MHz
	-101
	-90.7

	III
	dBm/3.84 MHz
	-100
	-89.7

	IV
	dBm/3.84 MHz
	-102.8
	-92.5

	V
	dBm/3.84 MHz
	-100.9
	-90.6

	VIII
	dBm/3.84 MHz
	-98.5
	-88.2

	X
	dBm/3.84 MHz
	-102.8
	-92.5

	XII
	dBm/3.84 MHz
	N/A
	N/A

	XIII
	dBm/3.84 MHz
	N/A
	N/A

	XIV
	dBm/3.84 MHz
	N/A
	N/A

	XXV
	dBm/3.84 MHz
	-99.5
	-89.2

	NOTE 1
For the UE which supports DB-DC-HSDPA configuration in Table 5.0aA the < HS-PDSCH_Ec >  and < Îor > are allowed to be increased by an amount defined in Table 7.12.
NOTE 2
For the UE which supports dual  band 4C-HSDPA configuration in Table 5.0aC the < HS-PDSCH_Ec >  and < Îor > are allowed to be increased by an amount defined in Table 7.13.


--------------------------------------------------- Unchanged sections omitted ----------------------------------------------------------
7.8.1B
Additional requirement for DC-HSUPA

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.9AB and Table 7.9AC.

Table 7.9AB: Receive intermodulation characteristics

	Parameter
	Unit
	Level

	Iouw1 (CW)
	dBm
	-46

	Iouw2 mean power (modulated)
	dBm
	-46

	Fuw1 (offset)

(NOTE 2)
	MHz
	10
	-10

	Fuw2 (offset)

(NOTE 2)
	MHz
	20
	-20

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iouw2 (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2:
For DC-HSUPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used.

Table 7.9AC: Reference input powers for intermod, DC-HSUPA.
	Operating Band
	Unit
	HS-PDSCH_Ec
	Îor

	I
	dBm/3.84 MHz
	-104.7
	-94.4

	II
	dBm/3.84 MHz
	-104.4
	-94.1

	III
	dBm/3.84 MHz
	-104.1
	-93.8

	IV
	dBm/3.84 MHz
	-104.7
	-94.4

	V
	dBm/3.84 MHz
	-102
	-91.7

	VI
	dBm/3.84 MHz
	-102.2
	-91.9

	VII
	dBm/3.84 MHz
	-104.4
	-94.1

	VIII
	dBm/3.84 MHz
	-99.8
	-89.5

	IX
	dBm/3.84 MHz
	-104.6
	-94.3

	X
	dBm/3.84 MHz
	-104.7
	-94.4

	XI
	dBm/3.84 MHz
	-100
	-89.7

	XII
	dBm/3.84 MHz
	N/A
	N/A

	XIII
	dBm/3.84 MHz
	N/A
	N/A

	XIV
	dBm/3.84 MHz
	N/A
	N/A

	XIX
	dBm/3.84 MHz
	-102.2
	-91.9

	XX
	dBm/3.84 MHz
	TBD
	TBD

	XXI
	dBm/3.84 MHz
	-100
	-89.7

	XXV
	dBm/3.84 MHz
	-103.5
	-93.2

	NOTE 1
For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of TBD dBm <REF_Ec,intermod> shall apply for Band IX. The corresponding <REFÎor,intermod> is TBD dBm 

NOTE 2
For the UE which supports both Band XI and Band XXI operating frequencies, the reference input power level is FFS. 

NOTE 3
For the UE which supports DB-DC-HSDPA configuration in Table 5.0aA the < HS-PDSCH_Ec >  and < Îor > are allowed to be increased by an amount defined in Table 7.12.
NOTE 4
For the UE which supports dual  band 4C-HSDPA configuration in Table 5.0aC the < HS-PDSCH_Ec >  and < Îor > are allowed to be increased by an amount defined in Table 7.13.


--------------------------------------------------- Unchanged sections omitted ----------------------------------------------------------
7.8.2B
Additional requirement for DC-HSUPA (Narrow band)

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.9C and Table 7.9D.

Table 7.9C: Receive intermodulation characteristics

	Parameter
	Unit
	Band II, IV, V, X,XXV
	Band III, VIII, XII, XIII, XIV

	Iouw1 (CW)
	dBm
	-44
	-43

	Iouw2 (GMSK)
	dBm
	-44
	-43

	Fuw1 (offset)

(NOTE 2)
	MHz
	3.5
	-3.5
	3.6
	-3.6

	Fuw2 (offset)

(NOTE 2)
	MHz
	5.9
	-5.9
	6.0
	-6.0

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iouw2 (GMSK) is an interfering signal as defined in TS 45.004 [6].

NOTE 2:
For DC-HSUPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used.

Table 7.9D: Reference input powers for intermodulation, narrow-band, DC-HSUPA.
	Operating Band
	Unit
	HS-PDSCH_Ec
	Îor

	II
	dBm/3.84 MHz
	-86.7
	-76.4

	III
	dBm/3.84 MHz
	-85.7
	-75.4

	IV
	dBm/3.84 MHz
	-86.7
	-76.4

	V
	dBm/3.84 MHz
	-86.7
	-76.4

	VIII
	dBm/3.84 MHz
	-85.6
	-75.3

	X
	dBm/3.84 MHz
	-86.7
	-76.4

	XII
	dBm/3.84 MHz
	N/A
	N/A

	XIII
	dBm/3.84 MHz
	N/A
	N/A

	XIV
	dBm/3.84 MHz
	N/A
	N/A

	XXV
	dBm/3.84 MHz
	-84.7
	-74.4

	NOTE 1
For the UE which supports DB-DC-HSDPA configuration in Table 5.0aA the < HS-PDSCH_Ec >  and < Îor > are allowed to be increased by an amount defined in Table 7.12.
NOTE 2
For the UE which supports dual  band 4C-HSDPA configuration in Table 5.0aC the < HS-PDSCH_Ec >  and < Îor > are allowed to be increased by an amount defined in Table 7.13.
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