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1
Introduction

In this contribution, we discuss of the general RRM performance requirements for the E-UTRA carrier aggregation class A1 - Low-high band combination without harmonic relation between bands. The RRM performance requirements for two specific inter-band carrier aggregations, namely CA_4_13 and CA_1_19, were discussed in [1, 2] . During the meeting, it was proposed that the RRM performance requirements for inter-band carrier aggregations could be defined in a general way to avoid redundancy. Therefore, we provide the following text proposal for [3] to cover the general RRM performance requirements for the E-UTRA carrier aggregation class A1 - Low-high band combination without harmonic relation between bands.
2
Text Proposal
<New section>

5.3

RRM specific 

5.3.1 
Class A1. Low-high band combination without harmonic relation between bands

All inter-band carrier aggregations that belong to Class A1. Low-high band combination without harmonic relation between bands shall follow the requirements defined in this section unless explicitly stated otherwise.
The UE measurement requirements, including OTDOA RSTD, for carrier aggregation specified in Sub-clause 8.3 and 8.4 in TS36.133 for primary component carrier and secondary component carrier are defined in a band agnostic manner. The measurement accuracy requirements, including OTDOA RSTD, for carrier aggregation, as defined in Sub-clause 9.1.11 and 9.1.12 in TS 36.133 for primary component carrier and secondary component carrier are also in a band agnostic manner. 
Since there is no change on reference sensitivity power level (ΔRib= 0 dB) for 2DL/1UL for Class A1 CA combinations, there is no need to define additional measurement requirements specific for Class A1 CA combinations for 2DL/1UL cases.
<End of section>
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