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Summary of Content:

GCF PAG would like to thank CTIA for the inclusion of European frequency bands and the artificial left hand in CTIA v 3.2.1
GCF PAG would like use the Test Specification CTIA 3.2.1 as reference for the antenna performance for 2G and 3G and also for LTE OTA antenna performance.
Furthermore GCF PAG would like to inform CTIA that a number of GCF operator members expressed the need to perform LTE OTA antenna performance tests for TDD bands. GCF PAG would like to kindly ask CTIA to consider the addition of LTE TDD bands in the next version of the CTIA Test specification.
Actions

GCF PAG group would like to kindly ask CTIA when Labs will be authorized to use the Test Specification CTIA 3.2.1 for performance testing (not for certification).
GCF PAG would like to ask CTIA for permission to use CTIA v 3.2.1 with TDD bands (38, 39 and 40) for the mean time until the next version becomes available.
Furthermore GCF PAG would also like to ask CTIA to consider the addition of these LTE TDD bands (Band 38, 39 and 40) in the next version of CTIA test specification. The recommended RF channel configurations for these LTE TDD bands as follows.
For TRP test:

	Band
	Channel Bandwidth (MHz)
	Channel
	UL RB Allocation
	DL RB Allocation

	38 Low
	20
	37850
	18 RB with RBstart=0
	None, control only1

	38 Mid
	20
	38000
	18 RB with RBstart=41
	None, control only1

	38 High
	20
	38150
	18 RB with RBstart=82
	None, control only1

	39 Low
	20
	38350
	18 RB with RBstart=0
	None, control only1

	39 Mid
	20
	38450
	18 RB with RBstart=41
	None, control only1

	39 High
	20
	38550
	18 RB with RBstart=82
	None, control only1

	40 Low
	20
	38750
	18 RB with RBstart=0
	None, control only1

	40 Mid
	20
	39150
	18 RB with RBstart=41
	None, control only1

	40 High
	20
	39550
	18 RB with RBstart=82
	None, control only1

	Note 1: As per 3GPP TS 36.521-1, Section 6.2 (UE Maximum Output Power).


For TIS test:

	Band
	Channel Bandwidth (MHz)
	Channel
	UL RB Allocation
	DL RB Allocation

	38 Low
	20
	37850
	100 RB with RBstart=0
	100 RB with RBstart=0

	38 Mid
	20
	38000
	100 RB with RBstart=0
	100 RB with RBstart=0

	38 High
	20
	38150
	100 RB with RBstart=0
	100 RB with RBstart=0

	39 Low
	20
	38350
	100 RB with RBstart=0
	100 RB with RBstart=0

	39 Mid
	20
	38450
	100 RB with RBstart=0
	100 RB with RBstart=0

	39 High
	20
	38550
	100 RB with RBstart=0
	100 RB with RBstart=0

	40 Low
	20
	38750
	100 RB with RBstart=0
	100 RB with RBstart=0

	40 Mid
	20
	39150
	100 RB with RBstart=0
	100 RB with RBstart=0

	40 High
	20
	39550
	100 RB with RBstart=0
	100 RB with RBstart=0
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