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1. Overall Description:

RAN WG5 thanks RAN WG4 for the LS on CA bandwidth coverage issue for UE demodulation performance. During its RAN5#60 meeting RAN WG5 have agreed CR’s (R5-130806, R5-130890, R5-130807, R5-130852, R5-130853, R5-130474, R5-130808) that implement the guidance given by RAN WG4 for test the cases in question except for power imbalance. Power imbalance test cases are not yet introduced in RAN5 specs.
In particular for inter-band Carrier Aggregation RAN WG5 have made the following interpretation of which test points apply for soft buffer management and sustained data rate in Rel11:

· Soft buffer management for inter-band Carrier Aggregation
Table 8.2.1.3.1_A.2_1.5-2: Test Points Selection for UE Category

	Maximum aggregated bandwidth
[MHz] (Note 1)
	Applicable test points

	
	Category 3
	Category 4
	Category 5-8

	20
	1A
	1A
	1A

	25
	1A, 4
	1A
	1A

	30
	1A, 5
	1A, 6
	1A

	35
	1A, 5
	1A, 6
	1A

	40
	1A, 2
	1A, 3
	1A

	Note 1:      Maximum over all supported CA configurations and bandwidth combination sets according to Table 5.4.2A.1-2 for UE category 3 and 4.

Note 2:      If a specific  maximum aggregated  bandwidth is supported in multiple CA configurations, the test can be run in any of them


· Sustained data rate for inter-band Carrier Aggregation
Table 8.7.1.1_A.2_1.5-2: Test Points Selection for UE Category
	Maximum aggregated bandwidth
[MHz] (Note 1)
	Applicable test points

	
	Category 3
	Category 4
	Category 6, 7

	20
	3B
	4A
	-

	25
	3B
	4A
	6B

	30
	3B
	4A
	6C

	35
	3B
	4A
	6D

	40
	3B
	4A
	6A

	Note 1:     Note 1:  Maximum over all supported CA configurations and bandwidth combination sets according to Table 5.4.2A.1-2.
Note 2:     Note 2:  If a specific  maximum aggregated  bandwidth is supported in multiple CA configurations, the test can be run in any of them


RAN WG5 noted that it is not specified in the core spec how the above test points should apply, and respectfully asks RAN WG4 to investigate if this can be clearly defined inside the core specs. Otherwise it will be increasingly difficult to decide test points applicability without consulting RAN WG4 on case by case basis. 
2. Actions:

ACTION: 
For RAN WG4 to investigate if it is feasible to clearly define LTE Carrier Aggregation test points applicability inside core specifications.
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