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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is a technical report for the L-band for supplemental downlink (SDL) for 1452-1492MHz. It is intended to be specified for both UTRA and E-UTRA for operations in Region 1. The band is to be used in CA or DB-DC-HSDPA/DB-4C-HSDPA configuration in E-UTRA and UTRA, respectively. 
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TR 41.001: "GSM Release specifications".

[3]
3GPP TR 21 912 (V3.1.0): "Example 2, using fixed text".

[4]
3GPP TR 30.007: “Guideline on WI/SI for new Operating Bands”

[5]

ECC(12)052, Minutes of the 32nd ECC Meeting, October 30-November 2nd , 2012

…

[x]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

It is preferred that the reference to 21.905 be the first in the list.

3
Definitions, symbols and abbreviations
Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
Background

CEPT decided in October 2012, to harmonize the frequency band 1452-1492 MHz (L-band) for mobile communications Supplemental Downlink (SDL), [5].  The L-band (1452- 1492 MHz) has earlier been a broadcasting band (terrestrial and satellite DAB) in Europe, and in order to allow countries wishing to continue terrestrial DAB operation in part of the band, a solution that avoids having mobile devices transmitting in the band was required.

The decision by CEPT is as follows: 

· The purpose of the ECC Decision is to harmonize the use of the band 1452-1492 MHz for terrestrial mobile/fixed communications networks supplemental downlink (MFCN SDL);
· CEPT administrations shall designate the frequency band 1452-1492 MHz to MFCN SDL, taking into account that the designation of the frequency band 1452-1492 MHz to mobile/fixed communications networks (MFCN) SDL does not prevent administrations from using parts of the band for terrestrial broadcasting, aeronautical telemetry, MFCN other than SDL or other terrestrial applications to adapt to national circumstances;
The objective of the WI is to:

· Specify the band numbering and RF characteristics of the L-band for UTRA, E-UTRA and MSR. 

· E-UTRA channel bandwidths 5, 10, 15 and 20 MHz. 

· The L-band is restricted to be used on CA configuration for E-UTRA or dual band configuration for UTRA
· Specify the RF requirements for the support of E-UTRA Carrier Aggregation between Band 20 + L-band (1452- 1492 MHz):

	E-UTRA band / channel bandwidth

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	CA_20A-xA
	20
	 
	 
	Yes
	Yes
	 
	 

	
	x
	 
	 
	 Yes
	Yes
	Yes
	Yes


The requirements should be based on the functionality currently defined for DL-only carrier Aggregation.

· Specify the RF requirements for the support of UTRA dual band for the band combinations of Band I (2.1 GHz) + L-band (1452- 1492 MHz).

The requirements should be based on the functionality currently defined for DB-DC HSDPA and 4C-HSDPA:

	UTRA SDL
	Anchor Band (DL and UL)
	Supplemental Band (DL only)

	Configuration
	Band
	Bandwidth
	Band
	Bandwidth

	1a
	I (2.1 GHz)


	5MHz
	L-band 
(1452- 1492 MHz)


	5MHz

	1b
	
	5MHz
	
	10MHz

	1c
	
	10 MHz
	
	5 MHz


5
Frequency band arrangements and regulatory background
<text to be added>

6
List of band specific issues for the L-band for Supplemental DL
·  General

· Co-existence with other systems around/within the band;

· Co-existence with other 3GPP bands in Region 1;

· Specific E-UTRA: Band 20+L-band

· UE REFSENS;

· UE MOP;

· Specific UTRA: Band I+L-band

· UE REFSENS;

· UE MOP;

· UE In band blocking;

· UE Intermodulation;

· UE Reference input power adjustment for a dual band device
7
General issues

7.1 
Co-existence with other systems around/within the band 
<text to be added>

7.2 
Co-existence with other 3GPP bands in Region 1
<text to be added>

8
Study of UTRA specific issues, Band I + L-band
8.1 
UE MOP 


<text to be added>

8.2
UE REFSENS 
<text to be added>

8.3


UE In band blocking
<text to be added>

8.4 


UE Intermodulation
<text to be added>

8.5

UE Reference input power adjustment for a dual band device
<text to be added>

9
Study of E-UTRA specific issues, Band 20 + L-band
9.1 
UE MOP 
<text to be added>

9.2
UE REFSENS 
<text to be added>

10
Study of MSR specific issues

10.1 
<Issue 4>
<text to be added>

10.2 
…

11
Channel numbering for E-UTRA, UTRA, MSR

<text to be added>

12
Required changes to E-UTRA, UTRA and MSR specifications
The required changes to the 3GPP specifications for the new band are summarised in a Table 12-1.

Table 12-1: Overview of 3GPP specifications with required changes

	3GPP specification
	Clause in TR 30.007 [4] where the required changes are given
	Clause in the present document identifying additional changes

	TS 36.101
	8.2.1.1
	

	TS 36.104
	8.2.1.2
	

	TS 36.106
	8.2.1.3
	

	TS 36.113
	8.2.1.4
	

	TS 36.124
	8.2.1.5
	

	TS 36.133
	8.2.1.6
	

	TS 36.141
	8.2.1.7
	

	TS 36.143
	8.2.1.8
	

	TS 36.307
	8.2.1.9
	

	TS 25.101
	8.2.2.1
	

	TS 25.102
	8.2.2.2
	

	TS 25.104
	8.2.2.3
	

	TS 25.105
	8.2.2.4
	

	TS 25.106
	8.2.2.5
	

	TS 25.113
	8.2.2.6
	

	TS 25.123
	8.2.2.7
	

	TS 34.124
	8.2.2.8
	

	TS 25.133
	8.2.2.9
	

	TS 25.141
	8.2.2.10
	

	TS 25.142
	8.2.2.11
	

	TS 25.143
	8.2.2.12
	

	TS 25.307
	8.2.2.13
	

	TS 25.331
	8.2.2.14
	

	TS 25.461
	8.2.2.15
	

	TS 25.466
	8.2.2.16
	

	TS 37.104
	8.2.3.1
	

	TS 37.113
	8.2.2.2
	

	TS 37.141
	8.2.2.3
	


<12.X
Additional changes in TS XX.YYY>

(Modify title as applicable.)

In order to implement the new band into the <TS XX.YYY>, the required changes in addition to those identified in TR 30.007 are shown in Table 12.1-1.
Table 12.1-1: Required additional changes for <TS XX.YYY>
	Section
	Requirement
	Description of changes in TS XX.YYY

	
	
	


If the additional change identified is related to any study of General, UTRA, E-UTRA and/or MSR specific issues, a reference should be given to the corresponding subclause(s) in clause 7 to 12.
Annex A:
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	2013-08
	RAN4#68
	R4-133982
	
	
	TP for TR 37.814: Issues on the L band
	
	0.1.0

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


