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<Change #1>
4.4
MBSFN Measurements
4.4.1
Introduction

UE performs MBSFN measurements (MBSFN RSRP, MBSFN RSRQ, and MCH BLER) only in subframes and on carriers where the UE is decoding PMCH.

The requirements specified in Section 4.4 apply for any carrier frequency with configured MBSFN subframes with PMCH, including any serving unicast carrier frequency and inter-frequency.

The UE receiving PMCH on any non-serving carrier and performing MBSFN measurements shall not cause interruptions on any serving carrier in unicast subframes.
4.4.2 MBSFN RSRP measurements

Editor’s note: TBD
4.4.3 MBSFN RSRQ measurements

Editor’s note: TBD
4.4.4 MCH BLER measurements

Editor’s note: TBD
<End of Change #1>
<Change #2>
8.5
MBSFN Measurements
8.5.1
Introduction
UE performs MBSFN measurements (MBSFN RSRP, MBSFN RSRQ, and MCH BLER) only in subframes and on carriers where the UE is decoding PMCH.

The requirements specified in Section 8.5 apply for any carrier frequency with configured MBSFN subframes with PMCH, including any serving unicast carrier frequency and inter-frequency.

The UE receiving PMCH on any non-serving carrier and performing MBSFN measurements shall not cause interruptions on any serving carrier in unicast subframes.
8.5.2
MBSFN RSRP measurements
Editor’s note: TBD
8.5.3
MBSFN RSRQ measurements
Editor’s note: TBD
8.5.4
MCH BLER measurements
Editor’s note: TBD
<End of Change #2>
