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1. Introduction
RAN4 received an LS from RAN1 on LTE Rel-12 UE feature list [1]. The LS includes the feature list on the RAN1-led WIs. As usual, the UE feature list is prepared to develop the UE capability signalling ensuring a successful IOT. In order to create a stable CR on the capability signalling until the stage-3 freeze (September 2014), RAN4 should also start to prepare the feature list for our responsible WIs. This paper is aimed at this purpose.
2. Discussion
In our understanding, the following two WIs are the RAN4-led WIs. 
· Increasing the minimum number of carriers for UE monitoring in UTRA and E-UTRA
· Our view: The UE capability signalling is required to identify the availability of the additional carrier monitoring, which is only performed on a predefined normal / low performance group.

· Performance requirements of interference cancellation and suppression receiver for SU-MIMO
· Our view: It would depend on the RAN4 decision on whether CQI and RI requirements focusing on SU-MIMO advanced receiver are specified or not. If the appropriate requirements are defined, it might be sufficient for eNB to identify the capability from the CQI reported by the UEs which meet the requirements.

The UE feature list attached in this contribution is updated from [1] to aim to fill in the two features specified under the RAN4-led WI.
In conclusion, the following is proposed:
Proposal:
RAN4 should conclude the necessity for eNB to know whether the above two features are supported by the UE and send an LS back to RAN1/2 in the RAN4#71.
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