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1 Introduction
TR 36.833-5-41 v0.5.0 maximum input power table still has note 3.  Note 3 needs to be removed to align with approved contribution R4-143939.
2 Discussion
Approved contribution R4-143939 removed note 3 on Max Input Power table in 36.101, therefore the Note 3 needs to be removed from TR 36.833-5-41 in order to align with the approved contribution.
3 Conclusion
Proposal:  Approve the text in the text proposal section for inclusion into TR36.833-5-41 to remove Note 3 from the Max Input Power table
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4 Text Proposal

-- Start of text proposal --

Table 5.3.4-1: Maximum input level for intra-band contiguous CA

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	A
	B
	C
	D
	E
	F

	Power in Transmission Aggregated Bandwidth Configuration
	dBm
	
	
	-25
	-25 
	
	

	Power in each other CC
	dBm
	
	
	-25 + 10log(NRB,c /NRB,largest_BW)
	-25 + 10log(NRB,c /NRB,largest_BW)
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in clause 6.2.5A.

NOTE 2:
Reference measurement channel is Annex A.3.2: 64QAM, R=3/4 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.



-- End of text proposal -- 
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