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	Reason for change:
	The restrictions for Band XXVI coexistence with Public Safety above 851 MHz and below 813.5/816 MHz are outstanding (and coexistence with Band 27 above 852 MHz).

	
	

	Summary of change:
	Clause 6.6.3.1.1: UL power restrictions are introduced for single and dual carrier for certain uplink center frequencies in order to ensure coexistence with Public Safety and Band 27.

Power averaging for the 6.25kHz measurement bandwidth is also allowed, similar to requirements for protection of Public Safety in the 700 MHz band.
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< start of changes >

6.6.3.1.1
Additional requirement
The UE shall meet the requirements in Table 6.13a for the applicable band.
Table 6.13a: Additional spurious emissions requirements
	
	
	
	
	


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	XXVI
	806 MHz ( f ( 813.5 MHz
	6.25 kHz
	-42 dBm (NOTE 1)

	
	806 MHz ( f ( 816 MHz
	6.25 kHz
	-42 dBm (NOTE 2)

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-32 dBm (NOTE 3)

	
	851 MHz ( f ( 859 MHz
	6.25 kHz
	-53 dBm (NOTE 4)

	NOTE 1:
Applicable for UE center frequencies ≥ 816.4 MHz. For UE center frequencies ≤ 819.6 MHz the IE "Maximum allowed UL TX power" shall be indicated and set to +17 dBm.
NOTE 2:
Applicable for UE center frequencies ≥ 819.4 MHz. For UE center frequencies ≤ 822 MHz the IE "Maximum allowed UL TX power" shall be indicated and set to +17 dBm.
NOTE 3:
Applicable for UE center frequencies ≤ 846.6 MHz. For UE center frequencies ≥ 842.4 MHz the IE "Maximum allowed UL TX power" shall be indicated and set to +10 dBm.
NOTE 4:
Applicable for UE center frequencies ≤ 846.6 MHz. For UE center frequencies ≥ 842.4 MHz the IE "Maximum allowed UL TX power" shall be indicated and set to +10 dBm.
NOTE 5:
For the 6.25kHz measurement bandwidth, the emissions measurement shall be sufficiently power averaged to ensure standard standard deviation < 0.5 dB.


6.6.3.1A
Additional requirement for DC-HSUPA
< text omitted >

6.6.3.1A.1
Additional requirement for DC-HSUPA

The UE shall meet the requirements in Table 6.13B for the applicable band.
Table 6.13B: Additional spurious emissions requirements
	
	
	
	
	


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	XXVI
	806 MHz ( f ( 813.5 MHz
	6.25 kHz
	-42 dBm (NOTE 1)

	
	806 MHz ( f ( 816 MHz
	6.25 kHz
	-42 dBm (NOTE 2)

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-32 dBm (NOTE 3)

	
	851 MHz ( f ( 859 MHz
	6.25 kHz
	-53 dBm (NOTE 4)

	NOTE 1:
Applicable for a UE center frequency of the two assigned channel frequencies ≥ 819 MHz. For such UE center frequencies ≤ 826.6 MHz the IE "Maximum allowed UL TX power" shall be indicated and set to +17 dBm.
NOTE 2:
Applicable for UE center frequency of the two assigned channel frequencies ≥ 822 MHz. For such UE center frequencies ≤ 829 MHz the IE "Maximum allowed UL TX power" shall be indicated and set to +17 dBm.
NOTE 3:
Applicable for UE center frequency of the two assigned channel frequencies ≤ 844 MHz. For such UE center frequencies ≥ 831 MHz the IE "Maximum allowed UL TX power" shall be indicated and set to +10 dBm.
NOTE 4:
Applicable for UE center frequency of the two assigned channel frequencies ≤ 844 MHz. For such UE center frequencies ≥ 831 MHz the IE "Maximum allowed UL TX power" shall be indicated and set to +10 dBm.
NOTE 5:
For the 6.25kHz measurement bandwidth, the emissions measurement shall be sufficiently power averaged to ensure standard standard deviation < 0.5 dB.


6.6.3.1B
Additional requirement for OLTD
< end of changes >

