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1. Overall Description:

RAN4 would like to thank RAN1 for the LS on D2D Multicarrier capabilities in R1-142652. RAN4 has concluded on the following actions requested in the LS.
[RAN1 question] RAN1 asks feasibility and implication of simultaneous reception of cellular on DL spectrum and D2D associated UL spectrum for FDD band

[RAN4 answer] 

· Feasibility: Simultaneous reception on associated UL and DL spectrum of a FDD band is feasible.
· Implication: For 2DL CA capable UEs, second receiver down-converter chain can potentially be reused (Rx LO tuned from SCC DL to PCC UL) to simultaneous receive on UL and DL of PCC. Re-tuning time from SCC DL to PCC UL can be assumed to be within 1 subframe.

[RAN1 question] RAN1 asks feasibility and implication of single receiver chain switching between cellular spectrum and D2D reception associated UL spectrum for FDD band

[RAN4 answer] 

· Feasibility: Switching reception between associated UL and DL spectrum of a FDD band is feasible.
· Implication: When switching reception between associated UL and DL spectrum of a FDD band, re-tuning time between UL and DL reception can be assumed to be within 1 subframe.
2. Actions:

To RAN1:
ACTION: 
RAN4 respectfully asks RAN1 take the above information into consideration.
3. Date of Next TSG-RAN4 Meetings:

TSG-RAN4 Meeting#72bis
  6 Oct
- 10 Oct, 2014
Singapore
TSG-RAN4 Meeting#73

  17 Nov
- 21 Nov, 2014
San Francisco, USA
