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9.6.1.2
TDD

The following requirements apply to UE Category ≥3. For the parameters specified in Table 9.6.1.2-1 and Table 9.6.1.2-2, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of Pcell and Scell reported shall be such that

wideband CQIPcell – wideband CQIScell ≥ 2
for more than 90% of the time.

Table 9.6.1.2-1: PUCCH 1-0 static test on multiple cells (TDD)

	Parameter
	Unit
	Pcell
	Scell

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	10
	4
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	dB[mW/15kHz] 
	-88
	-94
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	dB[mW/15kHz]
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 10

	cqi-pmi-ConfigurationIndex
	
	8
	13 [shift of 5 ms relative to Pcell]

	Note 1:
3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.


Table 9.6.1.2-2: PUCCH 1-0 static test (TDD)
	Test number
	Bandwidth combination
	CA capability

	1
	20MHz for both cells
	CL_C, CL_A-A

	2
	15MHz for PCell and 20MHz for SCell
	CL_C

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2.


