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---Start of changes---
19
CA configuration CA_41C Independent of Release
CA_41C is specified in Release 11 and Release 12 but is defined as a release-independent E-UTRA CA configuration for Rel-11 upwards. 

19.1
Band 41 UE

UEs that conform to Release 11 and support CA_41C shall support the following requirements in Release 12 for both one uplink and simultaneous transmission on two uplinks. 
19.1.1
RF Requirements
The UE shall comply with the following RF requirements for CA_41C specified in [2] which are listed in Table B.4.2-1 of [4]. 
Table 19.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


19.1.2
RRM Requirements
The UE shall comply with the RRM Requirements for CA_41C specified in [3] which are listed in Table B.2.2-1 of [4].

Table 19.1.1-2: Void

19.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_41C specified in [2], which are listed in Table B.3.2-1 of [4].
20
Void

21
CA configuration CA_7C Independent of Release

CA configuration CA_7C is specified in Release 11 and Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.
21.1
CA_7C UE
UEs that conform to Release 11 and support CA_7C shall support the following requirements in Release 12. 
21.1.1
RF Requirements

The UE shall comply with the RF requirements for CA_7C specified in [2] which are listed in Table B.4.2-1 of [4].. 
Table 21.1.1-1: Void 
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


21.1.2
RRM Requirements

The UE shall comply with the RRM Requirements for CA_7C specified in [3] which are listed in Table B.2.2-1 of [4].

Table 21.1.1-2: Void

21.1.3
Demodulation performance and CSI reporting Requirements

The UE shall comply with the tests applicable for CA_7C among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
22
Void

23
CA configuration CA_1A-18A Independent of Release

CA configuration CA_1A-18A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

23.1
CA_1A-18A UE

UEs that conform to Release 11 and support CA_1A-18A shall support the following requirements in Release 12.

23.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_1A-18A specified in [2] which are listed in Table B.4.3-1 of [4].. 
Table 23.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


23.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_1A-18A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 23.1.2-1: Void

23.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_1A-18A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
---Next section changed---
25
CA configuration CA_3A-5A Independent of Release

CA configuration CA_3A-5A is specified in Release 11 and Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

25.1
CA_3A-5A UE

UEs that conform to Release 10 and support CA_3A-5A shall support the following requirements in Release 12.

25.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3A-5A specified in [2] which are listed in Table B.4.3-1 of [4].. 
Table 25.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


25.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_3A-5A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 25.1.2-1: Void

25.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_3A-5A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
---Next section changed---
31
CA configuration CA_2A-29A Independent of Release

CA configuration CA_2A-29A is specified in Release 11 and Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

31.1
CA_2A-29A UE

UEs that conform to Release 11 and support CA_2A-29A shall support the following requirements in Release 12.

31.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-29A specified in [2] which are listed in Table B.4.4-1 of [4].. 
Table 31.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


31.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-29A specified in [3] which are listed in Table B.2.4-1 of [4].

31.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-29A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
32
CA configuration CA_4A-29A Independent of Release

CA configuration CA_4A-29A is specified in Release 11 and Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

32.1
CA_4A-29A UE

UEs that conform to Release 11 and support CA_4A-29A shall support the following requirements in Release 12.

32.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-29A specified in [2] which are listed in Table B.4.4-1 of [4].. 
Table 32.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


32.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-29A specified in [3] which are listed in Table B.2.4-1 of [4].

32.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_4A-29A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
33
Void

34
CA configuration CA_4A-5A Independent of Release

CA configuration CA_4A-5A is specified in Release 11 and Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

34.1
CA_4A-5A UE

UEs that conform to Release 10 and support CA_4A-5A shall support the following requirements in Release 12.

34.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-5A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 34.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


34.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-5A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 34.1.2-1: Void

34.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_4A-5A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
35
CA configuration CA_4A-12A Independent of Release

CA configuration CA_4A-12A is specified in Release 11 and Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

35.1
CA_4A-12A UE

UEs that conform to Release 10 and support CA_4A-12A shall support the following requirements in Release 12.

35.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-12A specified in [2] which are listed in Table B.4.3-1 of [4].
Table 35.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


35.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-12A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 35.1.2-1: Void

35.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_4A-12A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
---Next section changed---
42
Band 30 Independent of Release

Band 30 is specified in Release 12 but is defined as a release-independent frequency band. This approach aligns the Band 30 with other frequency bands when considering features that have to be supported in different releases.

42.1
Band 30 UE

UEs that conform to Release 11 and support Band 30 shall support the following requirements in Release 12.

42.1.1
RF Requirements
The UE shall comply with the RF requirements for Band 30 specified in [2] which are listed in Table B.4.1-1 of [4].
Table 42.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


42.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 30 specified in [3] which are listed in Table B.2.1-1 of [4]. 

Table 42.1.2-1: Void

42.1.3
Void43
Band 31 Independent of Release

Band 31 is specified in Release 12 but is defined as a release-independent frequency band. This approach aligns the Band 31 with other frequency bands when considering features that have to be supported in different releases.

43.1
Band 31 UE

UEs that conform to Release 11 and support Band 31 shall support the following requirements in Release 12.

43.1.1
RF Requirements
The UE shall comply with the RF requirements for Band 31 specified [2] which are listed in Table B.4.1-1 of [4]. 
Table 43.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


43.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 31, for 5 MHz only, specified in [3] which are listed in Table B.2.1-1 of [4]. 

Table 43.1.2-1: Void

43.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the subset of demodulation performance and CSI reporting requirements specified in [2] which are listed in Table 43.1.3-2.

Table 43.1.3-1: Void

Table 43.1.3-2: Demodulation performance and CSI reporting requirements for Band 31 UE

	Section / Clause
	Description
	Test case

	8.2.1.1.1
	Single-antenna port performance
	6, 7, 8

	8.2.1.2.1
	Transmit diversity performance
	1

	8.2.1.3.1
	Open-loop spatial multiplexing performance
	2

	8.2.1.4.1
	Closed-loop spatial multiplexing performance
	1A

	8.2.1.4.2
	Closed-loop spatial multiplexing performance
	2A

	8.5.1.2.1
	Demodulation of PHICH
	1A

	9.2.1.1
	CQI reporting definition under AWGN conditions
	Table 9.2.1.1-2

	9.3.2.1.1
	CQI reporting under fading conditions
	Table 9.3.2.1.1-3 


44
CA configuration CA_1A-8A Independent of Release

CA configuration CA_1A-8A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

44.1
CA_1A-8A UE

UEs that conform to Release 11 and support CA_1A-8A shall support the following requirements in Release 12.

44.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_1A-8A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 44.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


44.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_1A-8A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 44.1.2-1: Void

44.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_1A-8A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
45
CA configuration CA_2A-13A Independent of Release

CA configuration CA_2A-13A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

45.1
CA_2A-13A UE

UEs that conform to Release 11 and support CA_2A-13A shall support the following requirements in Release 12.

45.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-13A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 45.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


45.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-13A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 45.1.2-1: Void

45.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-13A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
46
CA configuration CA_3A-19A Independent of Release

CA configuration CA_3A-19A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

46.1
CA_3A-19A UE

UEs that conform to Release 11 and support CA_3A-19A shall support the following requirements in Release 12.

46.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3A-19A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 46.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


46.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_3A-19A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 46.1.2-1: Void

46.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_3A-19A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
47
CA configuration CA_3A-26A Independent of Release

CA configuration CA_3A-26A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

47.1
CA_3A-26A UE

UEs that conform to Release 11 and support CA_3A-26A shall support the following requirements in Release 12.

47.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3A-26A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 47.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


47.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_3A-26A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 47.1.2-1: Void

47.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_3A-26A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
48
CA configuration CA_3A-28A Independent of Release

CA configuration CA_3A-28A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

48.1
CA_3A-28A UE

UEs that conform to Release 11 and support CA_3A-28A shall support the following requirements in Release 12.

48.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3A-28A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 48.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


48.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_3A-28A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 48.1.2-1: Void

48.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_3A-28A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
49
CA configuration CA_19A-21A Independent of Release

CA configuration CA_19A-21A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

49.1
CA_19A-21A UE

UEs that conform to Release 11 and support CA_19A-21A shall support the following requirements in Release 12.

49.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_19A-21A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 49.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


49.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_19A-21A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 49.1.2-1: Void

49.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_19A-21A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
50
CA configuration CA_23A-29A Independent of Release

CA configuration CA_23A-29A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

50.1
CA_23A-29A UE

UEs that conform to Release 11 and support CA_23A-29A shall support the following requirements in Release 12.

50.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_23A-29A specified in [2] which are listed in Table B.4.4-1 of [4]. 
Table 50.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


50.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_23A-29A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 50.1.2-1: Void

50.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_23A-29A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
51
CA configuration CA_4A-4A Independent of Release

CA configuration CA_4A-4A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

51.1
CA_4A-4A UE

UEs that conform to Release 11 and support CA_4A-4A shall support the following requirements in Release 12.

51.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-4A specified in [2] which are listed in Table B.4.5-1 of [4]. 
Table 51.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


51.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-4A specified in [3] which are listed in Table B.2.3-1 of [4].

Table 51.1.2-1: Void

51.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_4A-4A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
52
CA configuration CA_3C Independent of Release

CA configuration CA_3C is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.
52.1
CA_3C UE

UEs that conform to Release 11 and support CA_3C shall support the following requirements in Release 12. 
52.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3C specified in [2] which are listed in Table B.4.2-1 of [4]. 
Table 52.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


52.1.2
RRM Requirements
The UE shall comply with the RRM Requirements for CA_3C specified in [3] which are listed in Table B.2.2-1 of [4].

Table 52.1.1-2: Void

52.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_3C among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
53
CA configuration CA_1A-26A Independent of Release

CA configuration CA_1A-26A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

53.1
CA_1A-26A UE

UEs that conform to Release 11 and support CA_1A-26A shall support the following requirements in Release 12.

53.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_1A-26A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 53.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


53.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_1A-26A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 53.1.2-1: Void

53.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_1A-26A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
54
CA configuration CA_2A-4A Independent of Release

CA configuration CA_2A-4A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

54.1
CA_2A-4A UE

UEs that conform to Release 11 and support CA_2A-4A shall support the following requirements in Release 12.

54.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-4A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 54.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


54.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-4A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 54.1.2-1: Void

54.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-4A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
55
CA configuration CA_2A-5A Independent of Release

CA configuration CA_2A-5A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

55.1
CA_2A-5A UE

UEs that conform to Release 11 and support CA_2A-5A shall support the following requirements in Release 12.

55.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-5A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 55.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


55.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-5A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 55.1.2-1: Void

55.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-5A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

56
CA configuration CA_23B Independent of Release

CA configuration CA_23B is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

56.1
CA_23B UE

UEs that conform to Release 11 and support CA_23B shall support the following requirements in Release 12.

56.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_23B specified in [2]. which are listed in Table B.4.2-1 of [4] 
Table 56.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


56.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_23B specified in [3] which are listed in Table B.2.2-1 of [4].

Table 56.1.2-1: Void

56.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_23B among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

57
CA configuration CA_27B Independent of Release

CA configuration CA_27B is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.
57.1
CA_27B UE

UEs that conform to Release 11 and support CA_27B shall support the following requirements in Release 12. 
57.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_27B specified in [2] which are listed in Table B.4.2-1 of [4]. 
Table 57.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


57.1.2
RRM Requirements
The UE shall comply with the RRM Requirements for CA_27B specified in [3] which are listed in Table B.2.2-1 of [4].

Table 57.1.2-1: Void

57.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_27B among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

58
CA configuration CA_2A-12A Independent of Release

CA configuration CA_2A-12A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

58.1
CA_2A-12A UE

UEs that conform to Release 11 and support CA_2A-12A shall support the following requirements in Release 12.

58.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-12A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 58.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


58.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-12A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 58.1.2-1: Void

58.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-12A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

59
CA configuration CA_5A-7A Independent of Release

CA configuration CA_5A-7A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

59.1
CA_5A-7A UE

UEs that conform to Release 11 and support CA_5A-7A shall support the following requirements in Release 12.

59.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_5A-7A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 59.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


59.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_5A-7A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 59.1.2-1: Void

59.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_5A-7A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

60
CA configuration CA_5A-25A Independent of Release

CA configuration CA_5A-25A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

60.1
CA_5A-25A UE

UEs that conform to Release 11 and support CA_5A-25A shall support the following requirements in Release 12.

60.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_5A-25A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 60.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


60.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_5A-25A specified in [3] which are listed in Table B.2.4-1 of [4].

Table 60.1.2-1: Void

60.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_5A-25A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

61
CA configuration CA_7A-28A Independent of Release

CA configuration CA_7A-28A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

61.1
CA_7A-28A UE

UEs that conform to Release 11 and support CA_7A-28A shall support the following requirements in Release 12.

61.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_7A-28A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 61.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


61.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_7A-28A specified in [3] which are listed in Table B.2.4-1 of [4].

61.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_7A-28A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

62
CA configuration CA_12A-25A Independent of Release

CA configuration CA_12A-25A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

62.1
CA_12A-25A UE

UEs that conform to Release 11 and support CA_12A-25A shall support the following requirements in Release 12.

62.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_12A-25A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 62.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


62.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_12A-25A specified in [3] which are listed in Table B.2.4-1 of [4]. 

Table 62.1.2-1: Void

62.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_12A-25A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

63
CA configuration CA_3A-3A Independent of Release

CA configuration CA_3A-3A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

63.1
CA_3A-3A UE

UEs that conform to Release 11 and support CA_3A-3A shall support the following requirements in Release 12.

63.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3A-3A specified in [2] which are listed in Table B.4.5-1 of [4]. 
Table 63.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


63.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_3A-3A specified in [3] which are listed in Table B.2.3-1 of [4].

Table 63.1.2-1: Void

63.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_3A-3A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

64
CA configuration CA_7A-7A Independent of Release

CA configuration CA_7A-7A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

64.1
CA_7A-7A UE

UEs that conform to Release 11 and support CA_7A-7A shall support the following requirements in Release 12.

64.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_7A-7A specified in [2] which are listed in Table B.4.5-1 of [4]. 
Table 64.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


64.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_7A-7A specified in [3] which are listed in Table B.2.3-1 of [4].

64.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_7A-7A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

65
CA configuration CA_23A-23A Independent of Release

CA configuration CA_23A-23A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

65.1
CA_23A-23A UE

UEs that conform to Release 11 and support CA_23A-23A shall support the following requirements in Release 12.

65.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_23A-23A specified in [2] which are listed in Table B.4.5-1 of [4]. 
Table 65.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


65.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_23A-23A specified in [3] which are listed in Table B.2.3-1 of [4].

Table 65.1.2-1: Void

65.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_23A-23A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

66
CA configuration CA_3A-27A Independent of Release

CA configuration CA_3A-27A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

66.1
CA_3A-27A UE

UEs that conform to Release 11 and support CA_3A-27A shall support the following requirements in Release 12.

66.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3A-27A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 66.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


66.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_3A-27A specified in [3] which are listed in Table B.2.4-1 of [4].

66.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_3A-27A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

67
CA configuration CA_39C Independent of Release

CA configuration CA_39C is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.
67.1
CA_39C UE

UEs that conform to Release 11 and support CA_39C shall support the following requirements in Release 12. 
67.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_39C specified in [2] which are listed in Table B.4.2-1 of [4]. 
Table 67.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


67.1.2
RRM Requirements
The UE shall comply with the following RRM Requirements for CA_39C specified in [3] which are listed in Table B.2.2-1 of [4].
67.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_39C among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
68
CA configuration CA_39A-41A Independent of Release

CA configuration CA_39A-41A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

68.1
CA_39A-41A UE

UEs that conform to Release 11 and support CA_39A-41A shall support the following requirements in Release 12.

68.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_39A-41A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 68.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


68.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_39A-41A specified in [3] which are listed in Table B.2.4-1 of [4].
68.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_39A-41A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

69
Void

70
CA configuration CA_1A-5A Independent of Release

CA configuration CA_1A-5A with combination set 1 is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

70.1
CA_1A-5A UE

UEs that conform to Release 11 and support CA_1A-5A shall support the following requirements in Release 12.

70.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_1A-5A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 70.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


70.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_1A-5A specified in [3] which are listed in Table B.2.4-1 of [4].
Table 70.1.2-1: Void

70.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the tests applicable for CA_1A-5A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
71
CA configuration CA_1A-11A Independent of Release

CA configuration CA_1A-11A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

71.1
CA_1A-11A UE

UEs that conform to Release 11 and support CA_1A-11A shall support the following requirements in Release 12.

71.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_1A-11A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 71.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


71.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_1A-11A specified in [3] which are listed in Table B.2.4-1 of [4].

71.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_1A-11A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4]
72
CA configuration CA_1A-20A Independent of Release

CA configuration CA_1A-20A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

72.1
CA_1A-20A UE

UEs that conform to Release 11 and support CA_1A-20A shall support the following requirements in Release 12.

72.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_1A-20A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 72.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


72.1.2
RRM RequirementsThe UE shall comply with the RRM requirements for CA_1A-20A specified in [3] which are listed in Table B.2.4-1 of [4].
Table 72.1.2-1: Void

72.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the tests applicable for CA_1A-20A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
73
CA configuration CA_4A-27A Independent of Release

CA configuration CA_4A-27A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

73.1
CA_4A-27A UE

UEs that conform to Release 11 and support CA_4A-27A shall support the following requirements in Release 12.

73.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-27A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 73.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


73.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-27A specified in [3] which are listed in Table B.2.4-1 of [4].

73.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_4A-27A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
74
CA configuration CA_20A-32A Independent of Release

CA configuration CA_20A-32A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

74.1
CA_23A-29A UE

UEs that conform to Release 11 and support CA_20A-32A shall support the following requirements in Release 12.

74.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_20A-32A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 74.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


74.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_20A-32A specified in [3] which are listed in Table B.2.4-1 of [4].

74.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_20A-32A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
75
CA configuration CA_41D Independent of Release

CA configuration CA_41D is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7]..

75.1
CA_41D UE

UEs that conform to Release 11 and support CA_41D shall support the following requirements in Release 12.

75.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_41D specified in [2] which are listed in Table B.4.2-1 of [4]. 
Table 75.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


75.1.2
RRM RequirementsThe UE shall comply with the RRM requirements for CA_41D specified in [3] which are listed in Table B.2.2-1 of [4].
75.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the tests applicable for CA_41D among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].
76
CA configuration CA_42C Independent of Release

77
CA configuration CA_42A-42A Independent of Release

CA configuration CA_42A-42A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

77.1
CA_42A-42A UE

UEs that conform to Release 11 and support CA_42A-42A shall support the following requirements in Release 12.

77.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_42A-42A specified in [2] which are listed in Table B.4.5-1 of [4]. 
Table 75.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


77.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_42A-42A specified in [3] which are listed in Table B.2.3-1 of [4].

77.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_42A-42A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

78
CA configuration CA_2A-2A Independent of Release

CA configuration CA_2A-2A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

78.1
CA_2A-2A UE

UEs that conform to Release 11 and support CA_2A-2A shall support the following requirements in Release 12.

78.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_2A-2A specified in [2] which are listed in Table B.4.5-1 of [4]. 
Table 78.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


78.1.2
RRM RequirementsThe UE shall comply with the following RRM requirements for CA_2A-2A specified in Annex B.2.3.

78.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-2A among the CA demodulation performance and CSI reporting requirements specified in [2] and listed in Table B.3.2-1 of [4].

79
CA configuration CA_40C Independent of Release

CA_40C is specified in Release 10, Release 11 and Release 12. It is defined as a release-independent CA configuration for Rel-10 upwards.
79.1
CA_40C UE


UEs that conform to Release 11 and support CA_40C shall support the following requirements in Release 12 for both one uplink and simultaneous transmission on two uplinks. 
79.1.1
RF Requirements
The UE shall comply with the following RF requirements for CA_40C specified in [2] which are listed in Table B.4.2-1 of [4]. 
Table 79.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


79.1.2
RRM Requirements
The UE shall comply with the RRM Requirements for CA_40C specified in [3] which are listed in Table B.2.2-1 of [4].

79.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_40C specified in [2], which are listed in section B.3.2-1 of [4].

80
CA configuration CA_8A-11A Independent of Release

CA configuration CA_8A-11A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

80.1
CA_8A-11A UE

UEs that conform to Release 11 and support CA_8A-11A shall support the following requirements in Release 12.

80.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_8A-11A specified in [2]. which are listed in Table B.4.3-1 of [4] 
Table 80.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


80.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_8A-11A specified in [3] which are listed in Table B.2.4-1 of [4].

80.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_8A-11A specified in [2], which are listed in Table B.3.3-1 of [4].

81
CA configuration CA_41A-42A Independent of Release

CA configuration CA_41A-42A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

81.1
CA_41A-42A UE

UEs that conform to Release 11 and support CA_41A-42A shall support the following requirements in Release 12.

81.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_41A-42A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 81.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


81.1.2
RRM RequirementsThe UE shall comply with the RRM requirements for CA_41A-42A specified in [3] which are listed in Table B.2.4-1 of [4].
81.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the demodulation performance and CSI reporting requirements for CA_41A-42A specified in [2], which are listed in Table B.3.3-1 of [4].
82
CA configuration CA_18A-28A Independent of Release

CA configuration CA_18A-28A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

82.1
CA_18A-28A UE

UEs that conform to Release 11 and support CA_18A-28A shall support the following requirements in Release 12.

82.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_18A-28A specified in [2] which are listed in Table B.4.3-1 of [4]..
Table 82.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	


82.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_18A-28A specified in [3] which are listed in Table B.2.4-1 of [4].

82.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_18A-28A specified in [2], which are listed in Table B.3.3-1 of [4].

83
CA configuration CA_1A-5A-7A Independent of Release

CA configuration CA_1A-5A-7A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

83.1
CA_1A-5A-7A UE

UEs that conform to Release 11 and support CA_1A-5A-7A shall support the following requirements in Release 12.

83.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_1A-5A-7A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 83.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


83.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_1A-5A-7A specified in [3].
83.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_1A-5A-7A specified in [2].

84
CA configuration CA_1A-3A-5A Independent of Release

CA configuration CA_1A-3A-5A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
84.1
CA_1A-3A-5A UE

UEs that conform to Release 11 and support CA_1A-3A-5A shall support the following requirements in Release 12.

84.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_1A-3A-5A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 84.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


84.1.2
RRM RequirementsThe UE shall comply with the RRM requirements for CA_1A-3A-5A specified in [3].
84.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the demodulation performance and CSI reporting requirements for CA_1A-3A-5A specified in [2].
85
CA configuration CA_1A-3A-8A Independent of Release

CA configuration CA_1A-3A-8A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

85.1
CA_1A-3A-8A UE

UEs that conform to Release 11 and support CA_1A-3A-8A shall support the following requirements in Release 12.

85.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_1A-3A-8A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 85.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


85.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_1A-3A-8A specified in [3].

85.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements foCA_1A-3A-8A specified in [2].
86
CA configuration CA_1A-3A-19A Independent of Release

CA configuration CA_1A-3A-19A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

86.1
CA_1A-3A-19A UE

UEs that conform to Release 11 and support CA_1A-3A-19A shall support the following requirements in Release 12.

86.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_1A-3A-19A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 86.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


86.1.2
RRM RequirementsThe UE shall comply with the RRM requirements for CA_1A-3A-19A specified in [3] which are listed in Table B.2.4-1 of [4].
86.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the demodulation performance and CSI reporting requirements for CA_1A-3A-19A specified in [2], which are listed in Table B.3.3-1 of [4].
87
CA configuration CA_1A-3A-20A Independent of Release

CA configuration CA_1A-3A-20A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

87.1
CA_1A-3A-20A UE

UEs that conform to Release 11 and support CA_1A-3A-20A shall support the following requirements in Release 12.

87.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_1A-3A-20A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 87.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


87.1.2
RRM RequirementsThe UE shall comply with the RRM requirements for CA_1A-3A-20A specified in [3] which are listed in Table B.2.4-1 of [4].
87.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the demodulation performance and CSI reporting requirements for CA_1A-3A-20A specified in [2], which are listed in Table B.3.3-1 of [4].
88
CA configuration CA_1A-3A Independent of Release

CA configuration CA_1A-3A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

88.1
CA_1A-3A UE

UEs that conform to Release 11 and support CA_1A-3A shall support the following requirements in Release 12.

88.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_1A-3A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 88.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


88.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_1A-3A specified in [3] which are listed in Table B.2.4-1 of [4].

88.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_1A-3A specified in [2], which are listed in Table B.3.3-1 of [4].
89
CA configuration CA_1A-7A-20A Independent of Release

CA configuration CA_1A-7A-20A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

89.1
CA_1A-7A-20A UE

UEs that conform to Release 11 and support CA_1A-7A-20A shall support the following requirements in Release 12.

89.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_1A-7A-20A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 89.1.1-1: Void
	
	

	
	

	
	

	
	

	
	


89.1.2
RRM RequirementsThe UE shall comply with the RRM requirements for CA_1A-7A-20A specified in [3] which are listed in Table B.2.4-1 of [4].
89.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the demodulation performance and CSI reporting requirements for CA_1A-7A-20A specified in [2], which are listed in Table B.3.3-1 of [4].
90
CA configuration CA_1A-7A Independent of Release

CA configuration CA_1A-7A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
90.1
CA_1A-7A UE

UEs that conform to Release 11 and support CA_1A-7A shall support the following requirements in Release 12.

90.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_1A-7A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 90.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	


90.1.2
RRM RequirementsThe UE shall comply with the RRM requirements for CA_1A-7A specified in [3] which are listed in Table B.2.4-1 of [4].
90.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the demodulation performance and CSI reporting requirements for CA_1A-7A specified in [2], which are listed in Table B.3.3-1 of [4].
91
CA configuration CA_1A-19A-21A Independent of Release

CA configuration CA_1A-19A-21A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

91.1
CA_1A-19A-21A UE

UEs that conform to Release 11 and support CA_1A-19A-21A shall support the following requirements in Release 12.

91.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_1A-19A-21A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 91.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


91.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_1A-19A-21A specified in [3].

91.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements foCA_1A-19A-21A specified in [2].
92
CA configuration CA_2A-2A-13A Independent of Release

CA configuration CA_2A-2A-13A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

92.1
CA_2A-2A-13A UE

UEs that conform to Release 11 and support CA_2A-2A-13A shall support the following requirements in Release 12.

92.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-2A-13A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 92.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


92.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-2A-13A specified in [3].

92.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_2A-2A-13A specified in [2].
93
CA configuration CA_2A-4A-5A Independent of Release

CA configuration CA_2A-4A-5A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
93.1
CA_2A-4A-5A UE

UEs that conform to Release 11 and support CA_2A-4A-5A shall support the following requirements in Release 12.

93.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-4A-5A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 93.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


93.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-4A-5A specified in [3].

93.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_2A-4A-5A specified in [2].
94
CA configuration CA_2A-4A-13A Independent of Release

CA configuration CA_2A-4A-13A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

94.1
CA_2A-4A-13A UE

UEs that conform to Release 11 and support CA_2A-4A-13A shall support the following requirements in Release 12.

94.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-4A-13A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 94.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


94.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-4A-13A specified in [3].

94.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_2A-4A-13A specified in [2].
95
CA configuration CA_2A-4A-12A Independent of Release

CA configuration CA_2A-4A-12A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

95.1
CA_2A-4A-12A UE

UEs that conform to Release 11 and support CA_2A-4A-12A shall support the following requirements in Release 12.

95.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-4A-12A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 95.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


95.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-4A-12A specified in [3].

95.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements foCA_2A-4A-12A specified in [2].
96
CA configuration CA_2A-12B Independent of Release

CA configuration CA_2A-12B is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
96.1
CA_2A-12B UE

UEs that conform to Release 11 and support CA_2A-12B shall support the following requirements in Release 12.

96.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-12B specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 96.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


96.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-12B specified in [3].

96.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_2A-12B specified in [2].
97
CA configuration CA_3A-7C Independent of Release

CA configuration CA_3A-7C is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

97.1
CA_3A-7C UE

UEs that conform to Release 11 and support CA_3A-7C shall support the following requirements in Release 12.

97.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3A-7C specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 97.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


97.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_3A-7C specified in [3].

97.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements foCA_3A-7C specified in [2].
98
CA configuration CA_3A-7A-20A Independent of Release

CA configuration CA_3A-7A-20A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
98.1
CA_3A-7A-20A UE

UEs that conform to Release 11 and support CA_3A-7A-20A shall support the following requirements in Release 12.

98.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3A-7A-20A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 98.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


98.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_3A-7A-20A specified in [3].

98.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_3A-7A-20A specified in [2].
99
CA configuration CA_4A-4A-13A Independent of Release

CA configuration CA_4A-4A-13A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
99.1
CA_4A-4A-13A UE

UEs that conform to Release 11 and support CA_4A-4A-13A shall support the following requirements in Release 12.

99.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-4A-13A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 99.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


99.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-4A-13A specified in [3].

99.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_4A-4A-13A specified in [2].
100
CA configuration CA_4A-12B Independent of Release

CA configuration CA_4A-12B is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
100.1
CA_4A-12B UE

UEs that conform to Release 11 and support CA_4A-12B shall support the following requirements in Release 12.

100.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-12B specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 100.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


100.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-12B specified in [3].

100.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_4A-12B specified in [2].
101
CA configuration CA_12B Independent of Release

CA configuration CA_12B is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.
101.1
CA_12B UE

UEs that conform to Release 11 and support CA_12B shall support the following requirements in Release 12. 
101.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_12B specified in [2] which are listed in Table B.4.2-1 of [4]. 
Table 101.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


101.1.2
RRM Requirements
The UE shall comply with the RRM Requirements for CA_12B specified in [3] which are listed in Table B.2.2-1 of [4].

101.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_12B specified in [2], which are listed in Table B.3.2-1 of [4].
102
CA configuration CA_2A-4A-4A Independent of Release

CA configuration CA_2A-4A-4A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

102.1
CA_2A-4A-4A UE

UEs that conform to Release 11 and support CA_2A-4A-4A shall support the following requirements in Release 12.

102.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-4A-4A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 102.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


102.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-4A-4A specified in [3].
102.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_2A-4A-4A specified in [2].
103
CA configuration CA_4A-4A-12A Independent of Release

CA configuration CA_4A-4A-12A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

103.1
CA_4A-4A-12A UE

UEs that conform to Release 11 and support CA_4A-4A-12A shall support the following requirements in Release 12.

103.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-4A-12A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 103.1.1-1: Void 

	Section / Clause
	Description

	5.5A
	Operating bands for CA

	5.6A.1
	Channel bandwidths per operating band for CA

	5.7.2A
	Channel raster for CA

	6.2.2A
	UE maximum output power for CA

	6.2.3A
	UE maximum output power for modulation/channel bandwidth for CA 

	6.2.5
	Configured transmitted power

	7.3.1A
	Reference sensitivity for CA

	7.4.1A
	Maximum input level for CA

	7.5.1A
	Adjacent Channel Selectivity (ACS) for CA

	7.6.1.1A
	In-band blocking for CA

	7.6.2.1A
	Out-of-band blocking for CA

	7.6.3.1A
	Narrow band blocking for CA

	7.7.1A
	Spurious response for CA

	7.8.1A
	Wideband intermodulation for CA


103.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-4A-12A specified in [3].
103.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_4A-4A-12A specified in [2].
104
CA configuration CA_3C-7A Independent of Release

CA configuration CA_3C-7A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

104.1
CA_3C-7A UE

UEs that conform to Release 11 and support CA_3C-7A shall support the following requirements in Release 12.

104.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_3C-7A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 104.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


104.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_3C-7A specified in [3].
104.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_3C-7A specified in [2].
105
CA configuration CA_2A-5A-12A Independent of Release

CA configuration CA_2A-5A-12A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

105.1
CA_2A-5A-12A UE

UEs that conform to Release 11 and support CA_4A-4A-12A shall support the following requirements in Release 12.

105.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-5A-12A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 105.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


105.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-5A-12A specified in [3].
105.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_2A-5A-12A specified in [2].
106
CA configuration CA_4A-5A-12A Independent of Release

CA configuration CA_4A-5A-12A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].

106.1
CA_4A-5A-12A UE

UEs that conform to Release 11 and support CA_2A-4A-12A shall support the following requirements in Release 12.

106.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-5A-12A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 106.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


106.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-5A-12A specified in [3].
106.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_4A-5A-12A specified in [2].
107
CA configuration CA_2A-5A-30A Independent of Release

CA configuration CA_2A-5A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
107.1
CA_2A-5A-30A UE

UEs that conform to Release 11 and support CA_2A-5A-30A shall support the following requirements in Release 12.

107.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-5A-30A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 107.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


107.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-5A-30A specified in [3].

107.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-5A-30A among the CA demodulation performance and CSI reporting requirements specified in [2].
108
CA configuration CA_2A-12A-30A Independent of Release

CA configuration CA_2A-12A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
108.1
CA_2A-12A-30A UE

UEs that conform to Release 11 and support CA_2A-12A-30A shall support the following requirements in Release 12.

108.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-12A-30A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 108.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


108.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-12A-30A specified in [3].

108.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-12A-30A among the CA demodulation performance and CSI reporting requirements specified in [2].
109
CA configuration CA_2A-29A-30A Independent of Release

CA configuration CA_2A-29A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
109.1
CA_2A-29A-30A UE

UEs that conform to Release 11 and support CA_2A-29A-30A shall support the following requirements in Release 12.

109.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-29A-30A specified in [2] which are listed in Table B.4.4-1 of [4]. 
Table 109.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


109.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-29A-30A specified in [3].

109.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-29A-30A among the CA demodulation performance and CSI reporting requirements specified in [2].
110
CA configuration CA_4A-5A-30A Independent of Release

CA configuration CA_4A-5A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
110.1
CA_4A-5A-30A UE

UEs that conform to Release 11 and support CA_4A-5A-30A shall support the following requirements in Release 12.

110.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-5A-30A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 110.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


110.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-5A-30A specified in [3].

110.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_4A-5A-30A among the CA demodulation performance and CSI reporting requirements specified in [2].
111
CA configuration CA_4A-12A-30A Independent of Release

CA configuration CA_4A-12A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
111.1
CA_4A-12A-30A UE

UEs that conform to Release 11 and support CA_4A-12A-30A shall support the following requirements in Release 12.

111.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-12A-30A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 111.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


111.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-12A-30A specified in [3].

111.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_4A-12A-30A among the CA demodulation performance and CSI reporting requirements specified in [2].
112
CA configuration CA_4A-29A-30A Independent of Release

CA configuration CA_4A-29A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
112.1
CA_4A-29A-30A UE

UEs that conform to Release 11 and support CA_4A-29A-30A shall support the following requirements in Release 12.

112.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-29A-30A specified in [2] which are listed in Table B.4.4-1 of [4]. 
Table 112.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


112.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-92A-30A specified in [3].
112.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_4A-29A-30A among the CA demodulation performance and CSI reporting requirements specified in [2].
113
CA configuration CA_2A-30A Independent of Release

CA configuration CA_2A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

113.1
CA_2A-30A UE

UEs that conform to Release 11 and support CA_2A-30A shall support the following requirements in Release 12.

113.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_2A-30A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 113.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


113.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_2A-30A specified in [3] which are listed in Table B.2.4-1 of [4].
113.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_2A-30A among the CA demodulation performance and CSI reporting requirements specified in [2], which are listed in Table B.3.2-1 of [4].
114
CA configuration CA_4A-30A Independent of Release

CA configuration CA_4A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

114.1
CA_4A-30A UE

UEs that conform to Release 11 and support CA_4A-30A shall support the following requirements in Release 12.

114.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_4A-30A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 114.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


114.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_4A-30A specified in [3] which are listed in Table B.2.4-1 of [4].
114.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_4A-30A among the CA demodulation performance and CSI reporting requirements specified in [2], which are listed in Table B.3.2-1 of [4].
115
CA configuration CA_5A-30A Independent of Release

CA configuration CA_5A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

115.1
CA_5A-30A UE

UEs that conform to Release 11 and support CA_5A-30A shall support the following requirements in Release 12.

115.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_5A-30A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 115.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


115.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_5A-30A specified in [3] which are listed in Table B.2.4-1 of [4].
115.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_5A-30A among the CA demodulation performance and CSI reporting requirements specified in [2], which are listed in Table B.3.2-1 of [4].
116
CA configuration CA_12A-30A Independent of Release

CA configuration CA_12A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

116.1
CA_12A-30A UE

UEs that conform to Release 11 and support CA_2A-30A shall support the following requirements in Release 12.

116.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_12A-30A specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 116.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


116.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_12A-30A specified in [3] which are listed in Table B.2.4-1 of [4].
116.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_12A-30A among the CA demodulation performance and CSI reporting requirements specified in [2], which are listed in Table B.3.2-1 of [4].
117
CA configuration CA_29A-30A Independent of Release

CA configuration CA_29A-30A is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.

117.1
CA_29A-30A UE

UEs that conform to Release 11 and support CA_29A-30A shall support the following requirements in Release 12.

117.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_29A-30A specified in [2] which are listed in Table B.4.4-1 of [4]. 
Table 117.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


117.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_29A-30A specified in [3] which are listed in Table B.2.4-1 of [4].
117.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_29A-30A among the CA demodulation performance and CSI reporting requirements specified in [2], which are listed in Table B.3.2-1 of [4].
118
CA configuration CA_40D Independent of Release
CA configuration CA_40D is specified in Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
118.1
CA_40D UE

UEs that conform to Release 11 and support CA_40D shall support the following requirements in Release 12. 
118.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_40D specified in [2] which are listed in Table B.4.2-1 of [4]. 
Table 118.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


118.1.2
RRM RequirementsThe UE shall comply with the following RRM Requirements for CA_40D specified in [3] which are listed in Table B.2.2-1 of [4].
118.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_40D specified in [2], which are listed in section B.3.2-1 of [4].
119
CA configuration CA_42C Independent of Release
CA configuration CA_42C is specified in Release 12 but is defined as a release-independent CA configuration for Rel-10 upwards.
119.1
CA_42C UE

UEs that conform to Release 11 and support CA_42C shall support the following requirements in Release 12. 
119.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_42C specified in [2] which are listed in Table B.4.2-1 of [4]. 
Table 119.1.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


119.1.2
RRM RequirementsThe UE shall comply with the RRM Requirements for CA_42C specified in [3] which are listed in Table B.2.2-1 of [4].
119.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the demodulation performance and CSI reporting requirements for CA_42C specified in [2], which are listed in section B.3.2-1 of [4].
120
CA configuration CA_25A-25A Independent of Release

CA configuration CA_25A-25A is specified in Release 11 and Release 12 but is defined as a release-independent CA configuration for Rel-11 upwards.

120.1
CA_25A-25A UE

UEs that conform to Release 11 and support CA_25A-25A shall support the following requirements in Release 12.

120.1.1
RF Requirements

The UE shall comply with the RF requirements for CA_25A-25A specified in [2] which are listed in Table B.4.5-1 of [4]. 
Table 120.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


120.1.2
RRM Requirements

The UE shall comply with the RRM requirements for CA_25A-25A specified in [3] which are listed in Table B.2.3-1 of [4].

120.1.3
Demodulation performance and CSI reporting Requirements

The UE shall comply with the demodulation performance and CSI reporting requirements for CA_25A-25A specified in [2], which are listed in section B.3.4-1 of [4].
121
CA configuration CA_41C-41A and CA_41A-41C Independent of Release

CA configurations CA_41C-41A and CA_41A-41C are specified in Release 12 but are defined as release-independent CA configurations for Rel-11 upwards for UE Categories specified in [7].

121.1
CA_41C-41A and CA_41A-41C UE

UEs that conform to Release 11 and support CA_41C-41A and CA_41A-41C shall support the following requirements in Release 12.

121.1.1
RF RequirementsThe UE shall comply with the RF requirements for CA_41C-41A and CA_41A-41C specified in [2] which are listed in Table B.4.3-1 of [4]. 
Table 121.1.1-1: Void 

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


121.1.2
RRM RequirementsThe UE shall comply with the RRM requirements for CA_41C-41A and CA_41A-41C specified in [3] which are listed in Table B.2.2-1 of [4].
121.1.3
Demodulation performance and CSI reporting RequirementsThe UE shall comply with the demodulation performance and CSI reporting requirements for CA_41C-41A and CA_41A-41C specified in [2], which are listed in Table B.3.2-1 of [4].
---Next section changed---
B.4
Common UE RF requirements

B.4.1
Common UE RF requirements for a band independent of release
The requirements and test cases listed in Table B.4.1-1 are specified in [6].
Table B.4.1-1: Common UE RF requirements for a band independent of release
	Section / Clause
	Description

	5.5
	Operating bands

	5.6
	Channel bandwidth

	5.7
	Channel arrangement

	6.2
	Transmit power

	6.3
	Output power dynamics 

	6.5
	Transmit signal quality

	6.6
	Output RF spectrum emissions

	6.7
	Transmit intermodulation

	7.3
	Reference sensitivity power level

	7.4
	Maximum input level

	7.5
	Adjacent Channel Selectivity (ACS)

	7.6
	Blocking characteristics

	7.7
	Spurious response

	7.8
	Intermodulation characteristics

	7.9
	RX spurious emissions


B.4.2
Common UE RF requirements for an intra-band contiguous CA configuration
The requirements and test cases listed in Table B.4.2-1 are specified in [6].

Table B.4.2-1: Common UE RF requirements for an intra-band contiguous CA configuration independent of release
	Section / Clause
	Description

	5.5A
	Operating bands for CA

	5.6A
	Channel bandwidths per operating band for CA

	5.7.1A
	Channel spacing for CA

	5.7.2A
	Channel raster for CA

	5.7.4A
	TX–RX frequency separation for CA

	6.2.2A
	UE maximum output power for CA

	6.2.3A
	UE maximum output power for modulation/channel bandwidth for CA 

	6.2.4A
	UE maximum output power with additional requirements for CA

	6.2.5A
	Configured transmitted power for CA

	6.3.2A
	UE Minimum utput power for CA

	6.3.3A
	UE Trasnsmit OFF power for CA

	6.3.4A
	ON/OFF time mask for CA

	6.3.5A
	Power control for CA

	6.5.1A
	Frequency error for CA

	6.5.2A
	Transmit modulation quality for CA

	6.6.1A
	Occupied bandwidth for CA

	6.6.2.1A
	Spectrum emission mask for CA

	6.6.2.2A
	Additional Spectrum Emission mask for CA

	6.6.2.3.2A
	UTRA ACLR for CA

	6.6.2.3.3A
	E-UTRA ACLR for CA

	6.6.3.1A
	Minimum requirements for CA

	6.6.3.2A
	Spurious emission band UE co-existence for CA

	6.6.3.3A
	Additional spurious emissions for CA

	6.7.1A
	Minimum requirement for CA

	7.3.1A
	Reference sensitivity for CA

	7.4.1A
	Maximum input level for CA

	7.5.1A
	Adjacent Channel Selectivity (ACS) for CA

	7.6.1.1A
	In-band blocking for CA

	7.6.2.1A
	Out-of-band blocking for CA

	7.6.3.1A
	Narrow band blocking for CA

	7.7.1A
	Spurious response for CA

	7.8.1A
	Wideband intermodulation for CA

	7.10.1A
	Receiver response for CA


B.4.3
Common UE RF requirements for an inter-band CA configuration
The requirements and test cases listed in Table B.4.3-1 are specified in [6].
Table B.4.3-1: Common UE RF requirements for an inter-band CA configuration independent of release
	Section / Clause
	Description

	5.5A
	Operating bands for CA

	5.6A.1
	Channel bandwidths per operating band for CA

	5.7.2A
	Channel raster for CA

	6.2.2A
	UE maximum output power for CA

	6.2.3A
	UE maximum output power for modulation/channel bandwidth for CA 

	6.2.5
	Configured transmitted power

	7.3.1A
	Reference sensitivity for CA

	7.4.1A
	Maximum input level for CA

	7.5.1A
	Adjacent Channel Selectivity (ACS) for CA

	7.6.1.1A
	In-band blocking for CA

	7.6.2.1A
	Out-of-band blocking for CA

	7.6.3.1A
	Narrow band blocking for CA

	7.7.1A
	Spurious response for CA

	7.8.1A
	Wideband intermodulation for CA


B.4.4
Common UE RF requirements for an inter-band CA configuration including an operating band without uplink band
The requirements and test cases listed in Table B.4.4-1 are specified in [6].
Table B.4.4-1: Common UE RF requirements for an inter-band CA configuration including an operating band without uplink band independent of release
	Section / Clause
	Description

	5.5
	Operating bands

	5.5A
	Operating bands for CA

	5.6A.1
	Channel bandwidths per operating band for CA

	5.7
	Channel arrangement

	6.2.2A
	UE maximum output power for CA

	6.2.3A
	UE maximum output power for modulation/channel bandwidth for CA 

	6.2.5
	Configured transmitted power

	7.3.1A
	Reference sensitivity for CA

	7.4.1A
	Maximum input level for CA

	7.5.1A
	Adjacent Channel Selectivity (ACS) for CA

	7.6.1.1A
	In-band blocking for CA

	7.6.2.1A
	Out-of-band blocking for CA

	7.6.3.1A
	Narrow band blocking for CA

	7.7.1A
	Spurious response for CA

	7.8.1A
	Wideband intermodulation for CA


B.4.5
Common UE RF requirements for an intra-band non-contiguous CA configuration
The requirements and test cases listed in Table B.4.5-1 are specified in [6].
Table B.4.5-1: Common UE RF requirements for an intra-band non-contiguous CA configuration independent of release
	Section / Clause
	Description

	5.5A
	Operating bands for CA

	5.6A1
	Channel bandwidths per operating band for CA

	5.7.2A
	Channel raster for CA

	6.2.2A
	UE maximum output power for CA

	6.2.3A
	UE maximum output power for modulation/channel bandwidth for CA 

	7.3.1A
	Reference sensitivity for CA

	7.4.1A
	Maximum input level for CA

	7.5.1A
	Adjacent Channel Selectivity (ACS) for CA

	7.6.1.1A
	In-band blocking for CA

	7.6.2.1A
	Out-of-band blocking for CA

	7.6.3.1A
	Narrow band blocking for CA

	7.7.1A
	Spurious response for CA

	7.8.1A

	Wideband intermodulation for CA


---End of changes---
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