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	< Change #1>
4.3A
Applicability of minimum requirements (CA, UL-MIMO, eDL-MIMO)

The requirements in clauses 5, 6 and 7 which are specific to CA, UL-MIMO, and eDL-MIMO are specified as suffix A, B, C, D where; 

a)
Suffix A additional requirements need to support CA

b)
Suffix B additional requirements need to support UL-MIMO

c)
Suffix C additional requirements need to support TBD

d)
Suffix D additional requirements need to support eDL-MIMO
f)  Suffix F additional requirements need to support UE category 0 requirements applicability
A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional subclause (suffix A, B, C, D and F) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional subclause requirements (suffix A, B, C, D and F) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional subclause.

A terminal which supports more than one feature (CA, UL-MIMO, and eDL-MIMO and category 0 requirements applicability) in clauses 5, 6 and 7 shall meet all of the separate corresponding requirements.

For a terminal supporting CA, compliance with minimum requirements for non-contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for contiguous intra-band carrier aggregation in the same operating band.  

For a terminal supporting CA, compliance with minimum requirements for contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for non- contiguous intra-band carrier aggregation in the same operating band.
In this version of this specification the requirements for a category 0 UE are derived assuming  category 0 as defined in TS36.307[7] and implementation of a single antenna receiver.
Table 4.3A Category 0 UE Requirement Applicability
Clause

Requirement

7.3F
Reference Sensivity Power Level


	<End of Change #1>


	< Change #2>


7.3.1F

Minimum requirements (QPSK) Category 0 UE

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1F .
Table 7.3.1-1F: Category 0 Single Rx FDD UE Reference sensitivity QPSK PREFSENS. 
	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	3
	-99.2
	-96.2
	-94.5 
	-91.5
	-89.7
	-88.5
	FDD 

	8
	-99.7
	-96.7
	-94.5
	-91.5
	
	
	FDD 

	20
	
	
	-94.5
	-91.5
	-88.7
	-87.5
	FDD 

	40
	
	
	-97
	-94
	-92.2
	-91
	TDD

	41
	
	
	-95
	-92
	-90.2
	-89
	TDD

	NOTE 1:    The transmitter shall be set to PUMAX as defined in subclause 6.2.5
NOTE 2:    Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:    The signal power is specified per port

NOTE 4:    For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.

NOTE 5:    For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.

NOTE 6:    6 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 7:    For a UE that support both Band 18 and Band 26, the reference sensitivity level for Band 26 applies for the applicable channel bandwidths.


Table 7.3.1-2F: Category 0 Single Rx HD-FDD UE Reference sensitivity QPSK PREFSENS. 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	3
	-99.7
	-96.7
	-95 
	-92
	-90.2
	-89
	HD-FDD

	8
	-100.2
	-97.2
	-95
	-92
	
	
	HD-FDD

	20
	
	
	-95
	-92
	-89.2
	-88
	HD-FDD

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	NOTE 1:    The transmitter shall be set to PUMAX as defined in subclause 6.2.5
NOTE 2:    Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:    The signal power is specified per port

NOTE 4:    For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.

NOTE 5:    For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.

NOTE 6:    6 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 7:    For a UE that support both Band 18 and Band 26, the reference sensitivity level for Band 26 applies for the applicable channel bandwidths.


	<End of Change #2>


