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1 Introduction
In the last RAN4 meeting, the SDR test for dual connectivity was discussed in [1]. We proposed to define the specific SDR test for UE supporting DC option 1a, which has two PDCP layer. In this contribution, we will further discussion this issue.
2 DC capability parameters: Option 1A and Option 3C
In TS36.306 the follow capability parameters for dual connectivity are specified.
------------------------------------- TS36.306 ----------------------------------------------

4.3.20
Dual Connectivity parameters

4.3.20.1
drb-TypeSplit-r12
This field defines whether the DRB type of Split bearer is supported by the UE which are capable of DC.

4.3.20.2
drb-TypeSCG-r12
This field defines whether the DRB type of SCG bearer is supported by the UE which are capable of DC.

------------------------------------- TS36.306 ----------------------------------------------

And drb-TypeSplit-r12 corresponds to Option 3C (in RAN2) which has one PDCP layer for multiple CGs, while drb-TypeSCG-r12 corresponds to Option 1A (in RAN2) which has separate PDCP layers for each CGs.
3 Discussion and proposals
The sustained data rate test is to verify the delivery of data from physical layer to high layer in a successive way. The sustained downlink data rate shall be verified in terms of the success rate of delivered PDCP SDU(s) by Layer 2. So actually the test is conducted at PDCP layer.

For UE supporting Option 3C, there is no need to modify the new test because only one PDCP layer will be implemented. But for UE supporting Option 1A, we propose to verify the performance at different PDCP layer separately and simultaneously. 

· Proposal 1: For UE supporting Option 3C, no new SDR test needs to be introduced (CA SDR test will be conducted). 
· Proposal 2: For UE supporting Option 1A, the new SDR test should be introduced in addition to the CA SDR test. For the new SDR test, the TB success rates will be counted at the different PDCP layers separately and UE is still required to receive multiple CGs simultaneously.
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