
Athens, Greece, 9 – 13 February, 2015

Source: 
NTT DOCOMO, INC.
Title: 
Evaluation results for CA single carrier performance
Agenda Item: 
6.10.1
Document for: 
Discussion
1. Introduction

At the last RAN4#73 meeting, the simulation assumption and CR for 3DL CCs with single carrier demodulation performance was agreed [1][2]. In this contribution, we provide the evolution results with and without impairment margin for each bandwidth based on agreed assumption.
2. Alignment results
2.1. TM1 test (FDD)


Fig. 1 shows the relative throughput assuming TM1 and FDD for the alignment.
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Fig. 1 Evaluation result for TM1 and FDD
2.2. TM3 test (FDD)


Fig. 2 shows the relative throughput assuming TM3 and FDD for the alignment.
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Table 2 Evaluation result for TM3 and FDD

3. Impairment results
In this section, we provides the impairment results assuming TM1/3 and FDD. The results are summarized in Table 1.
Table 1 Impairment results for TM1/3 FDD
[image: image3.emf]3 MHz 5MHz 10 MHz 15 MHz 20 MHz

TM1, FDD -1.4 -1.4 -2.0 -1.8 -2.0

TM3, FDD 11.8 12.0 12.7 12.6 12.6


4. Conclusion

In this contribution, we provide the evolution results with and without impairment margin for each bandwidth based on agreed assumption [1][2]. 
Table 1 Impairment results for TM1/3 FDD
[image: image4.emf]3 MHz 5MHz 10 MHz 15 MHz 20 MHz

TM1, FDD -1.4 -1.4 -2.0 -1.8 -2.0

TM3, FDD 11.8 12.0 12.7 12.6 12.6
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