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1 Introduction

The RRM measurements related to the Release 12 small cell enhancements work item have been discussed extensively in the past few meetings and the requirements almost completed and introduced in release 12 of TS 36.133. In this contribution we discuss general structure of RRM test cases for small cell enhancements for CRS and CSI-RS based measurements.

2 Discussion on the RRM test cases for SCE
Discovery signal based measurements has been discussed and agreed for different reference signals and under different configurations. In RAN4 we have agreed on measurement requirements for the following cases
· RSRP
· RSRQ

· DRX and no DRX

· CRS and CSI-RS

· Non-CA and CA

· Measurement requirements and accuracy requirements

It has been agreed that the RSRP measurements based on discovery signal can be configured based on CRS and/or CSI-RS. Furthermore RSRQ measurements based on CRS under discovery signal is also supported.  Similar to the legacy measurements, the requirements for discovery signal includes both non-DRX and DRX cases. We must note that the requirements include both measurement requirements and also accuracy requirements. 
Considering that the tests should cover all of the combinations of the above cases, we note that the number of tests will be too large. In order to limit the test cases one approach is to limit the tests only to new features. More specifically, measurement with DRX is not specific to small cell enhancements and a UE should anyway pass the DRX cases when it is tested for legacy requirements. Therefore it is suggested that the tests related to DRX cases are not included in the discovery-related RRM tests which reduces the number tests by half.
· Observation: In order to limit the number of RRM test cases for SCE, it is suggested that only non-DRX case is considered in the test cases and we should focus on new aspects of this feature.
3 Summary
In this contribution we discussed general structure of RRM test cases for small cell enhancements for CRS and CSI-RS based measurements and made the following observation

· Observation: In order to limit the number of RRM test cases for SCE, it is suggested that only non-DRX case is considered in the test cases and we only focus on new aspects of this feature.
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