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1 Introduction

RAN4 has discussed the applicability of the inter-frequency measurement requirements in relation to the eIMTA for several meetings. Although the original intention was that for a UE configured with eIMTA only the requirements for TDD configuration 0 should apply, the idea has been challenged a few times in the past meetings.
In this contribution we discuss the background and the intention of the note and try to resolve the issue. 
2 Discussion
RAN4 has discussed the RRM requirements for eIMTA for a few meetings.  In ‎[1] it was agreed that
· For RRM minimum requirements, eIMTA requirements shall be aligned with the worst case, i.e., TDD UL/DL configuration 0
Also in ‎[2] RAN4 agreed that

· Requirements for TDD UL/DL subframe configuration # 0 apply to all Rel-12 UEs
· Requirements for TDD configuration 0 should be added in 36.133 wherever applicable
· eIMTA capable UE under eIMTA operation shall meet requirements for only TDD UL/DL subframe configuration # 0. 
· A note is to be added in relevant requirements in TS 36.133. 
· Wording of the note is to be aligned with RAN1/RAN2 agreement on the terminology for eIMTA e.g. UE capability for eIMTA.
· Notes as suggested in R4-143873 and R4-143874 should be modified accordingly
According to the second bullet in ‎[2] it has been agreed that an eIMTA capable UE needs to meet only the requirements for TDD configuration 0. However a note was added as a place holder in the specification stating that “The applicability of this requirement is TBD”. The wording of the npte was to be changed when the terminology of eIMTA is decided. 

The terminology for eIMTA has been decided and used by RAN2 in 36.331. Therefore it is proposed that RAN4 takes the terminology and update the note based on that. The suggested change for Note 3 in table 8.1.2.3.2.1-1 in 36.133 is:

· Proposal: Note3: For a UE that is configured with EIMTA-MainConfigServCell [2], only this requirement shall apply.
3 Conclusions

In this contribution we discussed the background and the intention of note 3 in table 8.1.2.3.2.1-1. Based on the earlier agreements it is proposed that RAN4 update the note as:
· Proposal: Note3: For a UE that is configured with EIMTA-MainConfigServCell [2], only this requirement shall apply.
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