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1.  Introduction 
The WI of B1+B8+B11 (3DL/1UL) was approved in RAN#69 [1].  This contribution discusses all the necessary issues to complete the WI, harmonics/IMD, UE relaxations and provides TP to capture the discussion. 
2.  Basic scheme and work tasks
The bands of interest are shown below:

Table 1: 3DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-8-11
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	


Bandwidth combinations proposed in [1] are shown below:

Table 2:  Proposed bandwidth combinations for 1+8+11
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-8A-11A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	11
	
	
	Yes
	Yes
	
	
	
	


Concerning fallback, all the requested 2DL/1UL combinations of Band 1, Band 8 and Band 11 were standardized [2] as below then we do not have to modify 2DL/1UL for consistent fallback.
Table 3:  Fallback requirements for 1+8+11
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-8A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-11A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-11A
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	11
	
	
	Yes
	Yes
	
	
	
	


3.  Harmonics and IMD study
3.1
For the BS

The 3rd order IMD products caused in the BS by transmitting of Band 1, Band 8 and Band 11 DL carriers (i.e. 3DL CA with one component carrier in each band) can be calculated as shown in Table 4 below:
Table 4: Band 1, Band 8 and Band 11 DL 3rd order IMD products

	BS DL carriers
	f1-low
	f1-high
	f2-low
	f2-high
	f3-low
	f3-high

	DL frequency (MHz)
	925
	960
	1475.9
	1495.9
	2110
	2170

	
	
	

	3rd order IMD products
	|f1-low + f2-low – f3-high|
	|f1-high + f2-high – f3-low|

	IMD frequency limits (MHz)
	230.9
	345.9

	
	
	

	3rd order IMD products
	|f1-low + f3-low – f2-high|
	|f1-high + f3-high – f2-low|

	IMD frequency limits (MHz)
	1539.1
	1654.1

	
	
	

	3rd order IMD products
	|f2-low + f3-low – f1-high|
	|f2-high + f3-high – f1-low|

	IMD frequency limits (MHz)
	2625.9
	2740.9

	
	
	

	3rd order IMD products
	|f1-low + f2-low + f3-low|
	|f1-high + f2-high + f3-high|

	IMD frequency limits (MHz)
	4510.9
	4625.9


It can be seen from Table 4 that in addition to the impacts of harmonics and IMD products from the constituent 2DL CA configurations, the 3rd order IMD products supporting 3 DL CA of Band (1 + 8 + 11) may fall into BS receive band of Bands 24 and 41. Note that Band 24 will not be deployed in the same regions where Band (1 + 8 + 11) is to be deployed.
With the performances of the current BS antenna system, transmit and receive path components, amplifiers, pre-distortion algorithms and filters, it is expected that the IMD interference generated within the Band 41 receiver would be well below the receiver noise floor eliminating the possibility of receiver desensitization, provided that Band (1 + 8 + 11) BS transmitter does not share the same antenna with Band 41 BS receiver.
Therefore, it is recommended that Band (1 + 8 + 11) BS transmitter should not share the same antenna with Band 41 BS receiver to prevent BS receiver desensitization, unless the antenna path meets very stringent 3rd order PIM specification so that the PIM will not cause Band 41 BS receiver desensitization. Note that antenna sharing may be allowed as the state-of-the-art continues to evolve in the future.
3.2
For the UE

Table 5 gives the 2nd and 3rd harmonic for CA with B1+ B8 + B11. It is observed that none of the products falls into the B1, B8 or B11 UE receiving bands.
Table 5: UE harmonics table for 3DLs/1UL
	UE UL Carriers with B1, B8, B11
	[Mhz]

	2*fx_low to 2*fx_high
	3840 to 3960

	2*fy_low to 2*fy_high
	1760 to 1830

	2*fz_low to 2*fz_high
	2855.8 to 2895.8

	3*fx_low to 3*fx_high
	5760 to 5940

	3*fy_low to 3*fy_high
	2640 to 2745

	3*fz_low to 3*fz_high
	4283.7 to 4343.7


4.  ∆TIB and ∆RIB consideration
The B1+B8+B11 combination is quite similar to B1+ B19(850MHz) + B21(1.5GHz) conducted in Rel-12 time frame in terms of frequency positions of CCs and actually the same assumption was shared on the RF front-end architecture including Mid-band among constituent 1UL/2DLs of these CAs: using an extended high-low diplexer where high-band is extended to 1.4GHz with some performance loss allowed around 1.4 – 1.5GHz region.
Therefore it seems rational to use the same ∆TIB and ∆RIB values agreed for B1+B19+B21 [2], as in Table.6 and 7.

Table 6: ΔTIB,c for 3DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c Inter-band with one active UL serving cell [dB]

	CA_1A-8A-11A
	1
	0.3

	
	8
	0.3

	
	11
	0.4


Table 7: ΔRIB,c for 3DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c Inter-band with one active UL serving cell [dB]

	CA_1A-8A-11A
	1
	0

	
	8
	0

	
	11
	0


5.  Text proposal 
 The relevant TP reflecting the discussion above is shown in Annex.
6.  Conclusion
This contribution provides all the necessary analysis of 1+8+11 CA to complete the WI and TP to capture the discussion. The essential proposal includes ∆TIB and ∆RIB values to follow those of 3DL/1UL CA of 1+19+21 due to its similarity.
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1
Scope

The present document is a technical report for 3DL Inter-band Carrier Aggregation under Rel-13 time frame. The purpose is to gather the relevant background information and studies in order to address 3DL Inter-band Carrier Aggregation requirements.

This TR covers relevant background information and studies in order to address 3DL Inter-band Carrier Aggregation requirements for the Rel-13 band combinations in Table 1-1.

Table 1-1: Release 13 3DL inter-band carrier aggregation combinations

	WI code
	WI title

	LTE_CA_B3_B3_B8
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 3 and Band 8

	LTE_CA_B38_B40_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 38, Band 40 and Band 40

	LTE_CA_B1_B41_B41
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 41 and Band 41

	LTE_CA_B8_B41_B41
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 8, Band 41 and Band 41

	LTE_CA_B26_B41_B41
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 26, Band 41 and Band 41

	LTE_CA_B7_B40_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 7, Band 40 and Band 40

	LTE_CA_B1_B7_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 7 and Band 28

	LTE_CA_B1_B3_B7
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 3 and Band 7

	LTE_CA_B2_B2_B12
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 2, Band 2 and Band 12

	LTE_CA_B1_B3_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 3 and Band 28

	LTE_CA_B3_B7_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 7 and Band 28

	LTE_CA_B3_B7_B7
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 7 and Band 7

	LTE_CA_B7_B7_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 7, Band 7 and Band 28

	LTE_CA_B3_B7_B8
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 7 and Band 8

	LTE_CA_B1_B3_B3
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 3 and Band 3

	LTE_CA_B1_B8_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 8 and Band 28

	LTE_CA_B2_B5_B29
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 2, Band 5 and Band 29

	LTE_CA_B3_B3_B5
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 3 and Band 5

	LTE_CA_B3_B8_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 8 and Band 28

	LTE_CA_B3_B40_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 40 and Band 40

	LTE_CA_B8_B42_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 8, Band 42 and Band 42

	LTE_CA_B21_B42_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 21, Band 42 and Band 42

	LTE_CA_B41_B42_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 41, Band 42 and Band 42

	LTE_CA_B1_B3_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 3 and Band 42

	LTE_CA_B1_B19_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 19 and Band 42

	LTE_CA_B1_B21_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 21 and Band 42

	LTE_CA_B3_B19_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 19 and Band 42

	LTE_CA_B7_B20_B38
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 7, Band 20 and Band 38

	LTE_CA_B19_B21_B42
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 19, Band 21 and Band 42

	LTE_CA_B1_B19_B28
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 19 and Band 28

	LTE_CA_B1_B3_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 3 and Band 40

	LTE_CA_B1_B8_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 8 and Band 40

	LTE_CA_B3_B8_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 3, Band 8 and Band 40

	LTE_CA_B28_B40_B40
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 28, Band 40 and Band 40

	LTE_CA_B1_B8_B11
	LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) for Band 1, Band 8 and Band 11


This TR also covers the 4DL fallback modes for the 4DL Carrier Aggregation combinations with single UL configuration. These 4DL/1UL combinations are listed in Table 1-2. 

Table 1-2: Release 13 inter-band carrier aggregation combinations (4DL/1UL)

	WI code
	WI title

	LTE_CA_B2_B2_B4_B4
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 2, Band 4 and Band 4

	LTE_CA_B2_B4_B12_B30
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 4, Band 12 and Band 30

	LTE_CA_B2_B2_B5_B30
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 2, Band 5 and Band 30

	LTE_CA_B2_B2_B12_B30
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 2, Band 12 and Band 30

	LTE_CA_B1_B3_B7_B8
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 1, Band 3, Band 7 and Band 8

	LTE_CA_B2_B2_B29_B30
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 2, Band 2, Band 29 and Band 30

	LTE_CA_B4_B4_B5_B29
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 4, Band 4, Band 5 and Band 29

	LTE_CA_B1_B3_B5_B40
	LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 1, Band 3, Band 5 and Band 40

	
	


This TR contains a general part and band specific combination part. The actual requirements are added to the corresponding technical specifications.
[Unchanged Portions Skipped]
6.X 
Band 1, Band 8 and Band 11

6.X.1
Operating bands for CA

Table 6.X.1-1: 3DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1-8-11
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	


6.X.2
Channel bandwidths per operating band for CA
Table 6.X.2-1: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA

	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_1A-8A-11A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	11
	
	
	Yes
	Yes
	
	
	
	

	NOTE 1: For the UE that signals support of a 3DL CA bandwidth combination set, the UE shall support all single carrier channel bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 and all the 2DL CA bandwidth combination sets in Table 5.6A.2-1 of TS 36.101 whose channel bandwidths are entirely covered by the signaled 3DL CA bandwidth combination set.


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [2] when operating in single carrier mode.
6.X.3 
Harmonics and IMD study
6.X.3.1
For the BS

The 3rd order IMD products caused in the BS by transmitting of Band 1, Band 8 and Band 11 DL carriers (i.e. 3DL CA with one component carrier in each band) can be calculated as shown in Table 6.X.3.1-1 below:
Table 6.X.3.1-1: Band 1, Band 8 and Band 11 DL 3rd order IMD products

	BS DL carriers
	f1-low
	f1-high
	f2-low
	f2-high
	f3-low
	f3-high

	DL frequency (MHz)
	925
	960
	1475.9
	1495.9
	2110
	2170

	
	
	

	3rd order IMD products
	|f1-high + f2-high – f3-low|
	|f1-low + f2-low – f3-high|

	IMD frequency limits (MHz)
	230.9
	345.9

	
	
	

	3rd order IMD products
	|f1-low + f3-low – f2-high|
	|f1-high + f3-high – f2-low|

	IMD frequency limits (MHz)
	1539.1
	1654.1

	
	
	

	3rd order IMD products
	|f2-low + f3-low – f1-high|
	|f2-high + f3-high – f1-low|

	IMD frequency limits (MHz)
	2625.9
	2740.9

	
	
	

	3rd order IMD products
	|f1-low + f2-low + f3-low|
	|f1-high + f2-high + f3-high|

	IMD frequency limits (MHz)
	4510.9
	4625.9


It can be seen from Table 6.X.3.1-1 that in addition to the impacts of harmonics and IMD products from the constituent 2DL CA configurations, the 3rd order IMD products supporting 3 DL CA of Band (1 + 8 + 11) may fall into BS receive band of Bands 24 and 41. Note that Band 24 will not be deployed in the same regions where Band (1 + 8 + 11) is to be deployed.
With the performances of the current BS antenna system, transmit and receive path components, amplifiers, pre-distortion algorithms and filters, it is expected that the IMD interference generated within the Band 41 receiver would be well below the receiver noise floor eliminating the possibility of receiver desensitization, provided that Band (1 + 8 + 11) BS transmitter does not share the same antenna with Band 41 BS receiver.
Therefore, it is recommended that Band (1 + 8 + 11) BS transmitter should not share the same antenna with Band 41 BS receiver to prevent BS receiver desensitization, unless the antenna path meets very stringent 3rd order PIM specification so that the PIM will not cause Band 41 BS receiver desensitization. Note that antenna sharing may be allowed as the state-of-the-art continues to evolve in the future.
6.X.3.2
For the UE

Table  6.X.3.2-1 gives the 2nd and 3rd harmonic for CA with B1+ B8 + B11. It is observed that none of the products falls into the B1, B8 or B11 UE receiving bands.
Table 6.X.3.2-1: UE harmonic table for 3DLs/1UL

	UE DL Carriers with B1, B3, B8
	[MHz]

	2*fx_low to 2*fx_high
	3840 to 3960

	2*fy_low to 2*fy_high
	1760 to 1830

	2*fz_low to 2*fz_high
	2855.8 to 2895.8

	3*fx_low to 3*fx_high
	5760 to 5940

	3*fy_low to 3*fy_high
	2640 to 2745

	3*fz_low to 3*fz_high
	4283.7 to 4343.7


6.X.4
ΔTIB,c and ΔRIB,c values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c is defined for applicable bands in Table 6.X.4-1.
Table 6.X.4-1: ΔTIB,c for 3DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c Inter-band with one active UL serving cell [dB]

	CA_1A-8A-11A
	1
	0.3

	
	8
	0.3

	
	11
	0.4


For the UE which supports inter-band carrier aggregation configuration in Table 6.X.4-2 with uplink in one E-UTRA band, the minimum requirement for reference sensitivity in Table 7.3.1-1 (of TS 36.101 [2]) shall be increased by the amount given in ΔRIB,c in Table 6.X.4-2 for the applicable E-UTRA bands.
Table 6.X.4-2: ΔRIB,c for 3DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c Inter-band with one active UL serving cell [dB]

	CA_1A-8A-11A
	1
	0

	
	8
	0

	
	11
	0
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