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Introduction
In RAN4#76 there we discussion which bands should be selected as an example bands for Receiver 4 antenna port WI [1][2]. In this contribution we make our proposal. 

Discussion
One [1] of the contribution proposed following
Proposal: At least Band 1, 3, 21, 42 should be selected as sample bands of 4Rx AP in Rel-13.

And the another contribution [2]

· Treat following bands in step-1 to complete the RF  specification work

· FDD bands: 1, 3, 4, 7, 20 and 28

· TDD bands: Band 41 and band 42

No agreement was reached.
In our opinion one FDD and one TDD band per region should be selected. High bands should have priority.

Conclusion

We propose following:

Proposal 1:

Receiver 4 AP FDD example bands:
Band 3 for region 1
Band 4 for region 2

Band 1 for region 3

Receiver 4 AP TDD example bands:
Band 38 for region 1
Band 41 for region 2
Band 42 for region 3

In our opinion WI can be closed if work for one FDD and one TDD band is complete. This would be same approach and for REL-10 CA WI.

Proposal 2: WI can be closed if work for one FDD and one TDD band is complete
New bands can be introduced in REL-14 time frame with dedicated WI similarly as new CA configurations are added. Either with umbrella WI or with dedicated WIs. Considering a RAN4 workload and umbrella WI would be better choise.

Proposal 3: New bands can be introduced in REL-14 by creating a single REL-14 4 antenna port WI
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