[bookmark: _Toc436619014][bookmark: _Toc436619251][bookmark: _Toc451844181][bookmark: _Toc466346620][bookmark: _Toc466348853][bookmark: _Toc466352960][bookmark: _Toc472222527][bookmark: _Ref399006623][bookmark: _Toc107399996][bookmark: _Toc118106256][bookmark: _Toc127815000][bookmark: _Toc175717711][bookmark: _Ref220397014]3GPP TSG-RAN WG4 Meeting #78 	R4-160089
St Julian’s, Malta, 15 – 19 February 2016

Source:	DISH Network
Title:	TP for TR36.749v.0.0.0 Section 8.1.2.3 (Co-existence with other 3GPP bands)
Work item:	LTE_AWS_3_4
Agenda item:	8.9
Document for:	Approval 

1.0 Introduction 
This document provides a TP for TR36.749v.0.0.0 Section 8.1.2.3(UE co-existence with other 3GPP band). (pCR) 	
2.0	Co-existence with other 3GPP bands
The FCC specifies an OOBE level of 43+10log10(P) (i.e. -13dBm/MHz) to the proposed uplink frequency block [3].  No additional OOBE requirements are specified for the block.  This OOBE limit is much less than the generic 3GPP UE spurious emission requirements and no special UE to UE co-existence requirements for the band are needed. 
 Co-existence with Bands 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41 and 66 need to be considered.  The downlink frequency ranges of these bands have enough separations from the new proposed band’s UL so that its emissions can be kept at -50 dBm/MHz, except for Band 23.  The proposed band plan uses Band 23’s UL frequency range as downlink and therefore, it is not feasible for Band 23 UEs to protect the new band’s DL frequency range at 2000-2020 MHz.  The proposed changes to TS 36.101 are shown in Table 2-1
Table 2-1: Requirements
	E-UTRA Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	2
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 28, 29, 30, 41, 42, 66,  [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	4
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	5
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 23, 24, 25, 28, 29, 30, 31, 34, 38, 40, 42, 43, 45, 65, 66,[ XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	
	E-UTRA Band 41
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	7
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 20, 22, 26, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 65, 66, 67,[ XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	-
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	10
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22, 42
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	12
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	13
	E-UTRA Band 2, 4, 5, 10, 12, 13, 17, 23, 25, 26, 27, 29, 41, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 14
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 24, 30
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 15

	14
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	12, 15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 12, 15

	17
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	23
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 29, 30, 41, 66
	FDL_low 
	-
	FDL_high
	-50
	1
	

	24
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, 30, 41, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	25
	E-UTRA Band 4, 5, 10,12, 13, 14, 17, 23, 24, 26, 27, 28, 29, 30, 41, 42, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 25
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	26
	E-UTRA Band 1, 2, 3, 4, 5, 10, 11, 12, 13, 14, 17, 18,19, 21, 23, 24, 25, 26, 29, 30, 31, 34, 39, 40, 42, 43, 65, 66, [XX]
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	27
	E-UTRA Band 1, 2, 3, 4, 5, 7, 10, 12, 13, 14, 17, 23, 25, 26, 27, 29, 30, 31, 38, 40, 41, 42, 43, 65, 66, [XX]
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 28
	FDL_low
	-
	790
	-50
	1
	

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	

	30
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 38, 41, 66, [XX]
	FDL_low
	-
	FDL_high
	-50
	1
	

	38
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13, 14, 17, 20, 22, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 65, 66, 67,[ XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	-
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22

	41
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13 , 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 34, 39, 40, 42, 44, 45, 65, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 9, 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	30

	
	Frequency range
	1839.9
	
	1879.9
	-50
	1
	30

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	8, 30

	66
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 38, 41, 43, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	[XX]
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	NOTE 1:	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1
NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
 
NOTE 8:	Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 15:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 21:	This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 22:	This requirement is applicable for any channel bandwidths within the range 2570 - 2615 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2597 - 2605 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
For carriers with channel bandwidth overlapping the frequency range 2615 - 2620 MHz the requirement applies with the maximum output power configured to +19 dBm in the IE P-Max.

NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 30:	This requirement applies when the E-UTRA carrier is confined within 2545-2575MHz or 2595-2645MHz and the channel bandwidth is 10 or 20 MHz
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8.1.2.1
8.1.2.2
8.1.2.3	Co-existence with other 3GPP bands
The FCC specifies an OOBE level of 43+10log10(P) (i.e. -13dBm/MHz) to the proposed uplink frequency block [3].  No additional OOBE requirements are specified for the block.  This OOBE limit is much less than the generic 3GPP UE spurious emission requirements and no special UE to UE co-existence requirements for the band are needed. 
 Co-existence with Bands 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41 and 66 need to be considered.  The downlink frequency ranges of these bands have enough separations from the new proposed band’s UL so that its emissions can be kept at -50dBm/MHz, except for Band 23.  The proposed band plan uses Band 23’s UL frequency ranges as downlink and therefore, it is not feasible for Band 23 UEs to protect the new band’s DL frequency range at 2000-2020 MHz.  The proposed changes to TS 36.101 are shown in Table 8.1.2.3-1
Table 8.1.2.3-1: Requirements
	E-UTRA Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	2
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 28, 29, 30, 41, 42, 66,  [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	4
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	5
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 23, 24, 25, 28, 29, 30, 31, 34, 38, 40, 42, 43, 45, 65, 66,[ XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	
	E-UTRA Band 41
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	7
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 20, 22, 26, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 65, 66, 67,[ XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	-
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	10
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22, 42
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	12
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	13
	E-UTRA Band 2, 4, 5, 10, 12, 13, 17, 23, 25, 26, 27, 29, 41, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 14
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 24, 30
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 15

	14
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	12, 15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 12, 15

	17
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	23
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 29, 30, 41, 66
	FDL_low 
	-
	FDL_high
	-50
	1
	

	24
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, 30, 41, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	25
	E-UTRA Band 4, 5, 10,12, 13, 14, 17, 23, 24, 26, 27, 28, 29, 30, 41, 42, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 25
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	26
	E-UTRA Band 1, 2, 3, 4, 5, 10, 11, 12, 13, 14, 17, 18,19, 21, 23, 24, 25, 26, 29, 30, 31, 34, 39, 40, 42, 43, 65, 66, [XX]
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	27
	E-UTRA Band 1, 2, 3, 4, 5, 7, 10, 12, 13, 14, 17, 23, 25, 26, 27, 29, 30, 31, 38, 40, 41, 42, 43, 65, 66, [XX]
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 28
	FDL_low
	-
	790
	-50
	1
	

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	

	30
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 38, 41, 66, [XX]
	FDL_low
	-
	FDL_high
	-50
	1
	

	38
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13, 14, 17, 20, 22, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 65, 66, 67,[ XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	-
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22

	41
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13 , 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 34, 39, 40, 42, 44, 45, 65, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 9, 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	30

	
	Frequency range
	1839.9
	
	1879.9
	-50
	1
	30

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	8, 30

	66
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 38, 41, 43, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	[XX]
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41, 66, [XX]
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	NOTE 1:	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1
NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
 
NOTE 8:	Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 15:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 21:	This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 22:	This requirement is applicable for any channel bandwidths within the range 2570 - 2615 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2597 - 2605 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
For carriers with channel bandwidth overlapping the frequency range 2615 - 2620 MHz the requirement applies with the maximum output power configured to +19 dBm in the IE P-Max.

NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 30:	This requirement applies when the E-UTRA carrier is confined within 2545-2575MHz or 2595-2645MHz and the channel bandwidth is 10 or 20 MHz







